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CHARACTERISTICS   TC = 25 °C 
SYMBOL TEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS 

BVDSS ID = 200 µA 36   V 
IDSS VDS = 7.5 V      VGS = 0 V   2.0 mA 
IGSS VDS = 0 V      VGS = 30 V   1.0 µµµµA 
VGS ID = 200 µA      VGS = VDS  1.0  7.0 V 
gM VDS = 10 V      VGS = 5.0 V  1.7  Mho 

RSON IDS = 8.0 A      VGS = 20 V  0.40  ΩΩΩΩ 
IDSAT VDS = 10 V           VGS = 20 V  13  A 

VHF POWER MOSFET 

PACKAGE  STYLE 

 

DESCRIPTION: 
The ASI MRF5003 is common source 
device, designed for broadband 
amplifier applications at frequencies to 
520 MHz. 
 
FEATURES: 
 
•  PG = 9.5 dB @ 3.0 W 512 MHz 
•  Surface mount package 

MAXIMUM RATINGS 
ID 8.0 A 

VDSS 36 V 

VGS ±20 V 

PDISS 60 W @ TC = 25 OC 

TJ -65 OC to +150 OC 

TSTG -65 OC to +150 OC 

θθθθJC 2.08 OC/W 

MRF5003 
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