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STANDARD SPECIFICATIONS:

OPTIONS & PART IDENTIFICATION:

APPLICATIONS:FEATURES:
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Size Varies
RoHS
Compliant

Pb in ceramic
(exempt per RoHS 2002/95/EC Annex (7))

• Microprocessor clocks

• Electric appliances          • Industrial controllers
• Remote controls              • General timing

• Excellent environmental resistance
• Industrial Grade
• Low resonant impedence

 • Low cost timing solution
 • Small size, Light weight

Table 2.1

Table 2.2

30
15
5

3.00 ~ 3.49
3.50 ~ 8.0

20.01 ~ 25.99

Part Number
(XX.XX denotes freq. in MHz)

Resonant Impedance
(Ω) max

1.79 ~ 2.99

8.01 ~ 13.00
13.01 ~ 50.00

80
50
30
25
30

Freq (MHz)

26.00 ~ 50.00

C1=C2  pf 
(±20%)

1.79 ~ 20.00

Frequency (MHz)     H (max.)
5.700.6 ~ 08.1
0.0100.31 ~ 10.6
0.0199.32 ~ 10.31

5.799.13 ~ 00.42
5.600.05~00.23

(Left blank if standard) 

Please specify CL in pF
Packaging

   HWZT - Frequency  MA - C  - 

Load Capacitance

A ammo
packing

TEST CIRCUIT:

Dimensions: inch (mm)

IC：1/6TC74HCU04×2
X：CERAMIC RESONATOR
C1 C2：See Table 2.2

PARAMETERS
ABRACON P/N: HWZT-MA
Operating Temperature: -25°C to +85°C

Withstanding Voltage: 50 V (DC ,1 min)
Storage Temperature: -55°C to +85°C

Insulation Resistance: 100MΩ min (10V , 1 min)

Freq. Tolerance @ 25°C: ± 0.5% max.
Freq. Stability over the 
Operating Temperature: ± 0.3% max.
Resonant Impedance: See Table 2.1
Load Capacitance CL: See Table 2.2
Aging in 10 Years: ± 0.3% max.

6V DC
15V p-p

Rating Voltage
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Dimensions: mm

OUTLINE DRAWING:

TAPE & REEL: T = Tape and reel 1,000pcs/reel
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