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FOR FURTHER TECHNICAL
DETAILS ON THIS
PRODUCT REQUEST
CATALOGUE REFERENCE
E606

IN S T R U M E N TAT I O N

PN E U M AT I C IN D I C AT O R
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Castle Hill NSW.............Tel: (02) 680 3222.....Fax: (02) 894 5719

O R D E R  L I N E S

Tel: 01-501822  Fax: 01-502710

O R D E R  L I N E S
S E E  I N S I D E  F R O N T  C O V E R  F O R
DETAILS OF YOUR LOCAL SALES OFFICEV

PN E U M AT I C IN D I C AT O R
SE R I E S VR3100

V i s i b l e  i nd i c a t i on  o f  p re s s u re  p re s en t
Ava i l ab l e  i n  3  d i f f e ren t  co l ou r s

T E C H N I C A L

SPECIFICATIONS S Y M B O L S

H O W T O

O R D E R

P N E U M A T I C I N D I C A T O R

VR3100-01R (Red)

VR3100-01G (Green)

VR3100-01O (Orange)

D I M E N S I O N S

P N E U M A T I C I N D I C A T O R

MI N I AT U R E PN E U M AT I C
IN D I C AT O R SE R I E S VR3110

V i s i b l e  i nd i c a t i on  o f  a i r  p re s su re  p re s en t
Av a i l ab l e  i n  2  d i f f e ren t  co l ou r s

T E C H N I C A L

SPECIFICATIONS

S Y M B O L S

H O W T O

O R D E R

M I N I A T U R E P N E U M A T I C I N D I C A T O R

VR3110-01R (Red)

VR3110-01G (Green)

D I M E N S I O N S

M I N I A T U R E P N E U M A T I C I N D I C A T O R

VR3100-01R VR3100-01G VR3100-010

Operating pressure 0.1~0.8MPa

Frequency (max) 1.6 Hz

Colour of indicator Red Green Orange

Port size 1⁄8

VR3110-01R VR3110-01G

Color of indicator Red Green

Operation Piston

Operating pressure 0.15~1.0MPa

Ambient and
fluid temperature

5 ~ 60°C

Frequency MAX. 5C. P.S.

Port size R1⁄8 male

S T O C K E D P R O D U C T S
FOR A LIST OF STOCKED PRODUCTS,
PLEASE SEE THE CURRENT SMC PRICE LIST

S T O C K E D P R O D U C T S
FOR A LIST OF STOCKED PRODUCTS,
PLEASE SEE THE CURRENT SMC PRICE LIST
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FOR FURTHER TECHNICAL
DETAILS ON THIS
PRODUCT REQUEST
CATALOGUE REFERENCE
E603

IN S T R U M E N TAT I O N

PR E S S U R E SW I T C H E S
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PN E U M AT I C EL E C T R I C RE L AY
SE R I E S VR3200,  VR3201
Pneuma t i c  e l e c t r i c  re l a y  conve r t s  pneuma t i c  s i gna l  t o
e l e c t r i c  re l a y.

S Y M B O L S

H O W T O

O R D E R

P N E U M A T I C E L E C T R I C R E L A Y

VR3200-01
VR3201-01 (Enclosed terminals)

D I M E N S I O N S

P N E U M A T I C E L E C T R I C R E L A Y

VR3200-01 VR3201-01

Construction - Enclosed terminals

Operating pressure 0.1~1.0MPa

Contacts ab 1

Port size 1⁄8

AC Current DC Current

Resistance capacity 250V 15A 30V 6A

Induction capacity 250V 15A 30V 5A

Lamp capacity
250V N.C. 2.5A

N.O.1.25A
30V N.C.3A

N.O.1.5A

Micro-Switch Rating

T E C H N I C A L

SPECIFICATIONS

S T O C K E D P R O D U C T S
FOR A LIST OF STOCKED PRODUCTS,
PLEASE SEE THE CURRENT SMC PRICE LIST


