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NETWORK INTERCONNECTION SYSTEMS

^ Meets Category 5e Performance requirements.

Part Number Description
Length  

m

Std. 
Pkg. 
Qty.

Std. 
Ctn. 
Qty.

GPPC1IG1M Factory terminated patch cord assembly. One 1 pair 
GIGA-PUNCH Connector on each end.^

1

1 10
GPPC1IG2M 2

GPPC1IG3M 3

GPPC1IG5M 5

GPPC2IG1M Factory terminated patch cord assembly. One 2 pair 
GIGA-PUNCH Connector on each end.^

1

1 10GPPC2IG2M 2

GPPC2IG3M 3

GPPC2IG5M 5

GPPC4IG1M Factory terminated patch cord assembly. One 4 pair 
GIGA-PUNCH Connector on each end.

1

1 10
GPPC4IG2M 2

GPPC4IG3M 3

GPPC4IG5M 5

GPPC4IG1MA Factory terminated patch cord assembly. One 4 pair 
GIGA-PUNCH Connector wired to a RJ45 PAN-PLUG ™ 
568A Wiring.

1

1 10
GPPC4IG2MA 2

GPPC4IG3MA 3

GPPC4IG5MA 5

GPPC4IG1MB Factory terminated patch cord assembly. One 4 pair 
GIGA-PUNCH Connector wired to a RJ45 PAN-PLUG 
568B Wiring.

1

1 10
GPPC4IG2MB 2

GPPC4IG3MB 3

GPPC4IG5MB 5

GIGA-PUNCH ™  Patch Cord Assemblies

GPPC2IG

GPPC1IG

GPPC4IGA

GPPC4IGB

GPPC4IG

Part
Number Description

Pair 
Count

Length
(m) Colour‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

Factory Assembled and Tested Patch Cord Assemblies
P110PC1IG1M
P110PC1IG2M
P110PC1IG3M
P110PC1IG5M

Factory assembled 110 
connector to 110 connector. 
1-pair 110 connector on     
both ends.                     
Category 3 performance.

1 1
2
3
5

Int.
Grey

1 10

P110PC2IG1M
P110PC2IG2M
P110PC2IG3M
P110PC2IG5M

Factory assembled 110 
connector to 110 connector. 
2-pair 110 connector on      
both ends.                     
Category 5 performance.

2 1
2
3
5

Int.
Grey

1 10

P110PC3IG1M
P110PC3IG2M
P110PC3IG3M
P110PC3IG5M

Factory assembled 110 
connector to 110 connector. 
3-pair 110 connector on     
both ends.                     
Category 5 performance.

3 1
2
3
5

Int.
Grey

1 10

PAN-PUNCH™ 110 Patch Cord Assemblies
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68 Order number of pieces required, in multiples of Standard Package Quantity. Prime Items appear in BOLD.
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Part
Number Description

Pair 
Count

Length
(m) Colour‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

Factory Assembled and Tested Patch Cord Assemblies
P110PC4IG1M
P110PC4IG2M
P110PC4IG3M
P110PC4IG5M

Factory assembled 110 
connector to 110 connector. 
4-pair 110 connector on     
both ends.                           
Category 5e performance.

4 1
2
3
5

Int.
Grey

1 10

P110PC4IG1MA
P110PC4IG2MA
P110PC4IG3MA
P110PC4IG5MA

Factory assembled 110 
connector to RJ45 modular 
plug – T568A wired 4-pair 110 
connector on one end and a 
PAN-PLUG ™  RJ45 modular 
plug on the other end. 
Category 5e performance.

4 1
2
3
5

Int.
Grey

1 10

P110PC4IG1MB
P110PC4IG2MB
P110PC4IG3MB
P110PC4IG5MB

Factory assembled 110 
connector to RJ45 modular 
plug – T568B wired 4-pair 110 
connector on one end and a 
PAN-PLUG  RJ45 modular plug 
on the other end.                  
Category 5e performance.

4 1
2
3
5

Int.
Grey

1 10

PAN-PUNCH™ 110 Patch Cord Assemblies (Continued)

*Available in Category 5. 

Part
Number Description

Std.
Pkg.
Qty.

PAN-PUNCH Pre-Wired Assemblies – Connectorized Top Female
P110KB1003CTF 100-pair base with legs, with 3-pair connecting blocks 1

P110KB1004CTF 100-pair base with legs, with 4-pair connecting blocks 1

P110KB1005CTF 100-pair base with legs, with 5-pair connecting blocks 1

P110KB3003CTF 300-pair base with legs, with 3-pair connecting blocks 1

P110KB3004CTF 300-pair base with legs, with 4-pair connecting blocks 1

P110KB3005CTF 300-pair base with legs, with 5-pair connecting blocks 1

PAN-PUNCH Pre-Wired Assemblies – Connectorized Bottom Female
P110KB1003CBF 100-pair base with legs, with 3-pair connecting blocks 1

P110KB1004CBF 100-pair base with legs, with 4-pair connecting blocks 1

P110KB1005CBF 100-pair base with legs, with 5-pair connecting blocks 1

P110KB3003CBF 300-pair base with legs, with 3-pair connecting blocks 1

P110KB3004CBF 300-pair base with legs, with 4-pair connecting blocks 1

P110KB3005CBF 300-pair base with legs, with 5-pair connecting blocks 1

PAN-PUNCH Pre-Wired Assemblies – Connectorized Top Male
P110KB1003CTM 100-pair base with legs, with 3-pair connecting blocks 1

P110KB1004CTM* 100-pair base with legs, with 4-pair connecting blocks 1

P110KB1005CTM* 100-pair base with legs, with 5-pair connecting blocks 1

P110KB3003CTM 300-pair base with legs, with 3-pair connecting blocks 1

P110KB3004CTM* 300-pair base with legs, with 4-pair connecting blocks 1

P110KB3005CTM* 300-pair base with legs, with 5-pair connecting blocks 1

PAN-PUNCH Pre-Wired Assemblies – Connectorized Bottom Male
P110KB1003CBM 100-pair base with legs, with 3-pair connecting blocks 1

P110KB1004CBM* 100-pair base with legs, with 4-pair connecting blocks 1

P110KB1005CBM* 100-pair base with legs, with 5-pair connecting blocks 1

P110KB3003CBM 300-pair base with legs, with 3-pair connecting blocks 1

P110KB3004CBM* 300-pair base with legs, with 4-pair connecting blocks 1

P110KB3005CBM* 300-pair base with legs, with 5-pair connecting blocks 1

PAN-PUNCH ™  Category 3 Pre-Wired Assemblies

• Provide a quick and easy 
connection to network equipment

• Pre-wired assembly 100% tested    
at the factory

• Designed for wall                           
mount applications

• Available in 100 and 300                      
pair configurations

• Male or female versions
• 152mm tails extend from top                  
or bottom with male or                     
female connectors

• Available with 100 or 300 pair bases 
with 3, 4, or 5-pair connecting 
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