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3 Phase Bridge Diode Modules

Twin Diode Modules

D30VTASVT SVTA

*1: Common cathode * 2: Doubler type

D30VCS15VD
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RECTIFIER DIODES
Low-frequency rectifying

S15VD40 400 15 94 400
–40~150 150 1.05 15 10 — —

3.5 *2 S15VD        44

D30VC60 600 30 124 300 0.9 *1          D30VC       45

S10VT60 600
10 137

170
–40~150 150 1.05 3.5 10 0.65 — SVT 46

80 800 150

S10VTA60 600
10 137

170
–40~150 150 1.05 3.5 10 0.65 — SVTA 47

80 800 150

S15VT60 600
15 132 200 –40~150 150 1.05 5 10 0.6 — SVT 46

80 800

S15VTA60 600
15 132 200 –40~150 150 1.05 5 10 0.6 — SVTA 47

80 800

S20VT60 600
20 128 300 –40~150 150 1.05 7 10 0.55 — SVT 46

80 800

S20VTA60 600
20 128 300 –40~150 150 1.05 7 10 0.55 — SVTA 47

80 800

S30VT60 600
30 121 400 –40~150 150 1.05 10 10 0.5 — SVT 46

80 800

S30VTA60 600
121 400 10

80 800 30 –40~150 150 1.05 10 0.5 — SVTA 47

160 1600 116 350 100

D30VTA160 1600 30 105 350 –40~150 150 1.05 10 100 0.7 — D30VTA 50
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