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DRAWING TITLE

PRODUCT DESCRIPTION

KIT, PANEL MOUNT CAT 5E SHIELDED JACK / 110 PUNCH-DOWN

CABLE LENGTH TOLERANCE

THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

               .XXX .005

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
               .X .1
               .XX .05

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES 43321

CABLE STRAIN RELIEF

.10

1.3

RECOMMENDED
PANEL OPENING

 KIT INCLUDES:
 1- KEYSTONE JACK
 1- FLANGE ADAPTOR
 1- PACKAGE MOUNTING SCREWS (4-40x 1/4")

1.142

2X 4-40 UNC-2B THRU

2X 4-40 UNC-2A X 1/4" LONG

(L-COM P/N MJS110C5E-S)
KEYSTONE JACK

KEYSTONE ADAPTOR

CAT 5E RJ45 SHIELDED

FLANGE MOUNTED

B

KIT SHOWN FULLY ASSEMBLED FOR CLARITY
(KIT IS SHIPPED UN-ASSEMBLED)

.75

1.40

 
 

Component Specifications 

Material  

Flanged Adaptor Zinc Alloy 

Hardware Stainless Steel 

Finish  

Flanged Adaptor Nickel Plate 
CS-188 

 
 


