
Central Semiconductor’s CFTVS5V0BULC is an ultra low 
capacitance, low leakage, fast response, bi-directional TVS in 
the space saving SOD-882L surface mount package. This device 
is designed to protect sensitive equipment connected to high 
speed data lines against ESD damage. The low 0.35pF maximum 
capacitance of the CFTVS5V0BULC is an essential characteristic in 
preventing signal degradation.

5.0V, Bi-Directional Ultra Low Capacitance 
Transient Voltage Suppressor 
in the SOD-882L package
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 Features:
  • Ultra low capacitance
  • Low leakage current
  • 15kV ESD protection

  • Space saving SOD-882L package
  • Data line signal integrity maintained at high speeds

Benefits:

Applications:
  •  High speed data line protection ideal for USB 3.1, 

Thunderbolt and HDMI 2.0
  • User interface protection
  • Charging/power port protection

Use QR reader 
for direct link to 
product web page,

Weblink:

or use: www.centralsemi.com/info/CFTVS5V0BULC

To request samples visit:
www.centralsemi.com/info/CFTVS5V0BULC
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CFTVS5V0BULC 5.0V, Bi-Directional Ultra Low Capacitance 
Transient Voltage Suppressor 

in the SOD-882L package
Mechanical Drawing - SOD-882L Pin Configuration

Tape Dimensions and Orientation  
(Dimensions in mm)

Reel Packing Information

Reel
Size

Reels per 
Box

(Maximum)

Parts per 
Box

(Maximum)

Box Dimensions Shipping Weight 
(Max.)

INCH CM LB KG

7”

9
18
40

108

72,000
144,000
320,000
864,000

9x9x5
9x9x9

21x9x9
27x9x17

23x23x13
23x23x23
53x23x23
69x23x43

3
6
13
34

2
3
6
16

Tape Width: 8mm

* Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 

Lead Code:

1) Anode 1
2) Anode 2

Marking Code: U

Direction of Unreeling

Packaging Base / 
Ordering Information

Reel 
Size

Quantity Central
Item No.

7” 8,000 pcs. CFTVS5V0BULC TR

Mounting Pad Geometry 
(Dimensions in mm)
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Sample devices available upon request. To order samples visit: www.centralsemi.com/info/CFTVS5V0BULC


