
.046 COMPLIANT PIN

TYP. 60 PLCS.

TIN PLATED SEE NOTE 3
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3.12
.123  

1.00

25.45

CONTACT PINS
.025 [0.64] SQ. POSTS

GOLD PLATED
SEE NOTE 3 

2. BAG (1) M2 X 8 PAN HEAD PHILLIPS SCREW TO BE INCLUDED WITH HEADER

5.  SEE SHEET 2 FOR NOTE.

      OF NICKEL 

3.  HEADER CONTACT PINS PLATED 30 MIN. MICROINCHES OF  GOLD OVER 
     100 MIN. MICROINCHES OF NICKEL. THE COMPLIANT PINS PLATED 
     100-200 MICROINCHES OF TIN OVER 50 MIN. MICROINCHES 

6.  SEE SHEET 2 FOR NOTE.

4.  CONTINUOUS MAX. CARRY CURRENT 5 AMPS
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6. RECOMMENDED PCB LAYOUT
    CONNECTOR MOUNTS THIS SIDE
    BOARD THICKNESS = [1.57] .062 OR [2.29] .090
    DIMENSION TOLERANCE = .[.13].005 UNLESS OTHERWISE SPECIFIED

PCB LAYOUT FOR                                   

310130104 RECEIVER

COMPONENT SIDE SHOWN

SILKSCREENING
OPTIONAL

P
C
B

C
L

.014 A B C

.006 A B C

B

C

9.65

.380

88.90

3.500

MIN LENGTH

7.14

.281

22.86

.900

9 EQ. SPCS. @.100 [2.54]
14.83

.584

36.83

1.450

12.70
.500

4 EQ. SPCS. @ .100 [2.54]

 
3.76
.148  

 
48.02
1.891  

.100 THRU

NON-PLATED

.100 THRU

NON-PLATED

.043

.038
1.09
0.97  PLATED THRU HOLE<MOD-DIAM

.062 .002 [1.63/1.52] (HASL) TIN/LEAD PAD

TYP. BOTH SIDES, 120 PLCS TOTAL

A 
1.57
.062  


