
CHONGQING PINGYANG ELECTRONICS CO.,LTD. 

STPA62 THRU STPA270 
SOLID STATE TELECOMMUNICATION PROTECTION ARRESTOR 

 

FEATURES 
·Bidirectional Crowbar Protection 
·Breakdown Voltage Range 62~270V 
·Holding Current IH=150MA 
·Peak Pulse Current IPP=50A (10/700μs) 
·Fast Response Time 
 
 
 
 
 
MECHANICAL DATA 
·Case: Molded plastic 
·Epoxy: UL94V-0 rate flame retardant 
·Lead: MIL-STD- 202E, Method 208 guaranteed 
·Mounting position: Any 
·Weight: 0.38 grams 
 
MAXIMUM RATINGS AND ELECTRONICAL CHARACTERISTICS 

Ratings at 25℃ ambient temperature unless otherwise specified. 
 SYMBOL STPA 

62 
STPA 
150 

STPA 
180 

STPA 
200 

STPA
220 

STPA 
240 

STPA 
270 units 

Maximum Breakdown Voltage (IR=1 mA) VBR 62 150 180 200 220 240 270 V 
Maximum Breakdown Voltage (IBO=300mA) VBO 82 200 240 267 293 320 360 V 
Maximum on-state Voltage (IT=1A) VT 2 4 4 4 4 4 4 V 
Maximum off-state Voltage (VRM=0.9×VBR) IRM 2 μA 
Maximum Holding Current IH 150 mA 
Maximum Peak pulse current (10/700μs) IPP 50 A 
Maximum Surge Current (50HZ) ITSM 25 A 
Typical Junction Capacitance (50V,1MHZ) C 150 70 pF 
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Symbol Parameter 

VRM Stand-off voltage 

VBR Breakdown voltage 

VBO Breakover voltage 

IH Holding current 

VT On-state voltage 

IBO Breakover current 

IPP Peak pulse current 

DO-15 

1.0(25.4)
    MIN.

.034(0.9)

.028(0.7) DIA.

.300(7.6)

.230(5.8)

1.0(25.4)
    MIN.

.140(3.6)

.104(2.6) DIA.

 

Dimensions in inches and (millimeters) 
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