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SOT-89

1. OUT

2. GND

3. IN

Electrical Characteristics( V i=12V, IO=40mA, 0 oC <Tj<125 oC,

C1=0.33uF, CO=0.1uF, unless otherwise specified)
Parameter Sym Min Typ Max Test conditions
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• Case Material:Molded Plastic. UL Flammability
Classificatio Rating 94-0 and MSL Rating 1

• Case Material:Molded Plastic. UL Flammability
Classificatio Rating 94-0 and MSL Rating 1
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1 2 3

• Maximum Output current   I         o :0.1A

Micro Commercial Components
20736 Marilla Street Chatsworth
CA91311
Phone:(818)-701-4933
Fax: (818)-701-4939
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products are represented on our website, harmless against all damages.

***APPLICATIONS DISCLAIMER***

***IMPORTANT NOTICE***

Aerospace or Military Applications. 

Products offer by Micro Commercial Components Corp . are not intended for use in Medical,

Micro Commercial Components Corp . reserves the right to make changes without further notice to any

product herein to make corrections, modifications , enhancements , improvements , or other changes .

Micro Commercial Components Corp . does not assume any liability arising out of the application or

use of any product described herein; neither does it convey any license under its patent rights ,nor

the rights of others . The user of products in such applications shall assume all risks of such use

and will agree to hold Micro Commercial Components Corp . and all the companies whose

Ordering Information

Device Packing 

(Part Number)-TP Tape&Reel;1Kpcs/Reel
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