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Part Number     Length     Width Height    Terminal
TPI-0402 0.039 ± .002 0.020 ± .002 0.016 max. 0.008 ± .004
TPI-0603 0.063 ± .008 0.031 ± .008 0.022 max. 0.012 ± .008
TPI-0805 0.079 ± .008 0.049 ± .008 0.026 max. 0.014 ± .010
TPI-1206 0.124 ± .010 0.063 ± .008 0.026 max. 0.020 ± .012

TCR

Characteristics
  Operating Temperature -55oC to +125oC
  Short time overload ± 0.5% + 0.0 Max.
  Terminal strength ± 0.5% + 0.0 Max.
Solder Heat Resistance ± 0.5% + 0.0 Max.

  Solderability 95% minimum coverage
  Temperature Cycle ± 0.5% + 0.0 Max.
  Load Life ± 0.5% + 0.0 Max.
  Current Noise -38 dB to -30 dB typical

Maximum Working Voltage
0402 25VDC
0603 75 VDC
0805 Low ohms 1.3 VDC
0805 100 VDC
1206 150 VDC

Rated power (70°C)
0402, 0603 63 mW
0805 (low ohms) 250 mW
0805 (standard) 100 mW
1206 125 mW

Resistance tolerances
0805 Low ohms 1%, 5%
0402, 0603, 0805 0.5%, 0.1% (except 0402)
1206 0.1%

Specifications

Dimensions

TPI-0603
50 ppm/oC 10 to 97.6
25 ppm/oC 100 to 360K

TPI-0805
50 ppm/oC 10   to 97.6
25 ppm/oC 100   to 1M
10 ppm/oC 100 to 100K
   5ppm/oC 100 to 33K

TPI-1206
50 ppm/oC 10 to 49.9
25 ppm/oC 51 to 1M
10 ppm/oC 100 to 200K
   5ppm/oC 511 to 200K

Wraparound

Ordering Information

Form factor
0402
0603
0805*
1206*
* Add “V” for 5 ppm
   Add “N” for 10 ppm
  (0805, 1206 size only)

Resistance value
The first three digits are
significant values. The
fourth is the number of
zeroes following.  The R
indicates a decimal point for
values less than 1 .

      TPI   -1206   - 97R6   D
Tolerance
B = 0.1%
D = 0.5%
F = 1%
J = 5%

Thin-film
Wraparound
Nickel barrier
100% Matte Tin

TPI-0402
100 ppm/oC 10 to 97.6
25 ppm/oC 100 to 100K

Example: 97.  , 0.5% 1206 resistor

TPI ver.7 05/08 Specifications subject to change without notice.
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