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FEATURES AND SPECIFICATIONS

 

2.54mm (.100") Pitch
SL

 

™ 

 

Wire-to-Board
Shrouded Header

70634
Single Row, .120" Pocket
Right Angle, Low Profile
SMT with Tri Peg

 

Features and Benefits

 

■

 

Sizes 2 to 25 circuits

 

■

 

Press-fit peg maximizes retention to PCB during soldering 
process

 

■

 

Locking crown secures positive latch to header

 

■

 

Standoffs minimize flux interference

 

Reference Information

 

Product Specification:  PS-70541
Packaging:  Tube
UL File No.:  E29179 
CSA File No.:  LR19980
Mates with:  70066G, 70066N, 70400G, 70430G 
Designed in:  Inches

 

Electrical 

 

Voltage:  250V 
Current:  3.0A 
Contact Resistance:  15m

 

Ω

 

 max. 
Dielectric Withstanding Voltage: 1500V 
Insulation Resistance:  1000 M

 

Ω

 

 min.  

 

Mechanical 

 

Insertion force to PCB: 44.48N (10 lbs.) 
Durability: Tin — 25 cycles 

Gold — 50 cycles  

 

Physical 

 

Housing:  Black, glass-filled PCT, UL 94V-0
Contact:  Phosphor Bronze
Operating Temperature:  -40 to +105°C

 

CATALOG DRAWING (FOR REFERENCE ONLY)

 

ORDERING INFORMATION AND DIMENSIONS

 

Circuits Tin 15µ” Gold 30µ” Gold
Dimension

A B

 

2 15-91-3024 15-91-2025 15-91-3023 8.63 (.340) 2.54 (.100)
3 15-91-3034 15-91-2035 15-91-3033 11.43 (.450) 5.08 (.200)
4 15-91-3044 15-91-2045 15-91-3043 13.97 (.550) 7.62 (.300)
5 15-91-3054 15-91-2055 15-91-3053 16.51 (.650) 10.16 (.400)
6 15-91-3064 15-91-2065 15-91-3063 19.05 (.750) 12.70 (.500)
7 15-91-3074 15-91-2075 15-91-3073 21.59 (.850) 15.24 (.600)
8 15-91-3084 15-91-2085 15-91-3083 24.13 (.950) 17.78 (.700)
9 15-91-3094 15-91-2095 15-91-3093 26.67 (1.050) 20.32 (.800)

10 15-91-3104 15-91-2105 15-91-3103 29.21 (1.150) 22.86 (.900)
11 15-91-3114 15-91-2115 15-91-3113 31.75 (1.250) 25.40 (1.000)
12 15-91-3124 15-91-2125 15-91-3123 34.29 (1.350) 27.94 (1.100)
13 15-91-3134 15-91-2135 15-91-3133 36.83 (1.450) 30.48 (1.200)

14 15-91-3144 15-91-2145 15-91-3143 39.37 (1.550) 33.02 (1.300)
15 15-91-3154 15-91-2155 15-91-3153 41.91 (1.650) 35.56 (1.400)
16 15-91-3164 15-91-2165 15-91-3163 44.45 (1.750) 38.10 (1.500)
17 15-91-3174 15-91-2175 15-91-3173 46.99 (1.850) 40.64 (1.600)
18 15-91-3184 15-91-2185 15-91-3183 49.53 (1.950) 43.18 (1.700)
19 15-91-3194 15-91-2195 15-91-3193 52.07 (2.050) 45.72 (1.800)
20 15-91-3204 15-91-2205 15-91-3203 54.61 (2.150) 48.26 (1.900)
21 15-91-3214 15-91-2215 15-91-3213 57.15 (2.250) 50.80 (2.000)
22 15-91-3224 15-91-2225 15-91-3223 59.69 (2.350) 53.34 (2.100)
23 15-91-3234 15-91-2235 15-91-3233 62.23 (2.450) 55.88 (2.200)
24 15-91-3244 15-91-2245 15-91-3243 64.37 (2.550) 58.42 (2.300)
25 15-91-3254 15-91-2255 15-91-3253 67.31 (2.650) 60.96 (2.400)
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