
                      

                           

                        TO-92 Plastic-Encapsulate Transistors 
 
 
 
    MAC97A6   TRIAC 
  
  FEATURES 

   
       VDRM:             400   V  
         
       IT�RMS�:           1     A 
 
    Operating and storage junction temperature range  

            TJ, Tstg: -55℃ to +150℃ 

 

  ELECTRICAL  CHARACTERISTICS (Tamb=25℃   unless  otherwise  specified) 

          Parameter Symbol Test   conditions MIN MAX UNIT 

Rated repetitive peak off-state current   IDRM   VD=VDRM  100  µA 

On-state voltage   VTM   IT=1.5A  1.5   V 

I T2(+), G(+) 15 mA 

II T2(+), G(-) 15 mA 

III T2(-), G(-) 15 mA 
Gate trigger current 

IV 

   IGT 

T2(-), G(+) 

VD=12V 

 

RL=100Ω 

 

- mA 

I T2(+), G(+) 1.5 V 

II T2(+), G(-) 1.5 V 

III T2(-), G(-) 1.5 V 
Gate trigger voltage 

IV 

   VGT 

T2(-), G(+) 

VD=12V 

 

RL=100Ω 

 

- V 

I 
Holding current 

II 
    IH   VD=24V   IG=50mA    50  mA 
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