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SPECIFICATIONS                       Modular Jack    
   

JM Series  
RJ11,1X1,6P2C 
T/D,T/H, 
 
 

 

Mechanical  
Mating Force: 4.0Pounds max.  
Unmating Force: 4.0Pounds max.                              
Durability: 1000 Cycles 

 
Electrical 
Current Rating: 1.5A max. 
Dielectric Withstanding Voltage: 1500VAC                 
 

Physical 
Housing: UL 94V-0, Black PBT, Glass 
Contact: Phosphor bronze 
Operating Temperature: -40℃ to +85℃ 
 
 

        
 
 
 
 

DRAWING 
 
 
 
 
 
 
 
 
 
 
                                      

ORDERING  INFORMATION   

P R O D U C T  N O . : J M    1    6    6    1    1   -  KA01 -   4     F

N O . of Body :
6 = 6 P 2 C

1=Sing le  Por t

6 = W I T H O U T / T O P  &  S I D E  P A N E L - G N D ,
D e s i g n  T Y P E :

B O D Y  &  T E R M I N A T I O N :
J M = M O D U L A R  J A C K
S E R I E S  P R E F IX :

1=R/A  ALL  PLAST IC  T /H

P O S .  T Y P E :

C O N T A C T  P L A T I N G :
1 = 6 u "  G O L D  P L A T I N G

F = L E A D - F R E E
L E A D  F R E E  C O D E :

4 = S O F T  T R A Y
P A C K A G E  T Y P E :

H O U S I N G  C O L O R :
K A 0 1 = B L A C K

 

 

 


