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Tech. Data:

Isolierkörper / Insulation Body:    PCT-GF30-FR  
Farbe / Colour:     schwarz / black 
 
Brennbarkeit / Flammability:    UL 94V-0 
 
zweiteiliger Kontakt / Two part contact:  
Hülse / Sleeve:      CuZn36Pb3  
Hülse Galvanik / Sleeve Plating:   Sn  
 
Kontakt Clip / Contact-Clip (6 finger):   CuBe  
Kontakt Clip Galvanik / Contact-Clip Plating: 0,75µm Au 

 
  
Passender Kontaktstift / Mating pin dimension:   
Runder Stift / round pin:     Ø 0,70 - 0,90 mm 
Quadratischer Stift / square pin:    0,635 x 0,635 mm  
 
Steckkraft / Insertion force:    1,2 N typ.  
Ziehkraft / Withdrawal force:    0,6 N typ. 
(gemessen mit polierter Stahllehre Ø 0,76 mm)  
(measured with polished steel gauge Ø 0,76 mm)  
 
 
 
Lebensdauer / Mechanical life:    min. 500 Zyklen / cycles  
Strombelastbarkeit / Rated current:   3 A  
Kontaktwiderstand / Contact resistance:  max. 10 mΏ 
Durchschlagfestigkeit / Dielectric strength: min. 1000 V RMS 


