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			AT27C010 -    1 Megabit 128K x 8 OTP CMOS EPROM Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Octal Transparent D-Type Latches With 3-State Outputs 20-BGA MICROSTAR JUNIOR -40 to 85 High Speed CMOS Logic 14-Stage Binary Counter 16-SOIC -55 to 125 Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-PDIP -55 to 125 High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-SOIC -55 to 125 Hex Buffers And Line Drivers With 3-State Outputs 16-TSSOP -40 to 85 Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 24; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDIP32 Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PDIP32 1 Megabit 128K x 8 OTP CMOS EPROM 1兆位128K的8检察官办公室的CMOS存储 High Speed CMOS Logic 14-Stage Binary Counter 16-PDIP -55 to 125 128K X 8 OTPROM, 150 ns, PDSO32 Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PQCC32 High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 1兆位128K的8检察官办公室的CMOS存储 1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 45 ns, PDIP32 Octal Transparent D-Type Latches With 3-State Outputs 20-SSOP -40 to 85 128K X 8 OTPROM, 55 ns, PQCC32 Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDSO32 High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 128K X 8 OTPROM, 120 ns, PQCC32 1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 90 ns, PDSO32 



		
			
					
						
						[image: AT27C010_21707.PDF Datasheet]



					
				
					 		
	Part No.	AT27C010 AT27C010-12 AT27C010-12JC AT27C010-12JI AT27C010-12PC AT27C010-12PI AT27C010-12TC AT27C010-12TI AT27C010-15JC AT27C010-15JI AT27C010-15PC AT27C010-15PI AT27C010-15TC AT27C010-15TI AT27C010-45JC AT27C010-45JI AT27C010-45PC AT27C010-45PI AT27C010-45TC AT27C010-45TI AT27C010-55JC AT27C010-55JI AT27C010-55PC AT27C010-55PI AT27C010-55TC AT27C010-55TI AT27C010-70JC AT27C010-70JI AT27C010-70PC AT27C010-70PI AT27C010-70TC  

	Description	   1 Megabit 128K x 8 OTP CMOS EPROM 
 Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Octal Transparent D-Type Latches With 3-State Outputs 20-BGA MICROSTAR JUNIOR -40 to 85
High Speed CMOS Logic 14-Stage Binary Counter 16-SOIC -55 to 125
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-PDIP -55 to 125
High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-SOIC -55 to 125
Hex Buffers And Line Drivers With 3-State Outputs 16-TSSOP -40 to 85
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 24; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes
Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDIP32
Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PDIP32
1 Megabit 128K x 8 OTP CMOS EPROM 1兆位128K的8检察官办公室的CMOS存储
High Speed CMOS Logic 14-Stage Binary Counter 16-PDIP -55 to 125 128K X 8 OTPROM, 150 ns, PDSO32
Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PQCC32
High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 1兆位128K的8检察官办公室的CMOS存储
1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 45 ns, PDIP32
Octal Transparent D-Type Latches With 3-State Outputs 20-SSOP -40 to 85 128K X 8 OTPROM, 55 ns, PQCC32
Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDSO32
High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 128K X 8 OTPROM, 120 ns, PQCC32
1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 90 ns, PDSO32
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 			 Full text search :    1 Megabit 128K x 8 OTP CMOS EPROM Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Octal Transparent D-Type Latches With 3-State Outputs 20-BGA MICROSTAR JUNIOR -40 to 85 High Speed CMOS Logic 14-Stage Binary Counter 16-SOIC -55 to 125 Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-PDIP -55 to 125 High Speed CMOS Logic 7-Stage Binary Ripple Counter 14-SOIC -55 to 125 Hex Buffers And Line Drivers With 3-State Outputs 16-TSSOP -40 to 85 Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:26; No. Strands x Strand Size:7 x 24; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDIP32 Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PDIP32 1 Megabit 128K x 8 OTP CMOS EPROM 1兆位128K的8检察官办公室的CMOS存储 High Speed CMOS Logic 14-Stage Binary Counter 16-PDIP -55 to 125 128K X 8 OTPROM, 150 ns, PDSO32 Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 128K X 8 OTPROM, 70 ns, PQCC32 High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 1兆位128K的8检察官办公室的CMOS存储 1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 45 ns, PDIP32 Octal Transparent D-Type Latches With 3-State Outputs 20-SSOP -40 to 85 128K X 8 OTPROM, 55 ns, PQCC32 Octal Transparent D-Type Latches With 3-State Outputs 20-TVSOP -40 to 85 128K X 8 OTPROM, 55 ns, PDSO32 High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125 128K X 8 OTPROM, 120 ns, PQCC32 1 Megabit 128K x 8 OTP CMOS EPROM 128K X 8 OTPROM, 90 ns, PDSO32   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	S29GL016A S29GL016A100BAI010 S29GL016A100BAI012 S2	64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology
	SPANSION

	S29GL032A100BFIR10 S29GL032A100TFIR10 S29GL032A100	64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology 64兆，32兆和16兆位3.0伏只页面模式闪存，含00纳米MirrorBit工艺技
	Spansion Inc.
Spansion, Inc.

	AT52BR1664A AT52BR1664AT AT52BR1664A-90CI AT52BR16	16-megabit Flash   4-megabit SRAM Stack Memory
	ATMEL Corporation

	AT49LW080 AT49LW040 AT49LW040-33JC AT49LW040-33TC 	8-megabit and 4-megabit Firmware Hub Flash Memory
	Atmel Corp.

	S29GL064A11TFIR20 S29GL064A11TFIR22 S29GL016A10FAI	4M X 16 FLASH 3V PROM, 110 ns, PDSO56 LEAD FREE, MO-142EC, TSOP-56
64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology 1M X 16 FLASH 3V PROM, 100 ns, PBGA64
64 Megabit, 32 Megabit, and 16 Megabit 3.0-Volt only Page Mode Flash Memory Featuring 200 nm MirrorBit Process Technology 4M X 16 FLASH 3V PROM, 100 ns, PDSO56
2M X 16 FLASH 3V PROM, 100 ns, PBGA56
4M X 16 FLASH 3V PROM, 90 ns, PBGA64
Flash - NOR IC; Memory Type:FLASH; Access Time, Tacc:90ns; Page/Burst Read Access:25ns; Sector Type:Uniform; Package/Case:48-TSOP; Memory Configuration:64K x 16; Memory Size:64MB; NOR Flash Type:Page Mode Access RoHS Compliant: Yes
4M X 16 FLASH 3V PROM, 90 ns, PDSO48
4M X 16 FLASH 3V PROM, 100 ns, PDSO48
	Spansion, Inc.
SPANSION LLC

	AT49BV001A AT49BV001A-55JI AT49BV001A-55TI AT49BV0	128K x 8 (1M bit), 2.7-Volt Read and Write, Top or Bottom Boot Parametric Block Flash.
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage⑩ Flash Memory
1-MEGABIT (128K X 8) SINGLE 2.7-VOLT BATTERY-VOLTAGE⒙ FLASH MEMORY
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage Flash Memory
AC 12C 12#12 SKT RECP
JT 100C 100#22D SKT RECP
AT49BV001A(N)(T) [Updated 9/03. 18 Pages] 128K x 8 (1M bit). 2.7-Volt Read and Write. Top or Bottom Boot Parametric Block Flash.
AC 6C 3#16 3#4 SKT RECP
Circular Connector; No. of Contacts:55; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
1-megabit (128K x 8) Single 2.7-volt Battery-VoltageFlash Memory 1兆位128K的8）单2.7伏电池电压⑩闪存
1-megabit (128K x 8) Single 2.7-volt Battery-VoltageFlash Memory 128K X 8 FLASH 2.7V PROM, 55 ns, PQCC32
1-megabit (128K x 8) Single 2.7-volt Battery-Voltage??Flash Memory
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	EN71NS032A0 EN71NS032A0-9DCWP EN71NS032A0-7DCWP 	Stacked Multi-Chip Product (MCP) Flash Memory and RAM 32 Megabit (2M x 16-bit) CMOS 1.8 Volt-only Burst Simultaneous Operation, Multiplexed Flash Memory and 16 Megabit (1M x 16-bit) Pseudo Static RAM
	Eon Silicon Solution Inc.

	EN71NS128B0-7DCWP EN71NS128B011 	Stacked Multi-Chip Product (MCP) Flash Memory and RAM 128 Megabit (8M x 16-bit) CMOS 1.8 Volt-only Simultaneous Operation Burst Mode Flash Memory and 32 Megabit (2M x 16-bit) Pseudo Static RAM
	Eon Silicon Solution Inc.

	AT49BV2048 AT49LV2048 AT49LV2048A AT49LV2048A-70RC	2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-Voltage??Flash Memory
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-VoltageFlash Memory 2兆位56 × 8/128K × 16）单2.7伏电池电压⑩闪存
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-VoltageFlash Memory 128K X 16 FLASH 3V PROM, 70 ns, PDSO44
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-VoltageFlash Memory 128K X 16 FLASH 2.7V PROM, 90 ns, PDSO48
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-VoltageFlash Memory 128K X 16 FLASH 2.7V PROM, 120 ns, PDSO48
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-Voltage⑩ Flash Memory
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-Voltage Flash Memory
2-megabit (256K x 8/128K x 16) Single 2.7-volt Battery-Voltage?/a> Flash Memory
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	AT49LV1614AT AT49BV1614AT-90TI AT49BV1614A-90TI AT	AT49BV1604A(T)/AT49BV/LV1614A(T) [Updated 3/02. 26 Pages] 16M bit . 2.7-Volt(BV)/ 3.0 - Volt (LV). Sectored Flash. Dual Plane. Top or Bottom Boot
16-megabit 1M x 16/2M x 8 3-volt Only Flash Memory 1M X 16 FLASH 3V PROM, 70 ns, PDSO48
16-megabit 1M x 16/2M x 8 3-volt Only Flash Memory 16兆位100万x 16/2M × 8 3伏，只有闪存
	Atmel Corp.
Atmel, Corp.

	ACT-PS512K8W-012L2I ACT-PS512K8Y-017L2T ACT-PS512K	High speed 4 Megabit plastic monolithic SRAM. Options burn-in. Speed 12ns.
High speed 4 Megabit plastic monolithic SRAM. Options temp cycle & burn-in. Speed 17ns.
High speed 4 Megabit plastic monolithic SRAM. Options none. Speed 10ns.
High speed 4 Megabit plastic monolithic SRAM. Options temp cycle. Speed 15ns.
High speed 4 Megabit plastic monolithic SRAM. Options temp cycle & burn-in. Speed 25ns.
High speed 4 Megabit plastic monolithic SRAM. Options temp cycle & burn-in. Speed 20ns.
	Aeroflex Circuit Technology
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