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			ECQV1J473JM - Stacked Metallized Film Capacitor Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.015 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.01 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.27 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.15 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.47 uF, THROUGH HOLE MOUNT 
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	Part No.	ECQV1J473JM ECQV1H474JL ECQV1333JM ECQV1104JM ECQV1154JM ECQV1183JM ECQV1184JM ECQV1223JM ECQV1274JM ECQV1473JM ECQV1823JM ECQV1H154JL ECQV1H224JL ECQV1H473JL ECQV1J824JM ECQV ECQV1103JM ECQV1123JM ECQV1124JM ECQV1153JM ECQV1224JM ECQV1273JM ECQV1334JM ECQV1393JM ECQV1394JM ECQV1474JM ECQV1563JM ECQV1683JM ECQV1H103JL ECQV1H104JL ECQV1H105JL  

	Description	Stacked Metallized Film Capacitor 
 Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.015 uF, THROUGH HOLE MOUNT
Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.01 uF, THROUGH HOLE MOUNT
Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.27 uF, THROUGH HOLE MOUNT
Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.15 uF, THROUGH HOLE MOUNT
Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.47 uF, THROUGH HOLE MOUNT
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 Panasonic Corporation
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 			 Full text search : Stacked Metallized Film Capacitor Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.015 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.01 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.27 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.15 uF, THROUGH HOLE MOUNT Designed for application where high density insertion of components is required. CAPACITOR, METALLIZED FILM, PLASTIC, 100 V, 0.47 uF, THROUGH HOLE MOUNT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ECWU2222KC9 ECWU1H154JC9 ECWU2152KC9 ECWU2223KC9 E	Film Chip Capacitor Stacked metallized PEN film as dielectric with simple mold - less construction
	Panasonic Battery Group

	ECWU2272V16 	Stacked Metallized PEN Film Chip Capacitor
	Panasonic Semiconductor

	LDECD3470KA5N00-17 	Film, Metallized PEN Stacked, Commercial Grade, LDE, 0.47 uF, 10%, 50 V, 40 V, 125C, 2220, 2.4mm
	Kemet Corporation

	ECW-U2105KCZ ECW-U2124KC9 ECWU2155C9 ECW-U1563JC9 	Stacked Metallized PEN Film Chip Capacitor
   Stacked Metallized PEN Film Chip Capacitor
	Panasonic Semiconductor

	PS033.3NF/-21600V PS031.5NF/-21600V PS032.2NF/-201	CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0027 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0056 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0018 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0012 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.0039 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 2000 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 2000 V, 0.0027 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.012 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.039 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.027 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 1600 V, 0.018 uF, THROUGH HOLE MOUNT RADIAL LEADED
	TE Connectivity, Ltd.
Spectrum Control, Inc.
Power Dynamics, Inc.

	RSBDC3680AA10K 	RSB, Film, Metallized Polyester Stacked, Automotive Grade, 0.68 uF, 10%, 63 VDC, 85C, Lead Spacing = 5mm
	Kemet Corporation

	LDECA1180KA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 1800 pF, 10%, 50 V, 40 VAC, 125C, 1206, 1.1mm
	Kemet Corporation

	LDECA1100JA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 1000 pF, 5%, 50 V, 40 VAC, 125C, 1206, 1.1mm
	Kemet Corporation

	LDECA2270JA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 0.027 uF, 5%, 50 V, 40 VAC, 125C, 1206, 1.1mm
	Kemet Corporation

	JSNEJ5350KB6L0 	JSN, Film, Metallized Polyester Stacked, Automotive Grade, 35 uF, 10%, 63 VAC, 100 VDC, 105C, 17.3X30X15.4, 15.4mm
	Kemet Corporation

	RSBWC1150AA00K 	RSB, Film, Metallized Polyester Stacked, Automotive Grade, 1500 pF, 10%, 500 VDC, 85C, Lead Spacing = 5mm
	Kemet Corporation
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