

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						NDY0505C			DSDX1			PHP129N			LANB509N			CD13005A			ICS84021			AN7100S			MB87L			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			00300210 - :3; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid; Number of Pairs:18 RoHS Compliant: Yes Fuse Blocks and Clips - For 1/4 Diameter Fuses 



		
			
					
						
						[image: 00300210_367327.PDF Datasheet]



					
				
					 		
	Part No.	00300210 111505 102071 102074 102079 102080 04450001 100058 100054 100056 100057 111501 111506 122083 122087 122088 122090 122093 01050003 01110005MR 01250003 05200001 102076 102078   

	Description	:3; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes 
 Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid; Number of Pairs:18 RoHS Compliant: Yes
Fuse Blocks and Clips - For 1/4 Diameter Fuses


	File Size	527.35K  / 
						3 Page	 
	

						Maker	
						

						 LITTELFUSE[Littelfuse] 
 Littelfuse, Inc.
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						00300210 111505 102071 102074 102079 102080 04450001 100058 100054 100056 100057 111501 111506 12208 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						00300210 111505 102071 102074 102079 102080 04450001 100058 100054 100056 100057 111501 111506 12208 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[00300210 111505 102071 102074 102079 102080 04450001 100058 100054 100056 100057 111501 111506 12208 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 00300210 ] 


					[ Price & Availability of 00300210 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : :3; Leaded Process Compatible:Yes; Drop Ship:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid; Number of Pairs:18 RoHS Compliant: Yes Fuse Blocks and Clips - For 1/4 Diameter Fuses   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BL-C3121 BL-R213Q-T BL-R453Q-T BL-R113Q-T BL-R513Q	Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes 标准LED节能
Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:6 RoHS Compliant: Yes 标准LED节能
STANDARD LED LAMPS 标准LED节能
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes
Cable Termination Tool; For Use With:GigaFlex Modules, MediaFlex Inserts; Body Material:Durable Plastic; Leaded Process Compatible:Yes RoHS Compliant: Yes
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
ETC

	BL-XA1361 BL-XF0361 BL-XJB361 BL-XJD361 BL-XJF361 	D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Through Hole; D Sub Shell Size:DB9; Body Material:Steel; Contact Plating:Gold Flash; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
BRACKET RoHS Compliant: Yes
AXIAL LED LAMPS 轴向LED节能
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	597-3111-402F 597-3311-407F 	LED Lamp; LED Color:Red; Luminous Intensity:17ucd; Viewing Angle:70 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes SINGLE COLOR LED, RED, 2 mm
; Color:Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes SINGLE COLOR LED, GREEN, 2 mm
	Dialight PLC

	HYS72D128020GR-7-B HYS72D128021GR-7-B HYS72D128020	Modular Connector; No. of Contacts:8; Approval Categories:Fire-Retardant UL 94V-0 Rated; Body Material:Plastic; Color:Blue; Contact Material:Phosphor Bronze; Contact Termination:Punchdown RoHS Compliant: Yes
Connector Wall Plate; Color:White; Leaded Process Compatible:Yes; No. of Ports:4 RoHS Compliant: Yes
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:6 RoHS Compliant: Yes
2.5 V 184-pin Registered DDR-I SDRAM Modules 2.584针注册的DDR - SDRAM内存模块
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes 2.584针注册的DDR - SDRAM内存模块
	Infineon Technologies AG
Infineon Technologies A...

	5704-RC 5705-RC 5711-RC 5717-RC 5706-RC 5707-RC 57	CHOKE RF HI CURR 275UH 15% RAD 1 ELEMENT, 275 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 450 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 50 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:500uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4A; DC Resistance Max:0.12ohm; Leaded Process Compatible:Yes 1 ELEMENT, 500 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:25uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:9A; DC Resistance Max:0.012ohm; Leaded Process Compatible:Yes 1 ELEMENT, 25 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:75uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5A; DC Resistance Max:0.04ohm; Leaded Process Compatible:Yes 1 ELEMENT, 75 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 800 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:150uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.75A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes 1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 1250 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:1.6mH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:1.27ohm; Leaded Process Compatible:Yes 1 ELEMENT, 1600 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	122506A 	Connector assemblies, Test; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	2109-V 2121-V 	1 ELEMENT, 47 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:560uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:0.30ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	BOURNS INC

	F6S2-2M2 	Fiber Optic Cable Assembly; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	PANDUIT CORP

	GPPC4IG5B 	Connector assemblies, Network cables; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No INTERCONNECTION DEVICE
	Panduit, Corp.

	X5643S14 X5643S14-2.7 X5643S14-2.7A X5643S14-4.5A 	Film Capacitor; Voltage Rating:600VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.033uF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:WMF RoHS Compliant: No
Film Capacitor; Voltage Rating:600VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.001uF; Capacitance Tolerance: 10%; Leaded Process Compatible:Yes; Series:WMF; Termination:Axial Leaded; Working Voltage, DC:600V RoHS Compliant: Yes
CPU Supervisor with 64Kbit SPI EEPROM
	INTERSIL[Intersil Corporation]

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
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