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			AND8090 - 3.3V / 5V ECL Quad 2-Input Differential AND/NAND 5V ECL Low Impedance Driver LOW VOLTAGE DUAL 1:4, 1:5 DIFFERENTIAL FANOUT BUFFER 8 Input Priority Encoder 3.3V ECL Triple D-Type Flip-Flop with Set and Reset 3.3V / 5V ECL Quad D Flip Flop with Set, Reset, and Differential Clock 3.3V Dual Differential LVPECL to LVTTL Translator 3.3V / 5V ECL 6-Bit Differential Register with Master Reset 3.3V ECL 1:15 Differential ÷1/÷2 Clock Driver Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit 3.3 V 1:9 Differential HSTL/PECL to HSTL Clock Driver with LVTTL Clock Select and Enable 3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter 2.5 V/3.3 V SiGe Selectable Differential Clock and Data D Flip-Flop/Clock Divider with Reset and OLS 3.3V / 5V Programmable PLL Synthesized Clock Generator (25 to 400 MHz) 2.5 V/3.3 V SiGe 1:2 Differential Clock Driver with RSECL Outputs 2.5 V/3.3 V SiGe 1:10 Differential Clock Driver with RSECL Outputs Triple 4-3-3-Input NOR Gate 9-Bit ECL-TTL Translator AC Characteristics of ECL Devices 
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	Part No.	AND8090 AND8090D MC100H601 MC100H601FN MC10H106FN NBSG111BA NBSG11BAR2 NBC12429FAR2 NBSG53ABAR2 MC100EP016AFAR2 MC100EP809FAR2 MC10SX1190 MC100LVE222 MC10EP451FAR2 NB100ELT23LDTR2 MC10EP131FA MC100LVEL30 MC10H165FNR2 MC100E210FN MC100EL12DT MC100EP105FAR2 MC10H106FNR2   

	Description	3.3V / 5V ECL Quad 2-Input Differential AND/NAND 
 5V ECL Low Impedance Driver
LOW VOLTAGE DUAL 1:4, 1:5 DIFFERENTIAL FANOUT BUFFER
8 Input Priority Encoder
3.3V ECL Triple D-Type Flip-Flop with Set and Reset
3.3V / 5V ECL Quad D Flip Flop with Set, Reset, and Differential Clock
3.3V Dual Differential LVPECL to LVTTL Translator
3.3V / 5V ECL 6-Bit Differential Register with Master Reset
3.3V ECL 1:15 Differential ÷1/÷2 Clock Driver
Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
3.3 V 1:9 Differential HSTL/PECL to HSTL Clock Driver with LVTTL Clock Select and Enable
3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter
2.5 V/3.3 V SiGe Selectable Differential Clock and Data D Flip-Flop/Clock Divider with Reset and OLS
3.3V / 5V Programmable PLL Synthesized Clock Generator (25 to 400 MHz)
2.5 V/3.3 V SiGe 1:2 Differential Clock Driver with RSECL Outputs
2.5 V/3.3 V SiGe 1:10 Differential Clock Driver with RSECL Outputs
Triple 4-3-3-Input NOR Gate
9-Bit ECL-TTL Translator
AC Characteristics of ECL Devices
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	Part: AND6022S6CTR
	Maker: N/A
	Pack: SSOP22
	Stock: 426
	Unit price 
									for :
	    
									50: $0.83
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			 Related Part Number
	
					PART	Description	Maker
	MC100EP016 MC100EP445FAR2 MC10H424FN MC100EP016A M	3.3V / 5V ECL 8-Bit Synchronous Binary Up Counter
3.3V / 5VECL 8-Bit Serial/Parallel Converter
Quad TTL-ECL Translator
5V ECL 6-Bit 2:1 Mux Latch
4-Wide OR-AND/OR-ANDbar Gate
Quad 2-Input AND Gate
3.3V / 5V ECL ÷2 Divider
3.3V / 5V ECL Quad 2-Input Differential AND/NAND
5V ECL Quad 4-Input OR/NOR Gate
	ON Semiconductor

	MC100E101 MC100E101FN MC100E101FNR2 MC10E101FN MC1	5V ECL Quad 4-Input OR/NOR Gate
5V ECL Quad 4々Input OR/NOR Gate
	ONSEMI[ON Semiconductor]

	MC100E112FN MC100E112FNG MC100E112FNR2 MC100E112FN	100E SERIES, QUAD 1-INPUT INV/NINV GATE, PQCC28
5V ECL Quad Driver
	ONSEMI[ON Semiconductor]

	MC10E101-D 	5V ECL Quad 4 Input OR/NOR Gate
	ON Semiconductor

	MC100EP105 	3.3V / 5VECL Quad 2-Input Differential AND/NAND
	ON Semiconductor

	MC10EP105FAR2 MC100EP105FAR2 MC100EP105FA MC100EP1	3.3V / 5VECL Quad 2-Input Differential AND/NAND
3.3V / 5VECL Quad 2-Input Differential AND/NAND
	ONSEMI[ON Semiconductor]

	MC100H646 MC100EP445FA MC100E156FNR2 MC100EPT22D M	PECL/TTL-TTL 1:8 Distribution Chip
3.3V / 5VECL 8-Bit Serial/Parallel Converter
5V ECL 3-Bit 4:1 Mux-Latch
3.3V Dual LVTTL/LVCMOS to Differential LVPECL Translator
3.3V / 5V ECL 6-Bit Differential Register with Master Reset
3.3V / 5V 2-Input Differential AND/NAND
3.3V / 5V ECL ÷2 Divider
5V ECL Divide by 2, Divide by 4/6 Clock Generation Chip
5V ECL Low Impedance Driver
	ON Semiconductor

	MC10EP17 MC10EP17DWR2 MC10EP17DT MC10EP17DTR2 MC10	Current-Limited, Power-Distribution Switch 8-MSOP-PowerPAD -40 to 85 3.3 / 5V的ECL四路差分驱动接收
3.3V / 5V ECL Quad Differential Driver/Receiver
3.3V / 5VECL Quad Differential Driver/Receiver
	ONSEMI[ON Semiconductor]

	10129N 10129F 10129 	Quad TTL to ECL Transistor
Quad TTL-to-ECL Translator
	PHILIPS[Philips Semiconductors]

	ACS32HMSR-03 ACS32D ACS32K ACS32MS 5962F9862401VCC	Radiation Hardened Quad 2-Input OR Gate AC SERIES, QUAD 2-INPUT OR GATE, UUC16
Radiation Hardened Quad 2-Input OR Gate AC SERIES, QUAD 2-INPUT OR GATE, CDIP14
Quadruple Bus Buffer Gate With 3-State Outputs 14-SO 0 to 70
Radiation Hardened Quad 2-Input OR Gate(抗辐射四2输入或门)
	Intersil, Corp.
Intersil Corporation

	P6SMBJ36 P6SMBJ13 P6SMBJ90A P6SMBJ10 P6SMBJ100 P6S	3.3V ECL  4-Input OR/NOR; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
Unidirectional and bidirectional Transient Voltage Suppressor diodes
3.3V / 5VECL 8-Bit Serial/Parallel Converter; Package: 32 QFN, 5 x 5 mm, 0.5 mm pitch, exposed pad; No of Pins: 32; Container: Rail; Qty per
BBG ECL GATE OR/NOR QUAD; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500
NECL OUTPUT TRANSLATOR; Package: QFN 4x4 mm, 24 PIN; No of Pins: 24; Container: Rail; Qty per Container: 92
5V ECL 8-Bit Synchronous Binary Up Counter; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37
3.3V ECL Dual 1:3 Fanout Buffer; Package: SOIC-20 WB; No of Pins: 20; Container: Rail; Qty per Container: 38
5V ECL 2-Input Differential AND/NAND; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
3.3V ECL 1:9 Differential Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
1:2 Fanout Differential LVPECL to LVTTL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Rail; Qty per Container: 100
	SEMIKRON[Semikron International]
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