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	Part: DS1091LN-66+
	Maker: Maxim Integrated Products
	Pack: ETC
	Stock: Reserved
	Unit price 
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			 Related Part Number
	
					PART	Description	Maker
	EMC5.0F-LC EMC8.0F-LC EMC3.3F-LC EMC15F-LC EMC12F-	Direct ProTek Replacement:EMC5.0F-LC
Two-Phase Multiphase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: 0&degC to 70°C; Package: 24-QFN
1.2A Integrated FETs, High Efficiency Synchronous Buck Regulator; Temperature Range: -40°C to 85°C; Package: 10-DFN
High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN
Automotive Grade TFT-LCD DC/DC with Integrated Amplifiers; Temperature Range: -25°C to 85°C; Package: 32-TQFP
直接太克替代：EMC3.3F，立法会
Two-Phase Multiphase Buck PWM Controller with Integrated MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-QFN 直接太克替代：EMC8.0F，立法会
	New Japan Radio Co., Ltd.

	DS1091L DS1091LUB_XXX DS1091LUA_027 DS1091LUA_033 	Automotive Temperature Range Spread-Spectrum Econoscillator 66.6 MHz, OTHER CLOCK GENERATOR, PDSO8
Automotive Temperature Range Spread-Spectrum Econoscillator 27 MHz, OTHER CLOCK GENERATOR, PDSO8
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	EP6700-1 EP6700-10 EP6700-11 EP6700-12 EP6700-14 E	14 Pin Single-in-Line Package Passive Delay Lines
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-PDIP
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
CPU Supervisor with NOVRAM and Output Ports; Temperature Range: -40°C to 85°C; Package: 20-TSSOP
RTC Module With CPU Supervisor
	PCA ELECTRONICS INC.

	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	ADXL180WCPZ-RL 	Configurable, High-g, iMEMS&reg; Accelerometer; Package: LFCSP:LEADFRM CHIP SCALE; No of Pins: 16; Temperature Range: Automotive SPECIALTY ANALOG CIRCUIT, QCC16
	Analog Devices, Inc.

	AM27C040-95DC AM27C040-95DI AM27C040-95EC AM27C040	x8 EPROM
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Dual Serial 12-Bit Multiplying DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Amphenol, Corp.

	AM2168-45/BUA AM2169-70DCB AM2169-40PC AM2169-40LC	Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower, 600kHz PWM DC/DC Converters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower DC/DC Converter with Programmable Peak Current Limit; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower DC/DC Converter with Programmable Peak Current Limit; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
5V RS232 Transceiver with 3V Logic Interface and One Receiver Active in Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
5V RS232 Transceiver with 3V Logic Interface and One Receiver Active in Shutdown; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1.5A Boost DC/DC Converter with Phase-Locked Loop; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  125°C
Low Cost Dual and Quad Video Amplifiers; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
Micropower, 600kHz PWM DC/DC Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x4 SRAM x4的SRAM
	3M Company

	EDI88512CA17MBRP EDI88512CA17MCRP EDI88512CA17MIRP	100MHz Differential Twisted-Pair Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP T&amp;R x8的SRAM
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R x8的SRAM
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-QSOP T&R
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Channel TFT-LCD Reference Voltage Generator with External Shutdown; Temperature Range: -40°C to 85°C; Package: 28-TSSOP T&R
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40°C to 85°C; Package: 16-SOIC T&R
2.5MHz 4, 8, 10 & 12 Channel Rail-to-Rail Buffers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
12MHz 4-, 8-, 10- and 12-Channel Rail-to-Rail Input-Output Buffers; Temperature Range: -40°C to 85°C; Package: 20-TSSOP T&R
x8 SRAM
100MHz Differential Twisted-Pair Drivers; Temperature Range: -40°C to 85°C; Package: 24-QSOP T&R
650MHz, Gain of 5, Low Noise Amplifiers; Temperature Range: -40°C to 85°C; Package: 10-MSOP
x8SRAM			

	Moeller Electric, Corp.
Atmel, Corp.

	PIC18F452-E/L PIC18F442-E/L PIC18F452-I/L PIC18F44	High Performance, Enhanced FLASH Microcontrollers with 10-Bit A/D
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
Micropower, Over-The-Top SOT-23, Rail-to-Rail Input and Output Op Amp; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	Microchip Technology Inc.

	AM26LS32CN AM26LS33AMJB AM26LS32CD-T AM26LS32MN 	Negative Voltage Hot Swap Controller; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual/Quad Low Noise, Rail-to-Rail, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
1.2MHz, 0.4V/us Over-The-Top Micropower Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
Line Receiver 线路接收
	ON Semiconductor

	EF68B50J EF68B50CV EF68B50JV EF6850FN EF6850C EF68	EIA/ITU PABX SLIC with 40mA Loop Feed; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Low Power SLIC with Battery Switch; Temperature Range: -40°C to 85°C; Package: 28-PLCC
ITU CO/PABX SLIC with Low Power Standby; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Extended Reach Ringing SLIC; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Communications Interface 通信接口
Low Power SLIC with Battery Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 通信集成电路
Telecommunication IC 通信集成电路
	TE Connectivity, Ltd.
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