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			MAX3243 - 1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16 1レA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 1楼矛A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 1渭A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 1μA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 
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	Part No.	MAX3243 MAX3221EUE MAX3243EWI MAX3221CUE MAX322103 MAX3221 MAX3221CAET   

	Description	1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown LINE TRANSCEIVER, PDSO16 
 1レA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1楼矛A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1渭A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
1μA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
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			 Related Part Number
	
					PART	Description	Maker
	ICL3222 ICL3221 ICL3241 ICL3241IA ICL3241CAZ ICL32	Pb-Free Plus Anneal Available as an Option RoHS Compliant) (See Ordering Info)
One Microamp Supply-Current, 3V to 5.5V, 250kbps, RS-232 Transmitters/Receivers
One Microamp Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers(1微安电源电流,  3V5.5V, 250kbps, RS-232收发
   One Microamp Supply-Current,  3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	NCP803SN293T3G NCP803SN293T3 	Very Low Supply Current 3-Pin Microprocessor Reset Monitor
2.93V Very Low Supply Current 3-Pin Microprocessor Reset Low Monitor with Open Drain N-Channel output; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
	ON Semiconductor

	RN5VD30CA-TL RN5VD23CA-TR RN5VD19AC RN5VD47CA RN5V	Automotive Catalog Current Shunt Monitors -16-V to  80-V Common-Mode Range 5-SOT-23 -40 to 125
Enhanced Product Current Shunt Monitor -16 V To Plus80 V Common-Mode Range 5-SOT-23 -55 to 125
Automotive Catalog High-Side Measurement Current Shunt Monitor 8-TSSOP -40 to 125
Zero-Drift, Bi-directional Current/Power Monitor in SOT23 8-SOT-23 -25 to 85
BZ Series Standard Basic Switch, Single Pole Double Throw Circuitry, 15 A at 250 Vac, Overtravel Plunger Actuator, 3,61 N - 5,28 N [13 oz - 19 oz] Operating Force, Silver Contacts, Screw Termination, CE, CSA, DEMKO
VOLTAGE DETECTOR WITH OUTPUT DELAY 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
CA-BAYONET 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
RES 39 OHM 1/10W 5% 0603 SMD 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
COAX T CONN BNC F-M-F 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5 PLASTIC, SOT-23, 5 PIN
High-Side Measurement Current-Shunt Monitor with Dual Comparators 10-MSOP -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
High-Side Measurement Current-Shunt Monitor with Dual Comparators 14-SOIC -40 to 125 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Precision, Low Power, G = 10, 100 Instrumentation Amplifier 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
	RICOH electronics devices division
Ricoh Co., Ltd.
RICOH COMPANY LTD
RICOH electronics devices d...
RICOH electronics devic...

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	MAX810SN293D2T1G MAX809SN293D1T1G MAX810SN293D3T1G	Rectifier Diodes; Mounting style: Surface mount; Package size: 2.9x1.6(t=1.0); Number of terminal: 5; Application: General Purpose Rectifier Diodes; Repetitive peak reverse voltage VRM(V): 400; Average rectified forward current IO(A): 0.5;
Very Low Supply Current 3&#8722;Pin Microprocessor Reset Monitors 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
	ON Semiconductor

	DAN217 DAN217U 	Switch Mode Power Supply; Output Power:76.8W; No. of Outputs:1; Output 1 VDC  :24VDC; Output Current 1:3.2A; Power Supply Mounting:Chassis; Output Current:3.2A; Output Power Max:76.8W; Output Voltage:24VDC; Series:JWS RoHS Compliant: Yes 开关二极管
Switching diode
	Rohm Co., Ltd.

	MC12148D MC12148SD MC12148 	LOW POWER VOLTAGE CONTROLLED OSCILLATOR
Switch Mode Power Supply; Series:MFA; Output Voltage:12VDC; Output Power Max:350W; Output Current:29A; Number of Outputs:1; Efficiency:86%; External Depth:3.20"; External Height:1.50"; External Width:6.80"
PSU, 350W 24V SINGLE O/P ; Voltage, output:24V; Current, output:14.5A; Power rating:350W; Voltage, supply min:90V; Voltage, supply max:264V; Length / Height, external:38.1mm; Width, external:81.3mm; Depth, external:172mm; Current,
	Motorola, Inc
MOTOROLA INC

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	SKIIP03NEB066V1 	Large Current 300mA CMOS LDO Regulators; Output voltage (V): 2.9; Output current (mA): 300; Supply voltage (V): 2.5 to 5.5; I/O voltage difference (mV): 60; Ripple rejection (dB): 60; Circuit current (µA): 65; Package: HVSOF6
3-phase bridge rectifier   brake chopper   3-phase bridge inverter
	Semikron International

	TC59 TC593002ECB TC595002ECB TC595002ECBTR 	The TC59 is a low dropout, negative output voltage regulator designed specifically for battery-operated systems. Its full CMOS construction eliminates the wasted ground current typical of bipolar LDOs. This reduced supply current significa
	MICROCHIP[Microchip Technology]

	AM91L50-20LC AM91L50-20LCB AM91L50-25DC AM91L50-25	1024 x 4 High-Speed Static R/W RAM
Standard Thick Film Chip Resistor: 10 ohms through 1 megohm, 1 %, 100 ppm, .100 W
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:12V; Output Power Max:18W; Output Current:1.5A; No. of Outputs:1; Input Current:1.50A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:24V; Output Power Max:18W; Output Current:0.75A; No. of Outputs:1; Input Current:0.75A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1024x4高速静电读/写内
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 25 ns, CDIP24
	AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC
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