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			 Related Part Number
	
					PART	Description	Maker
	1.5KE350 1.5KE6.8A 1.5KE7.5 1.5KE7.5A 1.5KE8.2 1N6	TRANSZORB?TRANSIENT VOLTAGE SUPPRESSOR
TransZorb  Transient Voltage Suppressor(TransZorb????靛??????
TRANSZORB??TRANSIENT VOLTAGE SUPPRESSOR
TransZorb Transient Voltage Suppressor(TransZorb瞬变电压抑制 TransZorb瞬态电压抑制器TransZorb瞬变电压抑制器）
UHV 95-KH/KH TRANSZORB⑩瞬态电压抑制器
PT 2,5/ 7-7,5-H TRANSZORB⑩瞬态电压抑制器
TRANSZORBTRANSIENT VOLTAGE SUPPRESSOR TRANSZORB⑩瞬态电压抑制器
PTA 1.5/14-3.5
PTSA 0.5/11-2.5-Z
TRANSZORB⑩ TRANSIENT VOLTAGE SUPPRESSOR
TRANSZORB Transient Voltage Suppressors
TRANSZORB?/a> TRANSIENT VOLTAGE SUPPRESSOR
TRANSZORB?/a> TRANSIENT VOLTAGE SUPPRESSOR
	GE Security, Inc.
GE[General Semiconductor]

	ATV50C101JB-G ATV50C110J-G ATV50C110JB-G ATV50C111	Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=120V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=40V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=130V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=13V, Tolerance=5%
	Comchip Technology

	3KP70CA-HF 3KP70A-HF 3KP45A-HF 3KP36A-HF 3KP36CA-H	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=90V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=28V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=43V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
	Comchip Technology

	1PMT12ATX 1PMT33ATX 1PMT51ATX 1PMT36ATX 1PMT28ATX 	   Zener Transient Voltage Suppressor POWERMITE Package
Zener Overvoltage Transient Suppressor(宄板????75W锛????〃璐村?瑁??25.6V宄板?????靛?锛??绾崇????????跺?
Zener Overvoltage Transient Suppressor(峰值功75W，塑料表贴封装，25.6V峰值反向电压，齐纳瞬变电压抑制
Zener Transient Voltage Suppressor，POWERMITE Package(齐纳抗雷TVS),POWERMITE 封装)
(1PMTxxAT1/T3) Zener Transient Voltage Suppressor POWERMITE Package
	ONSEMI[ON Semiconductor]
http://

	DF3A6.8FUT1 DF3A6.8FUT1G 	   Zener Transient Voltage Suppressor
Zener Transient Voltage Suppressor(齐纳瞬态电压抑制器) 150 W, UNIDIRECTIONAL, 2 ELEMENT, SILICON, TVS DIODE
SC70 Zener Transient Voltage Suppressor
	ON Semiconductor

	SM6T30A SM6T150A SM6T220A SM6T22A SM6T24A SM6T27A 	TRANSZORBSURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR TRANSZORB⑩表面贴装瞬态电压抑制器
Legend Plate
TRANSZORB⑩ SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
TRANSZORB SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
TRANSZORB?/a> SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
	GE Security, Inc.
GE[General Semiconductor]
http://

	ESD5B5.0ST1G 	Transient Voltage Suppressor(瞬变电压抑制
Transient Voltage Suppressor Bi-directional Micro-Packaged Diode for ESD Protection
	ON Semiconductor

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	SMAJ40A SMAJ22 SMAJ9.0DC SMAJ9.0ADC SMAJ100 SMAJ8.	1.2 mA surface mount transient voltage suppressor
1.5 mA surface mount transient voltage suppressor
1.6 mA surface mount transient voltage suppressor
1.7 mA surface mount transient voltage suppressor
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:24-29 RoHS Compliant: No
Dual 2-to-4 Line Decoder/Demultiplexer 16-SOIC -55 to 125
Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:20-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:12-35 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:16-35 RoHS Compliant: No
TECHNICAL SPECIFICATIONS OF SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 技术参数表面贴装瞬态电压抑制器
Circular Connector; No. of Contacts:61; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:24-61 RoHS Compliant: No
1.9 mA surface mount transient voltage suppressor
1.3 mA surface mount transient voltage suppressor
1.1 mA surface mount transient voltage suppressor
1.0 mA surface mount transient voltage suppressor
	DC Components Co., Ltd.

	5KP58A-HF 5KP58CA-HF 5KP80A-HF 5KP80CA-HF 5KP350A-	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=85V, Tolerance=5%
	Comchip Technology

	P6KE8V2A P6KE18A P6KE100A P6KE10A P6KE110A P6KE11A	600 Watt Transient Voltage Suppressors
GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR(VOLTAGE - 6.8 TO 440 Volts 600Watt Peak Power 5.0 Watt Steady State)
Transient Voltage Suppressors P6KE6V8(C)A - P6KE440(C)A
	Panjit International Inc
FAIRCHILD[Fairchild Semiconductor]
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