

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TS187107			MC68HC1			29817			02000			K4S64			2SA2097			SL611C			12026			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			FTLF1721P2BTL - OC-48 LR-1/STM L-16.1 RoHS Compliant Pluggable SFP Transceiver 



		
			
					
						
						[image: FTLF1721P2BTL_4647031.PDF Datasheet]



					
				
					 		
	Part No.	FTLF1721P2BTL FTLF1721P2WTL   

	Description	OC-48 LR-1/STM L-16.1 RoHS Compliant Pluggable SFP Transceiver 
 

	File Size	657.07K  / 
						11 Page	 
	

						Maker	
						[image: ]


						 Finisar Corporation. 
  
						










	
						
						




						

	Homepage	
						http://www.finisar.com/home.php
	Download	[ 
						FTLF1721P2BTL FTLF1721P2WTL  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						FTLF1721P2BTL FTLF1721P2WTL  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[FTLF1721P2BTL FTLF1721P2WTL  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for FTLF1721P2BTL ] 


					[ Price & Availability of FTLF1721P2BTL by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : OC-48 LR-1/STM L-16.1 RoHS Compliant Pluggable SFP Transceiver   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	XRT95L34IV XRT95L34 	Ultraframer DS3/E3/DS2/E2/DS1/E1/DS0
OC-12/STM-4, QUAD OC-3/STM-1 POS/ATM FRAMER WITH INTEGRATED CDR’S
OC-12/STM-4/ QUAD OC-3/STM-1 POS/ATM FRAMER WITH INTEGRATED CDRS
	EXAR[Exar Corporation]

	FTLF1621P2BTL FTLF1621P2WTL 	OC-48 LR-2/STM L-16.2 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	FTLF1521P1BCL FTLF1521P1WCL FTLF1521P1XCL FTLF1521	OC-48 IR-2/STM S-16.2 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.

	STM-300C S3001-D300 	Scavenger Transceiver Module STM 300 and STM 300C
	List of Unclassifed Manufacturers

	FTLF1323F2GTR FTLF1323F2HTR FTLF1323F2KTR FTLF1323	OC-3 SR-1/STM I-1 or OC-3 IR-1/STM S-1.1 2x5 SFF Transceiver
	Finisar Corporation.

	PEB1757E PEB1757E08 PEB1757AE 	TETHYS垄芒 2 STS-192/STM-64, 16 STS-48/STM-16, MUX/DEMUX
TETHYS 2 STS-192/STM-64, 16 STS-48/STM-16, MUX/DEMUX
	Exar Corporation

	1345TAPC 1345TMPC 1345TNPC 1345 1345CAPC 1345CBPC 	1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:Low Loss UL AWM Style 1354; Capacitance:24.80pF RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Matte Black RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
1345-Type Receiver with Clock Recovery and Data Retiming
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
	AGERE[Agere Systems]

	XRT91L30IQ XRT91L30 	STS-12/STM-4 OR STS-3/STM-1 SONET/SDH TRANSCEIVER
	EXAR[Exar Corporation]

	XRT91L30_0611 XRT91L306 XRT91L30IQ 	STS-12/STM-4 OR STS-3/STM-1 SONET/SDH TRANSCEIVER
	EXAR[Exar Corporation]

	XRT91L300611 	STS-12/STM-4 OR STS-3/STM-1 SONET/SDH TRANSCEIVER
	Exar Corporation

	FTLF1721P1BCL FTLF1721P1CL FTLF1721P1XCL 	FIBER OPTIC TRANSCEIVER, 1280-1335nm, 2667Mbps(Tx), 2667Mbps(Rx), SURFACE MOUNT, LC CONNECTOR
OC-48 LR-1/STM L-16.1 RoHS Compliant Pluggable SFP Transceiver
	Finisar Corporation.
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