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			 Related Part Number
	
					PART	Description	Maker
	AM27C040-120/BUA AM27C040-120/BXA AM27C040-120LIB 	Dual PowerPath Switch Driver; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual Protected High Side Switches; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Differential Bus Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual PCMCIA Protected 3.3V/5V VCC Switches; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very Low Noise, Low Distortion Active RC Quad Universal Filter; Package: SSOP; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	Samsung Semiconductor Co., Ltd.
Advanced Micro Devices, Inc.

	WSLT2512 WSLT25124L000DEA WSLT25124L000DEK WSLT251	Power Metal Strip垄莽 Resistors, High Temperature (275 隆?C) Low Value (down to 0.01 楼?), Surface Mount
Power Metal Strip? Resistors, High Temperature (275 °C) Low Value (down to 0.01 Ω), Surface Mount
	Vishay Siliconix

	AD8634HRZN 	High Temperature, Low Power Operational Amplifier
	Analog Devices

	24GR5D 24GR5S 12GR5D 12GR5S 28GR5S 28GR15D 28GR5D 	High-Precision Voltage References with Temperature Sensor
SOT23, Low-Cost, Low-Dropout, 3-Terminal Voltage References
3-Pin, Ultra-Low-Power SC70/SOT µP Reset Circuits
Analog IC 模拟IC
Dual-Slot, PCMCIA Analog Power Controller 模拟IC
	Welwyn Components, Ltd.

	EFXLDM-TTL-300J EFXLDM-TTL-24J EFXLDM-TTL-24T EFXL	Low Power RTC with Battery Backed SRAM and Event Detection; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 28-HTSSOP T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 12-DFN
High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R
Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 8-SOIC
Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R
100V, 2A Peak, High Frequency Half-Bridge Drivers; Temperature Range: -40°C to 85°C; Package: 9-DFN
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 10-HMSOP T&R
Delay Line 延迟
	L-com, Inc.

	AD8278BRZ-RL AD8279ARZ-R7 AD8278BRMZ-RL AD8278BRMZ	High Performance, Low Power, General Purpose Difference Amplifier; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C INSTRUMENTATION AMPLIFIER, 200 uV OFFSET-MAX, 0.55 MHz BAND WIDTH, PDSO8
Low Power, Wide Supply Range, Low Cost Difference Amplifiers, G = , 2; No of Pins: 14; Temperature Range: Ind INSTRUMENTATION AMPLIFIER, 500 uV OFFSET-MAX, 0.55 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.

	325772U016JJ1 325772U6R3JE1 325842U016HL1 325362U0	Long-Life, Switching Power Grade Radial High Temperature and Ultra-Low ESR
	Cornell Dubilier Electronics

	AM4J-67205L-45 AM4J-67205V-45 AM4J-67205V-25 AM4J-	90NS, CERDIP, 883C; LEV B   COMPLIANT(EEPROM)
120NS, PDIP, IND TEMP(EEPROM)
70NS, PLCC, IND TEMP(EEPROM)
90NS, PLCC, IND TEMP(EEPROM)
120NS, TSOP, IND TEMP(EEPROM)
Ultra Low Noise Precision High Speed Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision 5 Volt Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250NS, PGA, 883C;  LEV B FULLY COMPLIANT(EEPROM)
x9 Asynchronous FIFO X9热卖异步FIFO
70NS, PDIP, IND TEMP(EEPROM) X9热卖异步FIFO
Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
Ultra Low Noise Precision High Speed Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Panasonic, Corp.
Bourns, Inc.
Advanced Monolithic Systems, Inc.
Cypress Semiconductor, Corp.
Alpha Wire Company

	ARK-1370-1J0A2E ARK-1370 ARK-1370-2J0A2E 	Low Power Consumption with -40° C Operating Temperature
Low Power Consumption with -40掳 C Operating Temperature
Low Power Consumption with -40隆? C Operating Temperature
	Advantech Co., Ltd.

	PFLDL-TTL5-7J PFLDL-TTL5-4F PFLDL-TTL5-6G PFLDL-TT	Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
4.5A, 500kHz Step-Down Switching Regulator
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant- or Programmable-Current/Constant-Voltage Battery Charger; Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0°C to  70°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.4nV/Rt.Hz 180MHz Filter Building Block; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant-Current/Constant-Voltage Battery Charger; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Dual/Quad Over-The-Top Micropower Rail-to-Rail Input and Output Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
Logic IC 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
10MHz, 6V/us, Dual/Quad Rail-to-Rail Input and Output Precision C-Load Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
	NIC Components, Corp.
Electronic Theatre Controls, Inc.
BCD Semiconductor Manufacturing, Ltd.
Omron Electronics, LLC
NXP Semiconductors N.V.
Ecliptek, Corp.
ITT, Corp.

	TMP112 TMP112-Q1 TMP112AIDRLR TMP112AIDRLT TMP112B	&ltfont color=red>[Old version datasheet]</font>   High-Accuracy, Low-Power, Digital Temperature Sensors With SMBus and Two-Wire Serial Interface in SOT563
	TI store
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