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			 Related Part Number
	
					PART	Description	Maker
	M5218AFP M5218AL M5218AP M5218FP M5218P M5218 M521	DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PDIP8
DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PSIP8
From old datasheet system
DUAL LOW-NOISE OPERATIONAL AMPLIFIERS(DUAL POWER SUPPLY TYPE)
Dual Low Noise Operational Amplifier
	MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	MC33171 MC33171P 	(MC33172/MC33174) Low Power / Single Supply Operational Amplifiers
Dual Low-Noise Operational Amplifier 8-SOIC -40 to 85 OP-AMP, 6500 uV OFFSET-MAX, 1.8 MHz BAND WIDTH, PDIP8
	Motorola Mobility Holdings, Inc.

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	AD8631 AD8631ART AD8632 AD8632AR AD8632ARM AD8632A	Dual, 1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifier
1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifiers 1.8伏，5兆赫轨到轨低功耗运算放大器
1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifiers OP-AMP, 4000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO5
	ANALOG DEVICES INC
AD[Analog Devices]
Analog Devices, Inc.

	NJU7016 NJU7015 NJU7014 NJU7015RTE1 	DUAL OP-AMP, 10000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8
Low Power Dual C-MOS Operational Amplifier
	New Japan Radio

	HFA1205 FN3605 	Dual, 425MHz, Low Power, Video Operational Amplifier(双路25MHz低功耗视频运算放大器) 双通道25MHz核心，低功耗，视频运算放大器（双路25MHz核心低功耗视频运算放大器
From old datasheet system
Op Amp, Dual 425MHz, Video, Low Power, Current Feedback
	Intersil, Corp.

	OP97FZ OP97EP OP97EJ OP97FP OP97EZ OP97FJ OP97AJ O	LOW POWER, HIGH PRECISION OPERATIONAL AMPLIFIER OP-AMP, 200 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, MBCY8
Low Power, High Precision Operational Amplifier; Package: CERDIP GLASS SEAL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 60 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, CDIP8
LOW POWER / HIGH PRECISION OPERATIONAL AMPLIFIER
LOW POWER HIGH PRECISION OPERATIONAL AMPLIFIER
	Analog Devices, Inc.
AD[Analog Devices]

	EL2045 EL2045CS-T13 EL2045CS-T7 	Op Amp, 100MHz, Gain-of-2 Stable, Low Power 5.2mA, SR=275V/s, Dual or Single Supply (36V)
Low-Power 100MHz Gain-of-2 Stable Operational Amplifier
	Intersil Corporation

	ICL764 ICL7611ACJD ICL7611ACJE ICL7611ACPA ICL7611	   Single/Dual/Triple/Quad Operational Amplifiers
Low-Power Industry-Standard Op Amps
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:Belden 1855A
Low Power Dissipation ADSL Line Driver 20-SO PowerPAD -40 to 85
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75
3-Channel Low Power Video Amp w/I2C Control, Selectable Filters, 0dB Gain, 2:1 MUX 20-TSSOP -40 to 85
CAP 4700PF 250V CERAMIC Y2/X1
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85% 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Ampliflers 四路运算Ampliflers
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO8
Triple 10-Bit All Format Video DAC 80-HTQFP 0 to 70 TRIPLE OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP16
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75 TRIPLE OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP16
CABLE HEIGHT METER MODEL 300E, BIDDLE, BIDDLE RoHS Compliant: NA 四路运算放大
RF CONNECTOR; SMA FEMALE CLAMP ATTACHMENT FOR RG55, RG58, RG142, RG223 & RG400 OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP8
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PLCC 0 to 75 四路运算放大
Replaced by TIBPAL16R4-7M : High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CDIP -55 to 125 四路运算放大
50 MHz to 400 MHz Casadable Amplifier 6-VSON -40 to 85 四路运算放大
High Efficiency Class-G ADSL Line Driver 20-VQFN -40 to 85 四路运算放大
Low-Power High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
RF CONNECTOR; BANANA PLUG, CRIMP ATTACHMENT FOR RG55, RG142, RG223 & RG400 OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Single/Dual/Triple/Quad Operational Ampliflers DUAL OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
High Efficiency Class-G ADSL Line Driver 32-HLQFP -40 to 85 四路运算放大
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CDIP -55 to 125 四路运算放大
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CFP -55 to 125 四路运算放大
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-LCCC -55 to 125 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers 四路运算放大
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CFP -55 to 125 四路运算放大
LJT 6C 6#20 PIN RECP
LJT 6C 6#20 SKT RECP
Higperformance Impact-X<TM> PAL<R> Circuits 20-PLCC 0 to 75
Higperformance Impact-X<TM> PAL<R> Circuits 20-PDIP 0 to 75
High-Performance Impact-X<TM> PAL<R> Circuits 20-PLCC 0 to 75
Triple 10-Bit 240MSPS Video DAC with Tri-Level Sync & Video (ITU-R.BT601)-Compliant Full Scale Range 48-HTQFP 0 to 70
Low-Power High-Performance Impact<TM> PAL<R> Circuits 20-CDIP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CDIP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-LCCC -55 to 125
High-Performance Impact<TM> PAL<R> Circuits 20-CFP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CFP -55 to 125
Low-Power High-Performance Impact<TM> PAL<R> Circuits 20-PLCC 0 to 75
High-Performance Impact<TM> PAL<R> Circuits 20-LCCC -55 to 125
Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:11-35 RoHS Compliant: No
4-Gbps PECL to LVPECL Repeater 8-WSON -40 to 85
?Low-Power Op Amp
"Dual, Low-Power Op Amp"
(ICL761x - ICL764x) Single/Dual/Triple/Quad Operational Amplifiers
	MAXIM INTEGRATED PRODUCTS INC
Motorola Mobility Holdings, Inc.
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...

	LT1002A LT1002ACNPBF 	Dual, Matched Precision Operational Amplifier; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 100 uV OFFSET-MAX, 0.8 MHz BAND WIDTH, PDIP14
Dual, Matched Precision Op Amp
	Linear Technology, Corp.
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