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			LM2904WH - DUAL OP-AMP, 9000 uV OFFSET-MAX, 1.1 MHz BAND WIDTH, UUC Low power dual operational amplifier 
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	Part No.	LM2904WH LM2904WHD LM2904WHYD LM2904WHYDT LM2904WH08 LM2904WHDT JLM2904WH-CD1   

	Description	DUAL OP-AMP, 9000 uV OFFSET-MAX, 1.1 MHz BAND WIDTH, UUC 
 Low power dual operational amplifier
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			 Related Part Number
	
					PART	Description	Maker
	AP393A09 AP393ASG-13 	LOW POWER LOW OFFSET VOLTAGE DUAL
DUAL COMPARATOR, 9000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO8
	Diodes Incorporated

	OP-27EIH OP-27EIJ8 OP-27EIN8 OP-27GIH OP-27GIN8 OP	OP-AMP, 3000 uV OFFSET-MAX, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, 80 uV OFFSET-MAX, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, PDIP8 PLASTIC, DIP-8
OP-AMP, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, 80 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 180 uV OFFSET-MAX, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, 750 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 250 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 500 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 60 uV OFFSET-MAX, MBCY
DUAL OP-AMP, 150 uV OFFSET-MAX, PDIP
DUAL OP-AMP, 100 uV OFFSET-MAX, PDSO
DUAL OP-AMP, 1500 uV OFFSET-MAX, PDIP8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	LM324/D 	QUAD OP-AMP, 9000 uV OFFSET-MAX, UUC14
	INTERSIL CORP

	MIC7111BM5 MIC7111YM5 MIC711105 	1.8V IttyBitty Rail-to-Rail Input/Output Op Amp
OP-AMP, 9000 uV OFFSET-MAX, 0.025 MHz BAND WIDTH, PDSO5
	Micrel Semiconductor
MICREL INC

	AD648TQ/883B AD648SQ/883B AD648TH/883B AD648JR-REE	CAP X7R,0.1UF,50V,10%,0805 DUAL OP-AMP, 3000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDIP8
Dual Precision, Low Power BiFET Op Amp 双路精密低功耗运算放大器BiFET
CONNECTOR ACCESSORY DUAL OP-AMP, 2000 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
Dual Precision, Low Power BiFET Op Amp DUAL OP-AMP, 500 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
Dual Precision, Low Power BiFET Op Amp DUAL OP-AMP, 3000 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
Dual Precision, Low Power BiFET Op Amp DUAL OP-AMP, 3000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8
Dual Precision/ Low Power BiFET Op Amp
	Analog Devices, Inc.

	MAX4412 MAX4412EUK-T MAX4412EXK-T MAX4413 MAX4413E	Low-Cost, Low-Power, Ultra-Small, 3V/5V, 500MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 9000 uV OFFSET-MAX, PDSO5
Low-Cost, Low-Power, Ultra-Small, 3V/5V, 500MHz Single-Supply Op Amps with Rail-to-Rail Outputs DUAL OP-AMP, 9000 uV OFFSET-MAX, PDSO8
"Low- Cost, Low-Power, 3V/ 5V, 500MHz, 1.7mA Single-Supply Op Amps with Rail-to-Rail Outputs"
"Low- Cost, Low-Power, 3V/ 5V, 500MHz, 1.7mA Single-Supply Op Amp with Rail-to-Rail Output"
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	LM1458 LM1458CM LM1458CN LM1458M LM1458N LM1458_LM	Dual Operational Amplifier DUAL OP-AMP, 7500 uV OFFSET-MAX, PDIP8
IC,OP-AMP,DUAL,BIPOLAR,DIP,8PIN,PLASTIC
From old datasheet system
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	LF412A LF412ACH LF412ACJ8 LF412ACN8 LF412AMJ8 LF41	Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 2000 uV OFFSET-MAX, 5.7 MHz BAND WIDTH, MBCY8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 1650 uV OFFSET-MAX, 5.7 MHz BAND WIDTH, PDIP8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 5000 uV OFFSET-MAX, 5.5 MHz BAND WIDTH, MBCY8
RES 887 OHM 1/4W 1% 1206 SMD DUAL OP-AMP, 3900 uV OFFSET-MAX, 5.5 MHz BAND WIDTH, MBCY8
RES 665K OHM 1/4W 1% 1206 SMD DUAL OP-AMP, 2000 uV OFFSET-MAX, 5.7 MHz BAND WIDTH, MBCY8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 3900 uV OFFSET-MAX, 5.5 MHz BAND WIDTH, CDIP8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 5000 uV OFFSET-MAX, 5.5 MHz BAND WIDTH, CDIP8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 2000 uV OFFSET-MAX, 5.7 MHz BAND WIDTH, CDIP8
Dual Precision JFET Input Operational Amplifiers DUAL OP-AMP, 1650 uV OFFSET-MAX, 5.7 MHz BAND WIDTH, CDIP8
From old datasheet system
	Linear Technology, Corp.
Linear Integrated Systems

	LT1462CS8TRPBF 	Dual/Quad Micropower, 260&#181;W C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2800 uV OFFSET-MAX, 0.14 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	LT10081 LT1008MH LT1008CN8PBF LT1008IN8 LT1008CJ8 	Picoamp Input Current, Microvolt Offset, Low Noise Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 250 uV OFFSET-MAX, PDIP8
	Linear Technology, Corp.
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