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			PSD4135F1V-B-12B81 - Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C 4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80 CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制 CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制 Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制 MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制 CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制 CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制 CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制 CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制 CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制 CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制 Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制 CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制 CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制 DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制 CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制 CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制 CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制 CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制 CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% 100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180 CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Current Mode PWM Controller 16-CDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Current Mode PWM Controller 16-SOIC 0 to 70 Current Mode PWM Controller 20-PLCC 0 to 70 CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD 130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number CAPS,TA-P,V,150.000 UF,4.000V, /- 20% CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450 LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK CAP, TANT 2.2MF 16V 10% SMD CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR ; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP CERAMIC 9.1PF 50V NP0 1206 Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400 CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD MM5Z5245BT1, ZENER, 15V, 1/2W DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125 Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 



		
			
					
						
						[image: PSD4135F1V-B-12B81_4745640.PDF Datasheet]



					
				
					 		
	Part No.	PSD4135F1V-B-12B81 PSD4135G1V-A-12B81 PSD4135F1-C-90B81 PSD4235F2-B-15B81 PSD4135F3-C-12J PSD4135F1-A-70J PSD4135G3-B-70JI PSD4135G1-B-90M PSD4235G3V-90B81I PSD4135F3-A-15M PSD4135G3-C-70MI PSD4135G2V-70UI PSD4135F1V-C-20M PSD4135F1V-C-20J PSD4135F1-15U PSD4235F1-15M PSD4235F1-15J PSD4135F1-15J PSD4135F1-15M PSD4135F3V-B-12J PSD4235F1-15U PSD4135F3V-B-12M PSD4135F3-C-70J PSD4135F3-C-90M PSD4135F3-C-90J PSD4135F3V-B-90M PSD4135F3V-C-20J PSD4135F3V-C-12M PSD4135F3V-C-20M PSD4135F3V-B-90J PSD4135F3V-A-12M  

	Description	Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 
 CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80
CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制
CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制
MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制
CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制
CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制
CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制
CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制
DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制
CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制
CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制
CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制
CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制
CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制
CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制
CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C
LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR
CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100%
100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging
CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180
CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Current Mode PWM Controller 16-CDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C
Current Mode PWM Controller 16-SOIC 0 to 70
Current Mode PWM Controller 20-PLCC 0 to 70
CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number
CAPS,TA-P,V,150.000 UF,4.000V, /- 20%
CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes
CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR
CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes
LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No
CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450
LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK
CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK
CAP, TANT 2.2MF 16V 10% SMD
CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR
CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD
CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP CERAMIC 9.1PF 50V NP0 1206
Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496
CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR
CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount
CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400
CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED
CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100%
CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No
CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5%
CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100%
CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5%
CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD
MM5Z5245BT1, ZENER, 15V, 1/2W
DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL
CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD
CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD
CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes
High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125
High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125
Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520
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 			 Full text search : Tantalum Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 6.8UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 5600PF 50V 2% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 0.33UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C 4M X 1 FLASH, 52 I/O, PIA-GENERAL PURPOSE, PQFP80 CAP 6.8UF 35V 10% TANT SOLID FUSED SMD-7343-31 BULK CAP 3300PF 50V 10% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED Flash在系统可编程外设6位微控制 CAP 1.5UF 10V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaP; LED Color:Green; Leaded Process Compatible:Yes; Luminous Intensity:3.3mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:6.3V; Package/Case:7260-38; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes Flash在系统可编程外设6位微控制 Tantalum Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Flash在系统可编程外设6位微控制 MMS5Z5240B, ZENER, 10V, 1/2W Flash在系统可编程外设16位微控制 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0045ohm; Operating Temp. Max:105 C; Operating Temp. Min:-55 C Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.006ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Flash在系统可编程外设6位微控制 CAP 0.33UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP,CHIP,TANT,POLYME 470 UF,20%,4V Flash在系统可编程外设6位微控制 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer with Address Latches 16-SOIC -55 to 125 Flash在系统可编程外设6位微控制 CAP 15UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 Segmented Alphanumeric LED; Display Technology:LED; No. of Digits/Alpha:1; Body Material:GaAsP/GaP; LED Color:Red; Leaded Process Compatible:Yes; Luminous Intensity:3.8mcd RoHS Compliant: Yes Flash在系统可编程外设6位微控制 CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 Tantalum Capacitor; Voltage Rating:4VDC; Capacitance:330uF; Capacitance Tolerance: 20%; ESR:0.0025ohm; Package/Case:7343-20; Series:T520; Termination:SMD; Working Voltage, DC:4V Flash在系统可编程外设6位微控制 CAP 47UF 6.3V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 3.3UF 4V 20% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 47UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0550 Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:680uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:4V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Flash在系统可编程外设6位微控制 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-PDIP -55 to 125 Flash在系统可编程外设6位微控制 CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设16位微控制 CAP 6800PF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:150uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-20; Terminal Type:PCB SMT; ESR:0.0025ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制 Tantalum Capacitor; Capacitance:6.8uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:3062-28; Terminal Type:PCB SMT; ESR:2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C Flash在系统可编程外设16位微控制 CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 4.7UF 20V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 16V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 82PF 100V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Current Mode PWM Controller 8-PDIP 0 to 70 Flash在系统可编程外设6位微控制 CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 1UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 10UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设16位微控制 DIODE SCHOTTKY SINGLE 30V 200mW 0.39V-vf 15mA-IFM 1mA-IF 0.2uA-IR SOD-323 3K/REEL Flash在系统可编程外设16位微控制 CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 4.7UF 10V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0045ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520 Flash在系统可编程外设6位微控制 Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No Flash在系统可编程外设6位微控制 CAP 10PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设6位微控制 CAP 1UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% SPECIAL-PKG Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 0.1UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD Flash在系统可编程外设6位微控制 CAP 22UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 4.7UF 35V 20% TANT SOLID FUSED SMD-7343-31 BULK Flash在系统可编程外设6位微控制 CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 22UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 0.15UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 Flash In-System-Programmable Peripherals for 16-Bit MCUs Flash在系统可编程外设16位微控制 CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% Flash在系统可编程外设6位微控制 CAP 15UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% Flash在系统可编程外设6位微控制 CAP 10UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD Flash在系统可编程外设6位微控制 CAP 4700PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Flash在系统可编程外设6位微控制 CAP 10UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% Flash在系统可编程外设6位微控制 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 20V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 6.8PF 50V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 10UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4700PF 100V 10% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:20V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.9ohm; Leaded Process Compatible:Yes; Operating Temp. Max:85 C LCD Display Panel; Signal Input Type:Digital 6-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No CAP 0.033UF 50V 5% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR CAP 100UF 4V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 4.7UF 4V 10% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 2.2UF 10V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.01UF 50V 2% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 1000PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 1000PF 100V 5% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 6.8UF 20V 10% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.033UF 50V 1% NP0(C0G) SMD-2225 TR-7-PL SN-NIBAR CAP 0.68UF 25V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 3.3UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 10V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 4V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 1UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.8ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 Tantalum Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% 100V 100kRad Hi-Rel Single N-Channel TID Hardened MOSFET in a Low Ohmic TO-257AA package. Also available with 300kRad Total Dose Rating.; A IRHYS67130CM with Standard Packaging CAP 1000UF 4V 20% TANT SMD-7260-38 TR-7-PL SN100% LOWESR-0180 CAP 0.027UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Current Mode PWM Controller 16-CDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6.3V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:0.004ohm; Dielectric Material:Tantalum; Operating Temp. Max:105 C Current Mode PWM Controller 16-SOIC 0 to 70 Current Mode PWM Controller 20-PLCC 0 to 70 CAP 1.5UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 3.3UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD 130V 100kRad Hi-Rel Single N-Channel SEE Hardened MOSFET in a TO-254AA package; IRHMS57163SE JANS Certified Part Number CAPS,TA-P,V,150.000 UF,4.000V, /- 20% CAP 4700PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR Header; No. of Contacts:80; Pitch Spacing:2.54mm; No. of Rows:2; Series:C-Grid III; Connector Body Material:Polyester; Mounting Type:PC Board; Terminal Type:Straight Pin RoHS Compliant: Yes CAP 0.012UF 100V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 1500PF 50V 5% NP0(C0G) SMD-1808 TR-7-PL SN-NIBAR CAP 470PF 200V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 3900PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 8200PF 25V 5% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 2700PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR CAP 2200PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:3300pF; Capacitance Tolerance: /- 5%; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:1210; Termination:SMD RoHS Compliant: Yes LCD Display Panel; Signal Input Type:Digital 6/8-bit interface; Display Technology:LCD; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage:3.3V RoHS Compliant: No CAP 330UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0450 LCD Module; Leaded Process Compatible:Yes RoHS Compliant: Yes CAP 47UF 16V 10% TANT SOLID FUSED SMD-7343-43 BULK CAP 10UF 25V 10% TANT SOLID FUSED SMD-7343-31 BULK CAP, TANT 2.2MF 16V 10% SMD CAP 2.2UF 6.3V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.22UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.22UF 35V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 0.01UF 50V 5% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:470uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:6V; Package/Case:7343-43; Terminal Type:PCB SMT; ESR:0.03ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C LCD Module; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No CAP 0.01UF 100V 10% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 820PF 50V 1% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 820PF 100V 10% NP0(C0G) SMD-1206 TR-7-PL SN-NIBAR CAP 5600PF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR ; Signal Input Type:LVDS 6-Bit Interface; Display Technology:LCD CAP 0.015UF 50V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP CERAMIC 9.1PF 50V NP0 1206 Tantalum Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T496 CAP 0.018UF 100V 1% NP0(C0G) SMD-1825 TR-7-PL SN-NIBAR CAP 6800PF 50V 5% NP0(C0G) SMD-1210 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:10uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:1.2ohm; Features:Fail-Safe Fused; Mounting Type:Surface Mount CAP 470UF 4V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0400 CAP 100UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 15UF 4V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 15UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.01UF 50V 20% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 3.3UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN100% ROHS-GUARANTEED CAP 0.47UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.47UF 25V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 3.3UF 16V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.47UF 35V 10% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 6.3V 10% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 4.7UF 6.3V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 4.7UF 4V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 3.3UF 6.3V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 22UF 10V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 2.2UF 35V 20% TANT SMD-3216-18 TR-7-PL SN100% CAP 6800PF 100V 10% NP0(C0G) SMD-1812 TR-7-PL SN-NIBAR Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:35V; Package/Case:3216-18; Terminal Type:PCB SMT; ESR:15ohm; Dielectric Material:Tantalum; Leaded Process Compatible:No CAP 2.2UF 10V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 68UF 6.3V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 68UF 4V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 6.8UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.68UF 35V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP 0.68UF 25V 20% TANT SMD-3216-18 TR-7-PL SN/PB5% CAP 0.68UF 20V 20% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN100% CAP 0.68UF 20V 10% TANT SMD-3216-18 TR-13-PL SN/PB5% CAP 0.68UF 35V 10% TANT SMD-3216-18 TR-13-PL GOLD MM5Z5245BT1, ZENER, 15V, 1/2W DIODE ZENER SINGLE 500mW 13Vz 9.5mA-Izt 0.05 0.5uA-Ir 9.9 SOD-123 3K/REEL CAP 47UF 4V 10% TANT SMD-3216-18 TR-7-PL GOLD CAP 4.7UF 25V 20% TANT SMD-3216-18 TR-13-PL GOLD CAP,Ceramic,6.8nF,50VDC,1-% Tol,1 % Tol,C0G-TC Code,-30,30ppm-TC RoHS Compliant: Yes High Speed CMOS Logic Dual 2-to-4 Line Decoders/Demultiplexers 16-SOIC -55 to 125 High Speed CMOS Logic 3-to-8 Line Decoder/Demultiplexer Inverting and Non-Inverting 16-SOIC -55 to 125 Tantalum Electrolytic Capacitor; Capacitance:330uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:4V; Package/Case:7343-31; Terminal Type:PCB SMT; ESR:0.0015ohm; Dielectric Material:Tantalum; Packaging:Cut Tape; Series:T520   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX6607 MAX6607IXK-T MAX6607-MAX6608 MAX6608 MAX66	Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:20VDC; Capacitor Dielectric Material:Tantalum; Capacitance:18uF; Capacitance Tolerance: 10%; Lead Pitch:3.17mm; Leaded Process Compatible:No RoHS Compliant: No 低电压、模拟温度传感器，SC70及SOT23封装
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:6VDC; Capacitor Dielectric Material:Tantalum; Capacitance:180uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
Low-Voltage Analog Temperature Sensors in SC70 and SOT23 Packages
	温度/湿度传感
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	CWR11CK107KZZTR13 CWR11CK107JZZTR CWR11CK106JZZTR1	CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 100 uF, SURFACE MOUNT, 2916 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 10 uF, SURFACE MOUNT, 1411 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 15 uF, SURFACE MOUNT, 1411 CHIP
CAP 1UF 50V 10% TANT SMD-6032-28 TR-7-PL B-FAILURE CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 1 uF, SURFACE MOUNT, 2412
	AVX, Corp.

	CWR09CK106KZA CWR09CK107JZA CWR09CK106MZA CWR09CC1	CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 10 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 100 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.15 uF, SURFACE MOUNT CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.1 uF, SURFACE MOUNT CHIP
CAP 15UF 10V 10% TANT SMD-6034-18 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 15 uF, SURFACE MOUNT
CAP 33UF 15V 10% TANT SMD-7238-28 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 15 V, 33 uF, SURFACE MOUNT
CAP 10UF 25V 10% TANT SMD-6728-28 BULK C-MIL-PRF-55365/4 CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 10 uF, SURFACE MOUNT
	AVX, Corp.

	CWR06NB474JPB CWR06NB474JCB CWR06NB474JBA CWR06NB3	CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.47 uF, SURFACE MOUNT, 2005, CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.33 uF, SURFACE MOUNT, 1505, CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID, POLARIZED, 6 V, 4.7 uF, SURFACE MOUNT, 2005, CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.68 uF, SURFACE MOUNT, 1510, CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.15 uF, SURFACE MOUNT, 1005, CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 1 uF, SURFACE MOUNT, 2010, CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 1.5 uF, SURFACE MOUNT, 1510, CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 35 V, 3.3 uF, SURFACE MOUNT, 2214, CHIP
	Vishay Sprague

	TPSA225M010R1800 TPSA225K016R1800 TPSD106M035R0125	CAP 2.2UF 200V 10V TANT SMD-3216-18 TR-7 LOWESR-1800 CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 2.2 uF, SURFACE MOUNT, 1206
CAP TANT LOESR 2.2UF 16V 10% SMD CAPACITOR, TANTALUM, SOLID, POLARIZED, 16 V, 2.2 uF, SURFACE MOUNT, 1206
CAP 10UF 100V 35V TANT SMD-7343-31 TR-7 LOWESR-125 CAPACITOR, TANTALUM, SOLID, POLARIZED, 35 V, 10 uF, SURFACE MOUNT, 2917
CAP 6.8UF 6.3V 20V TANT SMD-3528-21 TR-7 LOWESR-1000 CAPACITOR, TANTALUM, SOLID, POLARIZED, 20 V, 6.8 uF, SURFACE MOUNT, 1210
CAP 4.7UF 4V 16V TANT SMD-3528-21 TR-7 LOWESR-1500 CAPACITOR, TANTALUM, SOLID, POLARIZED, 16 V, 4.7 uF, SURFACE MOUNT, 1210
CAP 6.8UF 6.3V 16V TANT SMD-3528-21 TR-7 LOWESR-1200 CAPACITOR, TANTALUM, SOLID, POLARIZED, 16 V, 6.8 uF, SURFACE MOUNT, 1210
	AVX, Corp.

	NTP107M2.5TRA100F NTP108M2.5TRD12F NTP687M2.5TRD12	CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 100 uF, SURFACE MOUNT, 1206 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 1000 uF, SURFACE MOUNT, 2917 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 680 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 1000 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 1411 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 2412 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 33 uF, SURFACE MOUNT, 1206 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 33 uF, SURFACE MOUNT, 1411 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 4.7 uF, SURFACE MOUNT, 0805 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 3.3 uF, SURFACE MOUNT, 0603 CHIP, ROHS COMPLIANT
	NIC Components, Corp.

	CTC1D6.8UF106.3VG CTC1D6.8UF206.3VG CTC1D6.8UF206.	CAPACITOR, TANTALUM, SOLID, POLARIZED, 6.3 V, 6.8 uF, SURFACE MOUNT, 1510 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 6.8 uF, SURFACE MOUNT, 2010 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 50 V, 0.68 uF, SURFACE MOUNT, 1510 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 16 V, 0.68 uF, SURFACE MOUNT, 1005 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 25 V, 0.68 uF, SURFACE MOUNT, 1505 CHIP
CAPACITOR, TANTALUM, SOLID, POLARIZED, 40 V, 0.68 uF, SURFACE MOUNT, 2005 CHIP
	EXXELIA Group

	G65SC22PEI3 G65SC22PEI1 G65SC22PEI2 G65SC22PEI4 G6	CMOS VERSATILE INTERFACE ADAPTER WITH INTERVAL TIMER/COUNTERS
Tantalum Molded Capacitor; Capacitance: 150uF; Voltage: 10V; Case Size: 7.3x4.3 mm; Packaging: Tape & Reel 的CMOS多功能接口适配器间隔计时器/计数
Tantalum Molded   Capacitor; Capacitance: 22uF; Voltage: 10V; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 2.2uF; Voltage: 10V; Case Size: 3.2x1.6 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 150uF; Voltage: 10V; Case Size: 7.3x4.3 mm; Packaging: Tape & Reel
Peripheral Interface
	California Micro Devices Co...
California Micro Devices Corporation

	G6B-1174C-US G6B-1174CUS12VDC G6B-1174CUS24VDC G6B	Soft-Start Modules; 240 Vac; .04-10 Amp; AC Output
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
Tantalum Molded   Capacitor; Capacitance: 3.3uF; Voltage: 20V; Case Size: 3.2x1.6 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 4.7uF; Voltage: 20V; Case Size: 3.2x1.6 mm; Packaging: Tape & Reel
RESISTOR,1%,6.04K OHM,MTL FILM
RELAY SOFTSTART 25A 120VAC ACOUT
Analog Input Power Controller
Tantalum Molded Capacitor; Capacitance: 22uF; Voltage: 20V; Case Size: 5.8x3.1 mm; Packaging: Tape & Reel 超小型继电器，开关多
Tantalum Molded Capacitor; Capacitance: 33uF; Voltage: 20V; Case Size: 7.3x2.8 mm; Packaging: Tape & Reel 超小型继电器，开关多
FILTER, SSR 3 PHASE 超小型继电器，开关多
Sub-miniature Relay that Switches up to 5 A 超小型继电器，开关多5
	Omron
http://
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.
List of Unclassifed Man...

	X80073Q20I X80070 X80070Q20I X80071 X80071Q20I X80	   Hot Swap Controller with Advanced Fault Protection and Voltage Refulator Output
Tantalum Capacitor; Capacitor Type:General Purpose; Voltage Rating:16VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.3uF; Capacitance Tolerance: /- 10%; ESR:5ohm; Leaded Process Compatible:Yes; Leakage Current:0.5uA RoHS Compliant: Yes
Hot Swap Controller with Advanced Fault Protection and Voltage Refulator Output 1-CHANNEL POWER SUPPLY SUPPORT CKT, QCC20
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	F950G336MPAAQ2 F951A156MPAAQ2 	SOLID TANTALUM ELECTROLYTIC CAPACITORS CAPACITOR, TANTALUM, SOLID, POLARIZED, 4 V, 33 uF, SURFACE MOUNT
SOLID TANTALUM ELECTROLYTIC CAPACITORS CAPACITOR, TANTALUM, SOLID, POLARIZED, 10 V, 15 uF, SURFACE MOUNT
	Nichicon, Corp.
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