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			PSD814F2V-20 - Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 Economy Primary Side Controller 8-TSSOP -40 to 85 Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85 120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125 Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制 Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制 Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制 Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720 500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial CRYSTAL 9.216MHZ SERIES HC-49/UA CONNECTOR, 14 PIN, DBL ROW, T/H, R/A RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70 Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch IC MUX/DEMUX 16 TO 8 BIT 48TSSOP High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85 High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125 Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85 High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125 Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105 High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125 High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85 HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit    Flash In-System Programmable ISP Peripherals For 8-bit MCUs 
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	Part No.	PSD814F2V-20 PSD814F2V-20J PSD814F2V-20JI PSD814F2V-20JIT PSD814F2V-20JT PSD814F2V-20M PSD814F2V-20MI PSD814F2V-20MIT PSD814F2V-20MT PSD814F2V-20U PSD814F2V-20UI PSD814F2V-20UIT PSD814F2V-20UT PSD834F5V-20 PSD834F5V-20JIT PSD813F4-15JIT PSD914F4-12M PSD813F3-12M PSD813F5-20UI PSD853F5-15UIT PSD833F5V-90JI PSD934F5V-70J PSD8332V15JT PSD8133V20MIT PSD853F2-12 PSD833F2-12J PSD853F2-12J PSD833F2-12JI PSD953F2-12JI PSD833F2-12JIT PSD853F2-12JI  

	Description	Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 
 Economy Primary Side Controller 8-TSSOP -40 to 85
Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85
120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125
Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制
Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV
IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制
Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V
Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制
BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制
Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制
Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV
Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制
1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制
Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制
Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制
High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制
Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制
Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制
High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制
Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV
WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720
500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial
CRYSTAL 9.216MHZ SERIES HC-49/UA
CONNECTOR, 14 PIN, DBL ROW, T/H, R/A
RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL
RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL
High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70
Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch
IC MUX/DEMUX 16 TO 8 BIT 48TSSOP
High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85
High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125
Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85
High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125
Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105
High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125
High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85
HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit
   Flash In-System Programmable ISP Peripherals For 8-bit MCUs
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 			 Full text search : Low Power, Dual Output, Current Mode PWM Controller 16-SSOP/QSOP -40 to 85 Economy Primary Side Controller 8-TSSOP -40 to 85 Programmable Maximum Duty Cycle PWM Controller 8-SOIC -40 to 85 120V Boot, 3-A Peak, High Frequency, High-Side/Low-Side Driver  8-VSON -40 to 125 Quad Bus TRS/Rectifier ECL Differential; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 Low Power Current Mode Push-Pull PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 3:1 Active HDMI switch with side band signals for sink w/equalization, pre-emphasis, and de-emphasis , 8KV ESD, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit, 10-bit & 12-bit deep color resolution Flash在系统可编程ISP的外设的8位微控制 Precision Adjustable Shunt Regulator 8-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCUV IC 10-CH SW DUAL-ENABLE 24-QSOP Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low-Power BiCMOS Current-Mode PWM 8-CDIP -55 to 125 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable (ISP) Peripherals for 8-bit MCUs, 5V Flash在系统可编程（ISP）的周边8位MCU5V Single Output LDO, 1.0A, Fixed(5.0V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 1.0A, Adj.(1.22 to 8.85V), Low Quiescent Current 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 High Power Factor Preregulator 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Single Output LDO, 3.0A, Adj.(1.22 to 8.5V), Reverse Current Protection, Thermal Shutdown 5-TO-220 -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power, Dual Output, Current Mode PWM Controller 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Low Power Economy BiCMOS Current Mode PWM 8-SOIC -40 to 85 Flash在系统可编程ISP的外设的8位微控制 BiCMOS Power Factor Preregulator 16-TSSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Enhanced Product Low-Power Bicmos Current-Mode Pwm 8-SOIC -40 to 125 Flash在系统可编程ISP的外设的8位微控制 Economy Primary Side Controller 8-MSOP -40 to 85 Flash在系统可编程ISP的外设的8位微控制 Resonant-Mode Power Supply Controllers 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV Replaced by UCC5618 : Lower Capacitance 18-Line 5V SE Terminator for SCSI and Fast SCSI 28-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 BBG ECL TRNSLATR 9BIT; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Registered Hex TTL/ECL Translator; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:9 TTL Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Tape and Reel; Qty per Container: 500 Flash在系统可编程ISP的外设的8位微控制 1:8 Clock Driver; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 BBG ECL/TTL CLOCK DRVR; Package: 28 LEAD PLCC; No of Pins: 28; Container: Rail; Qty per Container: 37 Flash在系统可编程ISP的外设的8位微控制 Switch-mode Lead-Acid Battery Charger with Differential Current Sense 20-SOIC -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Current Mode PWM Controller 16-PDIP 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High-Efficiency Predictive Synchronous Buck Driver 14-HTSSOP -40 to 105 Flash在系统可编程ISP的外设的8位微控制 Linear Lead-Acid Battery Charger 16-PDIP -20 to 70 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 Fast Transient Response 5 Ampere Low Dropout (LDO) Regulator 5-TO-220 0 to 70 Flash在系统可编程ISP的外设的8位微控制 High Efficiency, Synchronous, Step-down (Buck) Controller 18-SOIC 0 to 70 Flash在系统可编程ISP的外设的8位微控制 Load Share Controller 16-SOIC 0 to 70 Flash在系统可编程（ISP）的周边8位MCUV WS 10/5 MARKER, BLANK PK 720WS 10/5 MARKER, BLANK PK 720; Pack size:720 500 MHz, 45 dB Linear-in-dB Variable Gain Amplifier; Package: TSSOP; No of Pins: 14; Temperature Range: Industrial CRYSTAL 9.216MHZ SERIES HC-49/UA CONNECTOR, 14 PIN, DBL ROW, T/H, R/A RECTIFIER SCHOTTKY SINGLE 5A 40V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL RECTIFIER SCHOTTKY SINGLE 5A 30V 175A-Ifsm 0.55Vf 0.5A-IR SMC 3K/REEL High Efficiency, Synchronous, Step-down (Buck) Controller 18-PDIP 0 to 70 Low Voltage, 5-Ohm, 8-Channel, 2-Port NanoSwitch IC MUX/DEMUX 16 TO 8 BIT 48TSSOP High Speed Voltage Mode Pulse Width Modulator 8-SOIC -40 to 85 High Speed CMOS Logic Quad 2-Input NAND Gates with Open Drain 14-PDIP -55 to 125 Single Output LDO, 3.0A, Fixed(3.3V), Reverse Current Protection, Thermal Shutdown 3-TO-220 -40 to 85 High Speed CMOS Logic Quad Two-Input NOR Gates 14-SOIC -55 to 125 Primary-Side Push-Pull Oscillator with Dead-Time Control 8-SOIC -40 to 105 High Speed CMOS Logic Dual Positive-Edge-Triggered J-K Flip-Flops with Set and Reset 16-SOIC -55 to 125 High Speed Voltage Mode Pulse Width Modulator 8-MSOP -40 to 85 HDMI 1:1 re-driver w/ equalization, pre-emphasis, and de-emphasis & 6kV HBM ESD protection, operating at HDMI Rev. 1.3 spec at 2.5Gbps offering 8-bit    Flash In-System Programmable ISP Peripherals For 8-bit MCUs   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX5152BC/D MAX5153BC/D MAX5153BMJE MAX5152BMJE MA	CAP .039UF 250V PEN FILM 2416 5% DUAL, SERIAL INPUT LOADING, 16 us SETTLING TIME, 13-BIT DAC, PDIP16
Low-Power / Dual / 13-Bit Voltage-Output DACs with Configurable Outputs
TVS BIDIRECT 600W 170V SMB
Low-Power, Dual, 13-Bit Voltage-Output DACs with Configurable Outputs
	Maxim Integrated Products, Inc.

	MAX549 MAX548 MAX548A MAX548ACPA MAX548ACUA MAX548	From old datasheet system
 2.5V to  5.5V Low-Power Single/Dual 8-Bit Voltage-Output DACs in MAX Package
 2.5V to  5.5V, Low-Power, Single/Dual,8-Bit Voltage-Output DACs in μMAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in MAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in レMAX Package
	MAXIM[Maxim Integrated Products]
Maixm

	MAX548 MAX548-MAX550 MAX550AEPA MAX549AC/D MAX549A	 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in µMAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in μMAX Package
 2.5V to  5.5V / Low-Power / Single/Dual / 8-Bit Voltage-Output DACs in MAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in レMAX Package
 2.5V to  5.5V, Low-Power, Single/Dual, 8-Bit Voltage-Output DACs in MAX Package
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.

	5962-8700211ZX 5962-8700209YX 5962-8700208YX 5962-	Low-Cost, µP Supervisory Circuits
PDA Hand-Held-Computer Power Controller
Microprocessor and Nonvolatile Memory Supervisory Circuits
Dual-Output Power Supply Controller for Notebook Computers
Evaluation Kit for the MAX797
Triple-Output Power Supply Controller for Notebook Computers
-5V/-12V/-15V or Adjustable, High-Efficiency, Low IQ Inverting DC-to-DC Controllers x8双端口SRAM
Step-Down Controllers with Synchronous Rectifier for CPU Power x8双端口SRAM
Dual-Slot, PCMCIA Analog Power Controller x8双端口SRAM
5V/3.3V/3V 5A Step-Down, PWM, Switch-Mode DC-DC Regulators x8双端口SRAM
3.0V/3.3V Microprocessor Supervisory Circuits x8双端口SRAM
x8 Dual-Port SRAM x8双端口SRAM
	Cypress Semiconductor Corp.
Cirrus Logic, Inc.
DB Lectro, Inc.
TT electronics OPTEK Technology
Infineon Technologies AG
FCI

	MAX5250 MAX5250ACAP MAX5250ACPP MAX5250AEAP MAX525	Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C SERIAL INPUT LOADING, 10 us SETTLING TIME, 10-BIT DAC, PDIP20
Low-Power / Quad / 10-Bit Voltage-Output DAC with Serial Interface
Low-Power, Quad, 10-Bit Voltage-Output DAC with Serial Interface
Low-Power Quad 10-Bit Voltage-Output DAC with Serial Interface
From old datasheet system
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD8215 	High Voltage, Curren Shunt Monitor
	Analog Devices

	ADM8698 ADM8699 ADM8698AN ADM8698ARW ADM8699ARN AD	&#181;P Supervisory Circuit with 4.65V Threshold Voltage, Low Supply Current and Active Low Reset Output. Upgrade for ADM698; Package: SOIC; No of Pins: 8; Temperature Range: Industrial 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
P Supervisory Circuit with Watchdog Feature, 4.65V Threshold Voltage, Low Supply Current and Active Low Reset Output. Upgrade for ADM699
bqTINY-II Dual Input USB/AC Adpater 1-Cell Li-Ion Charger w/Charge Enable & AC Present, No Taper 10-SON -40 to 85
Dual Input Li-Ion Charger with Dynamic Power-Path Management, Output regulated to 6V, Vbat 4.2V 20-QFN -40 to 85
Dual Input Li-Ion Charger with Dynamic Power-Path Management, Output Regulated to 6V Battery 20-QFN -40 to 125 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
bqTINY-II Dual Input USB/AC Adpater 1-Cell Li-Ion Charger w/Charge Enable &amp; AC Present, No Taper 10-SON -40 to 85 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8
	Analog Devices, Inc.

	74AUP2G07GS 	Low-power dual buffer with open-drain output
	NXP Semiconductors

	74AUP2G07GF 74AUP2G07GM 74AUP2G07GW 74AUP2G07 	Low-power dual buffer with open-drain output
	NXP Semiconductors
Philips Semiconductors

	SP9602KS SP9602 SP9602JN SP9602JS SP9602KN 	Dual, 12-Bit, Low Power Voltage Output D/A Converter
	SIPEX[Sipex Corporation]

	AAT4670IKS-B1 AAT4670IHS-T1 AAT4670IHS-B1 AAT4670I	Low-Cost Molded VRS Sensor, 6,4 mm [0.250 in]
Dual-Input Dual-Output Load Switches
Dual-Input/ Dual-Output Load Switches
Dual-Input, Dual-Output Load Switches
	Advanced Analogic Technologies, Inc.
ANALOGICTECH[Advanced Analogic Technologies]

	ADXL250JQC ADXL150 ADXL150JQC ADXL150AQC ADXL150EM	 -5 g to  -50 g/ Low Noise/ Low Power/ Single/Dual Axis iMEMS Accelerometers
 -5 g to  -50 g, Low Noise, Low Power, Single/Dual Axis iMEMS  Accelerometers
Circular Connector; No. of Contacts:6; Series:LJTP02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:9; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:9-35
±50g Single Axis Accelerometer with Analog Output
±50g Dual Axis Accelerometer with Analog Outputs
	Analog Devices, Inc.
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