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			 Related Part Number
	
					PART	Description	Maker
	WAS-CLM-TP-P14-8 WAS-CLM_TP-P14_8 WAS-CLM/TP-P14/8	MATERIAL: BAKELITE XP OR EQUIVALENT OR OPAQUE MYLAR
	Ferroxcube International Holding B.V.

	OBUD-TOR-V-14X17.5-TBI 	BOBBIN MATERIAL: PPS PIN MATERIAL: CP WIRE
	FERYSTER Inductive Components Manufacturer

	M48T212Y-85MH6 M48T212Y-85MH1TR M48T212Y-70MH1 M48	Shielded Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Temperature Max:80 C RoHS Compliant: Yes
5V/3.3V TIMEKEEPER[ CONTROLLER 5V/3.3V计时[控制
	意法半导
STMicroelectronics N.V.

	UES702 BYW77-100 BYW77-150 UES703 BYW31-100 BYW31-	RECTIFIERS
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Fluoropolymer; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
	MICROSEMI[Microsemi Corporation]

	1269 	BNC Coaxial Connector; Convert From:BNC Jack; Convert To:Dual Banana Plug; Body Material:Brass; Contact Material:Beryllium Copper; Contact Plating:Gold; Voltage Rating:500V INTERCONNECTION DEVICE
	Pomona Electronics

	L51ROPT1D1 PL-IRM0206-A538 PL-IRM0101-1 PL-IRM0101	3.0mm INFRARED EMITTING DIODE
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-61 RoHS Compliant: No
Battery Holder; Battery Sizes Accepted:AAA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:2 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
RECEIVER MODULE 接收模块
Panel Extender; External Height:3.5"; Enclosure Color:Black; Enclosure Material:Steel
	PARA Light
N.A.
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
List of Unclassifed Man...

	DCR5980Z18 DCR5980Z DCR5980Z12 DCR5980Z14 DCR5980Z	Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Phase Control Thyristor Target Information
	Dynex Semiconductor Ltd.
DYNEX[Dynex Semiconductor]

	4600T 4611T-106-2222FCD 4611K-101-2222BAA 4611K-10	Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Film Capacitor; Voltage Rating:63VDC; Capacitor Dielectric Material:Polyester; Capacitance:1uF; Capacitance Tolerance: 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
THIN FILM CONFORMAL SIP 薄膜共形SIP协议
	List of Unclassifed Manufacturers
BOURNS
ETC[ETC]
Electronic Theatre Controls, Inc.

	L72CB-1YTA-L L72CB-1GDA L72CB-1GDA-2L L72CB-1GDA-L	RIGHT ANGLE LED LAMPS 直角LED节能
RES NET ISOLATED 2.7K OHM 6-SIP
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
	http://
Kingbright, Corp.
MICRO-ELECTRONICS[Micro Electronics]

	LP62S16512-I LP62S16512U-55LLI LP62S16512U-70LLI L	512K X 16 BIT LOW VOLTAGE CMOS SRAM
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
	AMICC[AMIC Technology]
AMIC Technology Corporation

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	BYT71F-800 -BYT71F-800 	Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Fast Recovery Rectifier Diodes(快速恢复整流二极管)
Very low drop voltage regulators with inhibit
	ST Microelectronics
STMicroelectronics
意法半导
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