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			 Related Part Number
	
					PART	Description	Maker
	SFP27DWLR12 SFP27DWLR08 SFP27DWLR20 	DWDM Multirate SFP Transceivers
	MRV Communications, Inc.

	XPS-2381MW-D38G XPS-2381MW-D22G XPS-2381MW-D23G 	10G Multirate / 80 km / 100 GHz DWDM XFP Single-Mode Optical Transceiver
	Optoway Technology Inc

	SPS-2385W-D285G SPS-2385W-D465G SPS-2385W-D200G SP	10.3 Gbps / 80 km / 50 GHz DWDM Digital Diagnostic LC
	Optoway Technology Inc

	BCM8020 	8-CHANNEL MULTIRATE 1.0-3.2-GBPS TRANSCEIVER
	Electronic Theatre Controls, Inc.
ETC

	BCM8020 	8-CHANNEL MULTIRATE 1.0-3.2-GBPS TRANSCEIVER
	Broadcom Corporation.

	SPS-4385W-D285G SPS-4385W-D465G SPS-4385W-D225G SP	8.5 Gbps/ 50 GHz DWDM / 80 km Digital Diagnostic LC SFP  SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc

	XP-MR-08-CDA 	10 Gbps 80km Multirate XFP Transceiver Preliminary
	Source Photonics, Inc.

	SPL-45-GB-EBZ-CDA 	120km SFP Bi-Directional Transceiver Preliminary
	Source Photonics, Inc.

	DM80-02-0 DM80-02-1 DM80-02-2 	10Gb/s 120km Telecom CMLTM Transmitter Optical Sub-Assembly (TOSA)
	Finisar Corporation.

	NX8563LF646-BA NX8563LB646-BA NX8563LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1559.78 nm. Frequency 192.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1538.07 nm. Frequency 194.80 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1597.18 nm. Frequency 187.70 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1572.88 nm. Frequency 190.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. FC-PC connector. Anode floating.
	NEC

	HFCT-5953ATG HFCT-5953ATL HFCT-5953TG HFCT-5953TL 	HFCT-5953ATG · Single Mode SFF Transceivers for SONET OC-12/SDH STM-4 (S4.1) Multirate w/o EMI Shield
HFCT-5953ATL · 622 Mbit/s SMF (15km) 2x5 SFF LC for SONET/SDH, ATM (OC-12) -40C to  85C: Multirate w/ EMI Shield
HFCT-5953TG · Single Mode SFF Transceiver for SONET OC-12/SDH STM-4 (S4.1) Multirate w/o EMI nose shield
HFCT-5953TL · Single Mode SFF Transceivers for SONET OC-12/SDH STM-4 (S4.1) Multirate w/EMI nose shield
HFCT-5954ATG · Single Mode SFF Transceiver for SONET OC-12/SDH STM-4 (S4.1) Multirate w/o EMI nose shield
HFCT-5954ATL · Single Mode SFF Transceivers for SONET OC-12/SDH STM-4 (S4.1) Multirate w/EMI nose shield
HFCT-5954TG · Single Mode SFF Transceiver for SONET OC-12/SDH STM-4 (S4.1) Multirate w/o EMI nose shield
HFCT-5954TL · Single Mode SFF Transceivers for SONET OC-12/SDH STM-4 (S4.1) Multirate w/EMI nose shield
	Agilent (Hewlett-Packard)
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