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			1N6672 - Silver Mica Capacitor; Capacitance:220pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No Circular Connector; No. of Contacts:100; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No 30 A 300V COMMON CATHODE DUAL ULTRAFAST RECTIFIER 
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	Part No.	1N6672 1N6672JANTXV   

	Description	Silver Mica Capacitor; Capacitance:220pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No 
 Circular Connector; No. of Contacts:100; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
30 A 300V COMMON CATHODE DUAL ULTRAFAST RECTIFIER
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	Part: 1N60
	Maker: ST
	Pack: TO-251
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.12
	  
									100: $0.11
	1000: 
									$0.11
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			 Related Part Number
	
					PART	Description	Maker
	29160B910JO0 29160B331JO0 29120B243JO0 29110B823JO	Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: 5%; Series:291; Voltage Rating:4000VDC; Capacitor Dielectric Material:Mica; Termination:Screw; Working Voltage, DC:4000V CAPACITOR, MICA, 0.01 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.0075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.00075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.000075 uF, CHASSIS MOUNT
High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
   High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	2MBI150N-120 	Silver Mica Capacitor; Capacitance:30pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
IGBT MODULE ( N series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	CS42L50 CDB42L50 CS42L50-KN 	Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
	Cirrus Logic, Inc.

	MK45H02N MK45H03K MK45H02K12 MK45H01 MK45H11 MK45H	VERY FAST CMOS 512/1K/2K x9BiPORT FIFO 很好快速CMOS 512/1K/2K x9BiPORT先进先出
Silver Mica Capacitor; Capacitance:3000pF; Capacitance Tolerance: /- 1%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	http://
STMicroelectronics N.V.
意法半导

	AD842KH AD842KN AD842KQ AD842SH AD842JN AD842JH AD	Wideband, High Output Current, Fast Settling Op Amp
Wideband/ High Output Current/ Fast Settling Op Amp
XTAL MTL T/H HC49/U
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	AD[Analog Devices]
Analog Devices, Inc.

	BL-XA1361-F8 BL-XF0361-F8 BL-XJB361-F8 BL-XJD361-F	Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:2uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.6mm; Leaded Process Compatible:No RoHS Compliant: No
DSUB CONN 9POS (DB9) 轴向LED节能灯与轭铅
AXIAL LED LAMPS WITH YOKE LEAD 轴向LED节能灯与轭铅
	Yellow Stone Corp
早安股份有限公司
Yellow Stone, Corp.

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp

	MX29LV320BXBI-70 MX29LV320TXBI-70 MX29LV320TTC-90 	15A 45V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 40V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PBGA48
1A 60V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 50V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 32米8 / 2米16]单电V时仅闪存
1A 30V Schottky Rectifier; Package: SOD-123 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 32米8 / 2米16]单电V时仅闪存
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:6pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
240 x 160 pixel format, Available with EL Backlight
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
16A 100V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
240 x 320 pixel format (portrait mode), Compact LCD size
	http://
MACRONIX INTERNATIONAL CO LTD
Macronix International Co., Ltd.

	MXD1013 MXD1013PA MXD1013PD MXD1013SA MXD1013SE MX	3-in-1 silicon delay line. Output delay 45ns.
3-in-1 silicon delay line. Output delay 30ns.
3-in-1 silicon delay line. Output delay 90ns.
3-in-1 silicon delay line. Output delay 12ns.
3-in-1 silicon delay line. Output delay 25ns.
Silver Mica Capacitor; Capacitance:11pF; Capacitance Tolerance: 1pF; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
3-in-1 silicon delay line. Output delay 70ns.
3-in-1 silicon delay line. Output delay 75ns.
3-in-1 silicon delay line. Output delay 50ns.
3-in-1 silicon delay line. Output delay 20ns.
3-in-1 silicon delay line. Output delay 80ns.
3-in-1 silicon delay line. Output delay 15ns.
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
MAXIM - Dallas Semiconductor

	MCH38FM560J MCHN38FM560J 	MICA CHIP CAPACITANCE=56 VOLT=4000 CAPACITOR, MICA, 4000 V, 0.000056 uF, SURFACE MOUNT, 3838
	Cornell Dubilier Electronics, Inc.

	DF14-3030SCF DF14-3030SCFA DF14-3031SCF DF14-3031S	8 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
Silver Mica Capacitor; Capacitance:43pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Single/Dual/Quad, 10MHz Single-Supply Op Amps
1.25mm Pitch Super Low profile Crimping Connector 1.25mm间距超低配置压着连接
7 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
4 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
5 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SURFACE MOUNT
	http://
HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	TS23 	MICA CAPACITOR
	Suntan Capacitors
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