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			 Related Part Number
	
					PART	Description	Maker
	AD7890AN AD7890SQ-10 AD7890SQ-10QML 	MICROCIRCUIT, LINEAR, 8-CHANNEL, 12-BIT SERIAL, DATA ACQUISITION SYSTEM, MONOLITHIC SILICON
STANDARD MICROCIRCUIT DRAWING
	List of Unclassifed Manufacturers

	5962R8853801V2A 5962R8853801VGA 5962R8853801VPA 59	MICROCIRCUIT, LINEAR, DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIERS MONOLITHIC SILICON
	List of Unclassifed Manufacturers

	LT1221_01 LT1221 LT1221CN8 LT1221CS8 LT1221MJ8 LT1	150MHz, 250V/ms, A 4 Operational Amplifier
150MHz, 250V/&#181;s, AV&gt;/=4 Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 1500 uV OFFSET-MAX, 150 MHz BAND WIDTH, PDIP8
150MHz, 250V/&#181;s, AV&gt;/=4 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 1500 uV OFFSET-MAX, 150 MHz BAND WIDTH, PDSO8
	LINER[Linear Technology]
Linear Technology, Corp.

	LT1055CN8PBF 	Precision, High Speed, JFET Input Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 1250 uV OFFSET-MAX, 4.5 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	LT1007CN8PBF 	Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 110 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	EDI7C32128C90EC EDI7C32128C60EQ 	15MHz, BiMOS Operational Amplifier with MOSFET Input/CMOS Output; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC T&amp;R X32号，闪存EEPROM模块
15MHz, BiMOS Operational Amplifier with MOSFET Input/CMOS Output; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-PDIP
	EPCOS AG

	HDM20416L- HDM20416L-B 	Operational Amplifier (Op-Amp) IC; Number of Amplifiers:1; Package/Case:8-DIP; Op Amp Type:General Purpose; Dual Supply Voltage Max ( /- V):20V; Amplifier Type:Operational; Mounting Type:Through Hole
20 Character x 4 Lines LED Backlight
20 Character x 4 Lines, LED Backlight
	Electronic Theatre Controls, Inc.
ETC[ETC]
HANTRONIX

	TC911 TC911A TC911BCOA TC911BCPA TC911ACOA TC911AC	   Monolithic Auto-Zeroed Operational Amplifers
Monolithic Auto-Zeroed Operational Amplifers 单片自动清零操作Amplifers
50 AMP LATCHING POWER RELAY
The TC911 CMOS auto-zeroed operational amplifier is the first complete monolithic chopper-stabilized ampli-fier. Chopper operational amplifiers like the ICL7650/7652 and LTC1052 require user-supplied, external offset compensation storage c
	http://
TelCom Semiconductor, Inc.
Microchip Technology Inc.
MICROCHIP[Microchip Technology]

	LF347_D LF351D ON0290 LF353D LF353N LF347BN LF347N	Quad Operational Amplifier, Internally Compensated, JFET Input
FAMILY OF JFET OPERATIONAL AMPLIFIERS
From old datasheet system
OP-AMP, 13000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
	Motorola, Inc
ONSEMI[ON Semiconductor]
http://
MOTOROLA INC

	MC33171 MC33171P 	(MC33172/MC33174) Low Power / Single Supply Operational Amplifiers
Dual Low-Noise Operational Amplifier 8-SOIC -40 to 85 OP-AMP, 6500 uV OFFSET-MAX, 1.8 MHz BAND WIDTH, PDIP8
	Motorola Mobility Holdings, Inc.
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