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			ENC151D-14A - Adjustable Quad Sequencer; Temperature Range: -40°C to 85°C; Package: 14-SOIC 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-PDIP ±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC 5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R 5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-TSSOP Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 性病检验手 STD MOV 性病检验手 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-PDIP 性病检验手 5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 性病检验手 
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	Part No.	ENC151D-14A ENC201D-14A ENC361D-14A ENC221D-14A ENC241D-14A ENC621D-14A ENC101D-14A ENC121D-14A ENC471D-14A ENC391D-14A ENC271D-14A ENC431D-14A ENC102D-14A ENC112D-14A ENC182D-14A ENC681D-14A ENC470D-14B ENC390D-14B ENC330D-14B ENC781D-14A ENC270D-14B   

	Description	Adjustable Quad Sequencer; Temperature Range: -40°C to 85°C; Package: 14-SOIC 
 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-PDIP
±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC
5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 性病检验手
STD MOV 性病检验手
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-PDIP 性病检验手
5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 性病检验手
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 			 Full text search : Adjustable Quad Sequencer; Temperature Range: -40°C to 85°C; Package: 14-SOIC 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-PDIP ±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC 5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R 5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-TSSOP Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP 性病检验手 STD MOV 性病检验手 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手 5V, Full Duplex, 250kbps Slew Rate Limited With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-PDIP 性病检验手 5V, Full Duplex, 5Mbps With Enable, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 性病检验手   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ISL8700A 	(ISL8700A - ISL8705A) Adjustable Quad Sequencer
	Intersil Corporation

	LTC2924CGN LTC2924IGN 	Quad Power Supply Sequencer
	Linear Technology

	ADM1065ACP ADM1065ASU ADM1065ACP-REEL7 ADM1065ASU-	Super Sequencer-TM and Monitor 10-CHANNEL POWER SUPPLY SUPPORT CKT, PQFP48
Multisupply Supervisor/Sequencer
	Analog Devices, Inc.

	MAX16025 MAX16026 MAX16026TET MAX16025TE MAX16025T	Dual-/Triple-/Quad-Voltage, Capacitor-Adjustable, Sequencing/Supervisory Circuits
	MAXIM - Dallas Semiconductor

	MAX16028TPT MAX16026TE MAX16025TE MAXIMINTEGRATEDP	Dual-/Triple-/Quad-Voltage, Capacitor-Adjustable, Sequencing/Supervisory Circuits 3-CHANNEL POWER SUPPLY MANAGEMENT CKT, QCC24
Dual-/Triple-/Quad-Voltage, Capacitor-Adjustable, Sequencing/Supervisory Circuits 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, QCC16
	Maxim Integrated Products, Inc.

	5962-9093401QFA 5962R9093401VFA 	Quad D-Type Flip-Flop
Low-Power, Fixed and Adjustable Reference with Shutdown in SOT23 D型触发器
	International Rectifier, Corp.

	SG117A SG117 SG217 SG217A SG317 SG317A JAN117K JAN	Positive Adjustable Linear Voltage Regulators
ADJUSTABLE POSITIVE REGULATOR, MBCY3
From old datasheet system
1.5 AMP THREE TERMINAL ADJUSTABLE VOLTAGE REGULATOR
GT 6C 6#16 PIN RECP BOX
ADJUSTABLE POSITIVE REGULATOR, MBFM2
	MICROSEMI[Microsemi Corporation]
MICROSEMI CORP-ANALOG MIXED SIGNAL GROUP

	AD7934 EVAL-CONTROLBRD2 AD7933 AD7933BRU AD7934BRU	4-Channel, 1.5 MSPS, 12-Bit, Parallel ADC with a Sequencer in a 28-TSSOP Package
4-Channel, 1.5 MSPS, 10-Bit, Parallel ADC with a Sequencer in a 28-TSSOP Package
4-Channel, 1.5 MSPS, 12-Bit and 10-Bit Parallel ADCs with a Sequencer
	AD[Analog Devices]

	ISL6125IR ISL6125 ISL6124 ISL6124IR ISL6123 ISL612	Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-SOIC -40 to 85 电源顺序控制
Power Sequencing Controllers 2-CHANNEL POWER SUPPLY SUPPORT CKT, PQCC24
Low Voltage 4-Channel Power Sequencer, Programmable Up/Down Sequencing, Enable=High
Low Voltage 4-Channel Power Sequencer, Programmable Up/Down Sequencing, Enable=Low
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	LTC2902-1IGN 	Programmable Quad Supply Monitor with Adjustable Reset Timer and Supply Tolerance 可编程四路电源监视器可调复位定时器和供应公差
	Linear Integrated System, Inc
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