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			ENC102D-10A - ±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN STD MOV Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手 
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	Part No.	ENC102D-10A ENC112D-10A ENC820D-10A ENC220D-10B ENC751D-10A ENC621D-10A ENC271D-10A ENC101D-10A ENC781D-10A ENC361D-10A ENC821D-10A ENC471D-10A   

	Description	±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R 
 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN
STD MOV
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手


	File Size	391.00K  / 
						11 Page	 
	

						Maker	
						

						 Central Semiconductor, Corp. 
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			 Related Part Number
	
					PART	Description	Maker
	MAX3097 MAX3097E MAX3097ECEE MAX3097ECPE MAX3097EC	±15kV ESD-Protected, 32Mbps, 3V/5V, Triple RS-422/RS-485 Receivers with Fault Detection
TRIPLE LINE RECEIVER, PDIP16
&#177;15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection TRIPLE LINE RECEIVER, PDSO16
5kV ESD-Protected, 32Mbps, 3V/5V, Triple RS-422/RS-485 Receivers with Fault Detection 5kV ESD保护2MbpsV/5V，三RS-422/RS-485接收器的故障检
5kV ESD-Protected, 32Mbps, 3V/5V, Triple RS-422/RS-485 Receivers with Fault Detection &plusmn;15kV ESD保护2MbpsV/5V、三RS-422/RS-485接收器，带有故障检
Video/Imaging Fixed-Point Digital Signal Processor 548-FCBGA
15kV ESD-Protected / 32Mbps / 3V/5V / Triple RS-422/RS-485 Receivers with Fault Detection
" ?à15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection"
15kV ESD-Protected 32Mbps 3V/5V Triple RS-422/RS-485 Receivers with Fault Detection
??5kV ESD-Protected, 32Mbps, 3V/5V, Triple RS-422/RS-485 Receivers with Fault Detection
From old datasheet system
【15kV ESD-Protected, 32Mbps, 3V/5V, Triple RS-422/RS-485 Receivers with Fault Detection
±15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection
	http://
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAX3098E
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX1406 MAX1406CPE MAX1406CAE MAX1406CWE MAX1406EA	±15kV ESD-Protected, EMC Compliant, 230kbps, 3 Tx/3 Rx RS-232 IC
15kV ESD-Protected / EMC-Compliant / 230kbps / 3-Tx/3-Rx RS-232 IC
【15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
15kV ESD-Protected EMC-Compliant 230kbps 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant,230kbps, 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDIP16
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	MAX3008EBP-T MAX3003EBP-T MAX3003ETP MAX3003EUP MA	SPECIALTY INTERFACE CIRCUIT, QCC20
 1.2V to  5.5V, ±15kV ESD-Protected, 0.1μA, 35Mbps, 8-Channel Level Translators
 1.2V to  5.5V, 卤15kV ESD-Protected, 0.1渭A, 35Mbps, 8-Channel Level Translators
 1.2V to  5.5V, 隆戮15kV ESD-Protected, 0.1楼矛A, 35Mbps, 8-Channel Level Translators
	MAXIM INTEGRATED PRODUCTS INC

	MAX3280 MAX3280E MAX3280EAUK-T MAX3281EAUT-T MAX32	±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
5kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers 5kV ESD保护52Mbps的，3V.5V，SOT23封装的RS-485/RS-422真正的失效保护接收器
32-Bit Digital Signal Controller with Flash 100-BGA MICROSTAR -40 to 85
15kV ESD-Protected 52Mbps / 3V to 5.5V / SOT23 RS-485/RS-422 True Fail-Safe Receivers
"?à15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers"
±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23
RS-485/RS-422 True Fail-Safe Receivers
【15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX3483E MAX3483ECPA MAX3483ECSA MAX3483EEPA MAX34	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85
3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8
3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers
3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,15kV ESD-Protected, 12Mbps
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX3070E-MAX3079E MAX3073EASD MAX3070EASD MAX3079E	 3.3V, ??5kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers
 3.3V, 5kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8
 3.3V, 5kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8
Fixed-Point Digital Signal Processor 697-FCBGA -40 to 105  3.3Vamp;plusmn;15kV ESD保护、失效保护、热插拔、RS-485/RS-422收发
 3.3V.&#177.15kV ESD-Protected.Fail-Safe.Hot-Swap.RS-485/RS-422 Transceivers  3.3Vamp;plusmn;15kV ESD保护、失效保护、热插拔、RS-485/RS-422收发
 3.3V, 5kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP14
 3.3V, 5kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO14
 3.3V, ±15kV ESD-Protected, Fail-Safe, Hot-Swap, RS-485/RS-422 Transceivers
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
热切电源分布
Maxim Integrated Produc...

	MAX3440E MAX3440EAPA MAX3440EASA MAX3440EEPA MAX34	15kV ESD-Protected, 60V Fault-Protected, 10Mbps, Fail-Safe RS-485/J1708 Transceivers
" ?0V Fault-Protected, 10Mbps, Fail-Safe RS- 485 Transceiver with ?5kV ESD Protection"
"?0V Fault-Protected, ?5kV ESD Protected, 10Mbps, Fail-Safe RS-485 Transceiver with Shutdown"
"?0V Fault-Protected, 250kbps, Fail-Safe RS- 485 Transceiver with ?5kV ESD Protection"
15kV ESD-Protected 60V Fault-Protected 10Mbps Fail-Safe RS-485/J1708 Transceivers
15kV ESD-Protected / 60V Fault-Protected / 10Mbps / Fail-Safe RS-485/J1708 Transceivers
【15kV ESD-Protected, 【60V Fault-Protected, 10Mbps, Fail-Safe RS-485/J1708 Transceivers
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	ACT8502 ACT8502-7 ACT8502-C ACT8502-I ACT8502-S AC	ACT8502 Radiation Hardened & ESD Protected 48-Channel Analog Multiplexer Module
ACT8502 Radiation Hardened & ESD Protected 48-Channel Analog Multiplexer Module
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85%
ACT8502 Radiation Hardened & ESD Protected 48-Channel Analog Multiplexer Module
	AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.

	ISL32374EFBZ ISL32374EFVZ ISL32374EIBZ ISL32374EIV	QUAD, 卤16.5kV ESD Protected, 3.0V to 5.5V, Low Power, RS-422 Transmitters
QUAD, ±16.5kV ESD Protected, 3.0V to 5.5V, Low Power, RS-422 Transmitters
Quad, &#177;16.5kV ESD Protected, 3.0V to 5.5V, Low Power, RS-422 Transmitters; Temperature Range: Full-Range Ind; Package: 16-SOIC
	Intersil Corporation

	MAX3061E MAX3060E MAX3062E MAX3060EEKA-T MAX3062EE	&#177.15kV ESD-Protected.Fail-Safe.20Mbps.锛?r锛?lew-Rate-Limited RS-485/RS-422 Transceivers in a SOT
15kV ESD-Protected, Fail-Safe, 20Mbps, Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT LINE TRANSCEIVER, PDSO8
±.15kV ESD-Protected.Fail-Safe.20Mbps.＜br＞Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT
"?5kV ESD Protected, 20Mbps, Fail-Safe RS-485/RS- 422 Transceivers"
"?5kV ESD Protected, Slew- Rate Limited, 115kbps, Fail-Safe RS-485/RS- 422 Transceivers"
"?5kV ESD Protected, Slew- Rate Limited, 500kbps, Fail-Safe RS-485/RS- 422 Transceivers"
±15kV ESD-Protected, Fail-Safe, 20Mbps,
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ISL4238EIRZ ISL4245EIRZ-T ISL4238E ISL4238EIR ISL4	QFN Packaged, 卤15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown(QFN灏??, 卤15kV ESD ?叉?,  2.7V??5.5V, 10Nanoamp, 250kbps/1Mbps, ?锋????????????S-232?跺???
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors TRIPLE LINE TRANSCEIVER, PQCC32
QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown(QFN封装, ±15kV ESD 防护,  2.7V5.5V, 10Nanoamp, 250kbps/1Mbps, 具有自动断电功能的RS-232收发
QFN Packaged, 5kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/ 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown
QFN Packaged, 【15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/ 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ADM3485EARZ-REEL ADM3485EAR-REEL ADM3485EAR-REEL7 	ESD Protected, EMC Compliant, 3.3V, 12 Mbps, EIA RS-485 Transceiver; Package: SOIC; No of Pins: 8; Temperature Range: Industrial LINE TRANSCEIVER, PDSO8
±15 kV ESD-Protected, 3.3 V,12 Mbps, EIA RS-485/RS-422 Transceiver
	Analog Devices, Inc.
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