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			AFL12005DZHB - 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C DC to DC Converter DC至DC转换 DC to DC Converter DCDC转换 Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器 
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	Part No.	AFL12005DZ/HB AFL12015DW/HB AFL12005DX/HB AFL12005DW/HB AFL12015DZ/HB AFL12015DY/HB AFL12005DW/ES AFL12005DX/ES AFL12005DY/ES AFL12005DZ/ES AFL12015DW/CH AFL12005DW/CH AFL12005DX/CH AFL12005DY/CH AFL12005DZ/CH AFL12015DY/ES AFL12015DY/CH AFL12015DZ/CH AFL12015DW/ES AFL12012DX/ES AFL12012DW/HB AFL12015DX/ES AFL12012DZ/HB AFL12012DZ/CH AFL12012D AFL12015D   

	Description	3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 
 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
DC to DC Converter DC至DC转换
DC to DC Converter DCDC转换
Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器
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						 International Rectifier, Corp. 
 Toshiba, Corp.
TE Connectivity, Ltd.
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 			 Full text search : 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C 3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C DC to DC Converter DC至DC转换 DC to DC Converter DCDC转换 Hi-Rel DC-DC Standard Dual Converter in a AFL package 高可靠性的DC - DC标准在冬季两项包双转换器   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ISL8563E04 ISL8563ECB-T ISL8563ECB ISL8563E 	RS-232/RS-562 Transceiver, 2T/2R,  3V to  5.5V, 250kbps, 15KV ESD (IEC61000), Manual Powerdown with Receivers Active
 /-15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, EIA/TIA-562, EIA/TIA-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	ADM1485 	 5V High Speed, Ultra-Low Power EIA RS-485 Transceiver
	Analog Devices

	CCF-2 	Industrial Power, Flameproof (High Temperature Coating Meets EIA RS-325-A Spec), Small Size, High Power Rating, Excellent High Frequency Characteristics, Low Noise, Low Voltage Coefficient, Tape and Reel Packaging
	Vishay

	ADM488 ADM488AN ADM488AR ADM489 ADM489AN ADM489AR 	Full-Duplex, Low Power, Slew Rate Limited, EIA RS-485 Transceivers
	AD[Analog Devices]

	ADM489A 	5 V, Slew-Rate Limited, Low Power, 250 kbps, Full Duplex EIA RS-485 Transceiver (with DE/RE)
	Analog Devices

	ADM1485JRZ 	 5V High Speed, Ultra-Low Power EIA RS-485 Transceiver LINE TRANSCEIVER, PDSO8
	Analog Devices, Inc.

	2N3904 2N3903 	Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:17ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards
Si-Epitaxial PlanarTransistors 200 mA, 40 V, NPN, Si, SMALL SIGNAL TRANSISTOR, TO-92
	Diotec Elektronische
DIOTEC[Diotec Semiconductor]
Diotec Semiconductor AG

	ADM485 ADM485AN ADM485AQ ADM485AR ADM485JN ADM485J	TRANSISTOR, NFET, 7002, SOT-23 LINE TRANSCEIVER, CDIP8
 5 V Low Power EIA RS-485 Transceiver 5 V低功耗环境影响评估的RS - 485收发
	Analog Devices, Inc.
AD[Analog Devices]

	HYS72D128320GU-6-B HYS64D128320GU-6-B HYS72D128320	Category 6 Termination Kit; For Use With:GigaBIX? Cross-Connect  or Interconnect Systems; Leaded Process Compatible:Yes RoHS Compliant: Yes
184-Pin Unbuffered Dual-In-Line Memory Modules 184引脚缓冲双列内存模组
Patch Panel; No. of Ports:48; Mounting Type:2U; Approval Categories:Meets Category 6  performance; Body Material:Black; Leaded Process Compatible:Yes; Series:GigaFlex PS6  RoHS Compliant: Yes 184引脚缓冲双列内存模组
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:7ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes 184引脚缓冲双列内存模组
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:10ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
CAP 22PF 100V 10% NP0(C0G) SMD-0805 TR-13 PLATED-NI/SN
Category 6 Termination Kit; For Use With:GigaBIX Cross-Connect  or Interconnect Systems; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Infineon Technologies A...
Infineon Technologies AG
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