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			 Related Part Number
	
					PART	Description	Maker
	HG2-AC12V HG3-AC24V HG3-DC24V HG4-AC115V HG4-AC24V	High Capacity Power Relay, 20A POWER/SIGNAL RELAY, DPDT, MOMENTARY, 3600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 5200mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 0.066A (COIL), 24VDC (COIL), 1600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 7600mW (COIL), SOCKET MOUNT
POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 0.013A (COIL), 200VDC (COIL), 2100mW (COIL), SOCKET MOUNT
20 AMP POWER RELAY
	Panasonic, Corp.
PANASONIC CORP
Panasonic Semiconductor

	JQX-141FF2AZ8ADC90.543.3 JQX-141FF2AS5ADC90.543.3 	Relay covers switching capacity from 10A to 16A 接力切换涵盖0A6A条的能力
Relay covers switching capacity from 10A to 16A 接力切换涵盖0A16A条的能力
	DB Lectro Inc.
DB Lectro, Inc.

	A11CSQ24VDC1.5R A11ASP24VDC1.5R A11CSP24VDC1.5R 	Switching capacity up to 30A
	CIT Relay & Switch

	A3F1ACP12VDC1D A3F1ACP12VDC22D A3F1ACP12VDC2D A3F1	Large switching capacity up to 80A
	CIT Relay & Switch

	NT77 NT77AS5DC9V NT77AS10DC12V NT77AS10DC18V NT77A	Super light in weight. / Switching capacity up to 12A.
	DBLECTRO[DB Lectro Inc]

	NG5NADC3V NG5NADC5V NG5NADC9V NG5N NG5NADC12V NG5N	Switching capacity up to 5A. / Low coil power consumption 0.2W.
	DB Lectro Inc.
DBLECTRO[DB Lectro Inc]

	G5Q-1A4-DC24 	A Miniature Power Relay with 1-pole 10A Switching Capacity
	Omron Electronics LLC

	NT75-1AS12DC48V0.415.0 NT75-1AS12DC9V0.725.0 NT75-	Low coil consumption. / Switching capacity up to 16A. 线圈功耗低/交换容量高达16A条
	DB Lectro Inc.
DB Lectro, Inc.

	5SC4 	DC/DC converter Switching power supply High current capacity with Small Package
	TY Semiconductor Co., Ltd

	NG8N1SCDC12V0.80 NG8N NG8N1CDC12V0.80 NG8N1HCDC12V	Switching capacity up to 25A motor lock load. / High performance PCB relay
	DB Lectro Inc.
DBLECTRO[DB Lectro Inc]
DB Lectro, Inc.

	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX22	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
	Matsushita Electric Works(Nais)
AME, Inc.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Nais(Matsushita Electric Wo...
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