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			HM5118160BTTI-6 - Compliant to MIL standard, Ribbon cable connectors; HRS No: 610-0561-4 75; Contact Mating Area Plating: Gold x16 Fast Page Mode DRAM x16快速页面模式的DRAM Compliant to MIL standard, Ribbon cable connectors; HRS No: 610-0203-4 71; Contact Mating Area Plating: Gold 
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	Part No.	HM5118160BTTI-6 HM5118160BLTTI-6 HM5118160BLJI-8 HM5118160BJI-6 HM5118160BJI-7   

	Description	Compliant to MIL standard, Ribbon cable connectors; HRS No: 610-0561-4 75; Contact Mating Area Plating: Gold 
 x16 Fast Page Mode DRAM x16快速页面模式的DRAM
Compliant to MIL standard, Ribbon cable connectors; HRS No: 610-0203-4 71; Contact Mating Area Plating: Gold
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			 Related Part Number
	
					PART	Description	Maker
	HIF3BB-64D-2.54R HIF3BA-64D-2.54R HIF3BA-16D-2.54R	Ribbon Cable connector Compliant with MIL Standard
	Hirose Electric

	HIF3BC-60PA-2.54DSA HIF3BD-64PA-2.54DSA HIF3BA-40P	Ribbon Cable connector Compliant with MIL Standard
	HIROSE[Hirose Electric]

	HIF3BA-14PA-2.54DS HIF3BA-14PA-2.54DSA HIF3BA-26P-	Ribbon Cable connector Compliant with MIL Standard
	Hirose Electric

	HIF3B-14D-2.54R HIF3B-34D-2.54R HIF3B-64D-2.54R HI	Ribbon Cable connector Compliant with MIL Standard
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	W24L11S-70L W24L11S-70LL W24L11T-70LL W24L11 W24L1	128K X 8 High Speed CMOS Static RAM
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:White/Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
TRANS NPN W/RES 210 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDIP32
TRANS NPN W/RES 30 HFE NS-B1 128K X 8 STANDARD SRAM, 70 ns, PDSO32
	WINBOND[Winbond]
Winbond Electronics Corp
Winbond Electronics, Corp.

	PCN10-90S-2.54WA PCN10-90S-2.54WB PCN10-50S-2.54WB	Product Compliant to DIN41612/IEC603-2 Standard 产品符合标准的DIN41612/IEC603-2
KPT 6C 6#20 PIN PLUG
KPT 6C 6#20 SKT PLUG
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:N Jack RoHS Compliant: Yes
CAP 220PF 50V CERAMIC MONO 5%
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
KPT 18C 18#20 SKT PLUG
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
	http://
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	HM511002AZP-7 HM511002AZP-6 HM511002AZP-12 HM51100	Compliant to MIL standard, Ribbon cable connectors; HRS No: 610-0192-0 71; Contact Mating Area Plating: Gold
x1 Static Column Mode DRAM x1静态列模式DRAM
	Infineon Technologies AG

	UPD43256BGW-A12X-9JL UPD43256BGW-A10X-9JL UPD43256	Shielded Paired Cable; Number of Conductors:100; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:50; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
256K-BIT CMOS STATIC RAM 32K-WORD BY 8-BIT EXTENDED TEMPERATURE OPERATION
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
SERVSWITCH DVI KVM       CABLE 3
256K位CMOS静态RAM 32K的字8位扩展工作温
32K X 8 STANDARD SRAM, 85 ns, PDSO28
	NEC Corp.

	MAX1406 MAX1406CPE MAX1406CAE MAX1406CWE MAX1406EA	±15kV ESD-Protected, EMC Compliant, 230kbps, 3 Tx/3 Rx RS-232 IC
15kV ESD-Protected / EMC-Compliant / 230kbps / 3-Tx/3-Rx RS-232 IC
【15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
15kV ESD-Protected EMC-Compliant 230kbps 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant,230kbps, 3-Tx/3-Rx RS-232 IC
±15kV ESD-Protected, EMC-Compliant, 230kbps, 3-Tx/3-Rx RS-232 IC
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors LINE TRANSCEIVER, PDIP16
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	QF5-0-0600-08 	Environment conditions: Corresponding to Vectron MIL standard
	Vectron International, ...

	FMS2011-000-WP FMS2011 FMS2011-000-EB FMS2011-000-	Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
SP6T GaAs Multi-Band GSM Antenna Switch
	FILTRONIC[Filtronic Compound Semiconductors]

	ACT5231 ACT-5231PC-133F22C ACT-5231PC-133F22I ACT-	Circular Connector; MIL SPEC:MIL-DTL-38999 Series II; Body Material:Metal; Series:JT; No. of Contacts:4; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-DTL-38999 Series II; Body Material:Metal; Series:JT; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; No. of Contacts:22; Series:JTP02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle
Circular Connector; No. of Contacts:22; Series:JTP02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:12-35
Circular Connector; MIL SPEC:MIL-DTL-38999 Series II; Body Material:Metal; Series:JT; No. of Contacts:22; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; No. of Contacts:3; Series:JTP02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:12-3
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85%
ACT5231 32-Bit Superscaler Microprocessor
	Aeroflex Inc.
AEROFLEX[Aeroflex Circuit Technology]
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