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			 Related Part Number
	
					PART	Description	Maker
	V5A91FD10 V5A91FA50 V5A91AD50 V5A91AQ50 V5A91AQ10 	SPECIAL PURPOSE NETWORKS & VOLTAGE DIVIDERS
	RCD COMPONENTS INC.

	USVD2-A10M-010-02 	Ultra-Precision Voltage Dividers - 450 Volts to 5 KV
	Caddock Electronics, In...

	USVD2-B2M-025-02 HVD HVD5-A10M-050-05 HVD5-A20M-05	Ultra-Precision Voltage Dividers - 450 Volts to 5 KV
	RHOPOINT[RHOPOINT COMPONENTS]

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	PDG-02B-50SQ 	Analog IC 模拟IC
0° DIVIDERS / COMBINERS
0隆? DIVIDERS / COMBINERS
	OSRAM GmbH
Merrimac Industries, Inc.

	PDG-02B-1005SQ 	Analog Miscellaneous
0° DIVIDERS / COMBINERS
0隆? DIVIDERS / COMBINERS
	Merrimac Industries, Inc.

	VR42050 	POSITIVE VOLTAGE REGULATORS
CONVERTER, DC/DC, 1O/P, 15W, 12V; Power rating:15W; DC/DC Converter O/P type:Single; Voltage, input max:75V dc; Voltage, input min:18V dc; Voltage
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	MC13110AFB MC13110AFTA MC13110BFB MC13110BFTA MC13	CONVERTER, DC/DC, 1O/P, 5W, 3.3V; Power rating:5W; DC/DC Converter O/P type:Single; Voltage, input max:36V; Voltage, input min:9V; Voltage, output
UNIVERSAL CORDLESS TELEPHONE SUBSYSTEM IC
	Motorola, Inc.

	BSR57 BSR56 BSR58 	N-CHANNEL FETS
RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 2:1 Wide Input Voltage Range; 10 Watts
	NXP Semiconductors
Philips Semiconductors

	BSX48 Q60218-X49 BSX49 Q60218-X48 	RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 5V; 4:1 Wide Input Voltage Range; 10 Watts
NPN SILICON PLANAR TRANSISTORS
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	BSP62 BSP60 BSP61 	RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 5V; 2:1 Wide Input Voltage Range; 10 Watts
PNP Silicon Darlington Transistors
	INFINEON[Infineon Technologies AG]
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