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			CA154680PF-10250V - CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED 
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	Part No.	CA154680PF/-10250V CA15210PF/-10160V CA1526.8PF/-1PF160V CA1524.7PF/-1PF160V CA1521000PF/-1063V CA172100PF/-10300V CA1556800PF/-10250V CA154100PF/-1063V CA1546.8PF/-1PF63V   

	Description	CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED 
 CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED


	File Size	187.56K  / 
						1 Page	 
	

						Maker	
						

						 IRC Advanced Film 
 ITT, Corp.
Bel Fuse, Inc.
TE Connectivity, Ltd.
ITT Interconnect Solutions
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 			 Full text search : CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CA154680PF/-10250V CA15210PF/-10160V CA1526.8PF/-1	CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
	IRC Advanced Film
ITT, Corp.
Bel Fuse, Inc.
TE Connectivity, Ltd.
ITT Interconnect Solutions

	29160B910JO0 29160B331JO0 29120B243JO0 29110B823JO	Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: 5%; Series:291; Voltage Rating:4000VDC; Capacitor Dielectric Material:Mica; Termination:Screw; Working Voltage, DC:4000V CAPACITOR, MICA, 0.01 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.0075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.00075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.000075 uF, CHASSIS MOUNT
High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
   High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	CWB201 CWB201CP CWB201CY XCWB201 	Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
100MHz CMOS/DMOS Wideband Quad Analog Switch
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	BCR12KM-14 	Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
MEDIUM POWER USE INSULATED TYPE/ PLANAR PASSIVATION TYPE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	LMU112JC50 LMU112PC50 LMU112 LMU112JC25 LMU112PC25	Silver Mica Capacitor; Capacitance:22pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
12 x 12-bit Parallel Multiplier 12-BIT, DSP-MULTIPLIER, PDIP48
	http://
LODEV[LOGIC Devices Incorporated]
Logic Devices, Inc.

	SFH409-2 Q62702-P1001 Q62702-P1002 Q62702-P860 SFH	From old datasheet system
GaAs Infrared Emitter
Mica Film Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V
CAP MICA 43PF 300V SMD 砷化镓红外发射器
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	CS42L50 CDB42L50 CS42L50-KN 	Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDS; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
	Cirrus Logic, Inc.

	2KBP02 2KBP04 2KBP10 2KBP 2KBP005 2KBP01 2KBP06 2K	800V Bridge in a D-44 package
600V Bridge in a D-44 package
1000V Bridge in a D-44 package
400V Bridge in a D-44 package
200V Bridge in a D-44 package
100V Bridge in a D-44 package
50V Bridge in a D-44 package
Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: /- 1%; Series:CD30; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica
2A single phase rectifier bridge 2A单相整流
	IRF[International Rectifier]
International Rectifier, Corp.

	TQ2-L-12V TQ2-L-3V TQ2-L-4.5V TQ2-L-5V TQ2-L-6V TQ	CONNECTOR ACCESSORY 连接器附
LOW PROFILE 2 FORM C RELAY 低收 Form C继电
LOW PROFILE 2 FORM C RELAY 低收2 Form C继电
Silver Mica Capacitor; Capacitance:220pF; Capacitance Tolerance: /- 5%; Series:CD5; Voltage Rating:50VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: /- 2%; Series:CD5; Voltage Rating:50VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	YEONHO Electronics Co., Ltd.
Panasonic, Corp.
Advanced Analogic Technologies, Inc.
NAIS[Nais(Matsushita Electric Works)]
ETC
Matsushita Electric Works(Nais)

	2KBB10 2KBB100 2KBB20 2KBB80 2KBB 2KBB05 2KBB40 2K	   1.9A single phase rectifier bridge
800V Bridge in a D-37 package
600V Bridge in a D-37 package
400V Bridge in a D-37 package
1000V Bridge in a D-37 package
100V Bridge in a D-37 package
50V Bridge in a D-37 package
200V Bridge in a D-37 package
2KBB SERIES 1.9A single phase rectifier bridge
From old datasheet system
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: 5%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
Silver Mica Capacitor; Capacitance:25000pF; Capacitance Tolerance: /- 2%; Series:CD30; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1.9A单相整流
	IRF[International Rectifier]
International Rectifier, Corp.

	TB03009015KVP1600PF/-10R85 TB03009015KVP1600PF/-5R	CAPACITOR, CERAMIC, 0.0016 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.001 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00016 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0001 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0006 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0005 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0005 uF, STUD MOUNT
	Vishay Intertechnology, Inc.

	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM
IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Microchip Technology, Inc.
Microchip Technology Inc.
http://
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