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			 Related Part Number
	
					PART	Description	Maker
	MAX690TCSA MAX802S MAX802SESA MAX690TCPA MAX704RCP	3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, CDIP8
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDIP8
3.0V/3.3V Microprocessor Supervisory Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP8
CACOMB 47C 40#16 7#12 SKT RECP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
CA02COME36A35SBF80F0
CANCA02COME36-7PBF80F0
CANCA02COME36A35SBF80
Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125
Octal Buffers And Line Drivers With 3-State Outputs 20-LCCC -55 to 125
From old datasheet system
POWER SUPPLY SUPERVISOR,CMOS,SOP,8PIN,PLASTIC
µP Reset IC with Watchdog and Battery Switchover
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 2.625V. Active-low reset. Manual reset input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-high reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -2%. Power-fail comparator. Reset window  -2%
3.0V or 3.3V microprocessor supervisory circuit. Reset threshold 3.075V. Active-low reset. Watchdog input. Backup-battery switch. Power-fail threshold accuracy  -4%. Power-fail comparator. Reset window  -75mV
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products Inc
MAXIM - Dallas Semiconductor

	MAX4834 MAX4833 MAX4835 MAX4834ETT18C-T MAX4834ETT	2.5 V, reset timeout: 1800 ms, 250 mA LDO linear regulator with current-limiting switch
3.3 V, reset timeout: 225 ms, 250 mA LDO linear regulator with current-limiting switch
3.3 V, reset timeout: 3.75 ms, 250 mA LDO linear regulator with current-limiting switch
2.5 V FIXED POSITIVE LDO REGULATOR, 0.165 V DROPOUT, PDSO6
2.8 V FIXED POSITIVE LDO REGULATOR, 0.165 V DROPOUT, DSO6
250mA LDO Linear Regulators with Current-Limiting Switch
3.3 V,  250 mA LDO linear regulator with current-limiting switch
3.3 V, reset timeout: 30 ms, 250 mA LDO linear regulator with current-limiting switch
3.3 V, reset timeout: 1800 ms, 250 mA LDO linear regulator with current-limiting switch
	MAXIM INTEGRATED PRODUCTS INC
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ASM811SEUS ASM811TEUS ASM811 ASM812 ASM812TEUS ASM	4 Pin P Voltage Supervisor with Manual Reset 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
4 Pin P Voltage Supervisor with Manual Reset 4引脚P的电压监控，带有手动复位
4 Pin µP Voltage Supervisor with Manual Reset
Low Power CPU Supervisors
From old datasheet system
4.38 V,  4 pin mP supervisor with manual reset
2.93 V,  4 pin mP supervisor with manual reset
4 V,  4 pin mP supervisor with manual reset
3.08 V,  4 pin mP supervisor with manual reset
2.63 V,  4 pin mP supervisor with manual reset
4.63 V,  4 pin mP supervisor with manual reset
	Alliance Semiconductor Corp...
Alliance Semiconductor, Corp.
ETC[ETC]
ALSC[Alliance Semiconductor Corporation]

	PCA9546 PCA9546_1 	4-channel I 2 C switch with reset
From old datasheet system
	Philips

	M62021P M62021FP M62021L 	System Reset IC with Switch for Memory Backup
	RENESAS[Renesas Electronics Corporation]

	S24023SAT S24023SBT S24023S2.7 S24023S2.7T S24023S	Precision RESET Controller and 4K I2C Memory With Both RESET and RESET Outputs
	Summit Microelectronics, In...
SUMMIT[Summit Microelectronics, Inc.]

	MAX6314US25D1-T MAX6314US25D2-T MAX6314US25D3-T MA	68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 1120ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 1ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.93V. Reset timeout period(min) 1120ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1120ms.
68HC11/Bidirectional-Compatible 渭P Reset Circuit
68HC11/Bidirectional-Compatible P Reset Circuit
DIODE SWITCHING DUAL SERIES 75V 215mA-Io 150mW 3000ns-trr SOT-523 3K/REEL
68HC11/Bidirectional-Compatible レP Reset Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 20ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 3.08V. Reset timeout period(min) 140ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 3.50V. Reset timeout period(min) 140ms.
68H11/bidirectional-compatible microprocessor reset circuit. Reset threshold(nom) 4.39V. Reset timeout period(min) 140ms.
   68HC11/Bidirectional-Compatible μP Reset Circuit
	MAXIM - Dallas Semiconductor
http://
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	PCA9545APWTE4 	4-CHANNEL I2C AND SMBus SWITCH WITH INTERRUPT LOGIC AND RESET FUNCTIONS
	http://

	AME8500AEETBF29 AME8500AEETDD46 AME8500BEETDD46 AM	Reset time: 210mS; micropower uP reset device
Reset time: 30mS; micropower uP reset device
Reset time: 1.5mS; micropower uP reset device
Reset time: 150mS; micropower uP reset device
	AME

	364TG 364B 364UYL 364UOL 364PG 364UB 364G 	Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
Surface Mount Chip LEDs
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit 表面贴装芯片LED
	Electronic Theatre Controls, Inc.

	PCA9545ABS PCA9545APW 	4-channel I2C switch with interrupt logic and reset
   4-channel I2C switch with interrupt logic and reset
	NXP Semiconductors
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