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			 Related Part Number
	
					PART	Description	Maker
	DS1821 MAX6625RMTT MAX6642YATT98 MAX6628MTAT MAX66	Programmable Digital Thermostat and Thermometer 可编程数字温控器和温度计
9-Bit/12-Bit Temperature Sensors with I<sup>2</sup>C-Compatible Serial Interface in a SOT23
&#177;1&deg;C, SMBus-Compatible Remote/Local Temperature Sensor with Overtemperature Alarm DIGITAL TEMP SENSOR-SERIAL, 10BIT(s), 1Cel, SQUARE, SURFACE MOUNT
Remote &#177;1&deg;C Accurate Digital Temperature Sensors with SPI-Compatible Serial Interface DIGITAL TEMP SENSOR-SERIAL, 12BIT(s), 5.50Cel, RECTANGULAR, SURFACE MOUNT
2-Channel Temperature Monitor with Dual Automatic PWM Fan-Speed Controller and Five GPIOs DIGITAL TEMP SENSOR-SERIAL
Low-Cost, 2.7V to 5.5V, Analog Temperature Sensor Switches in a SOT23 DIGITAL TEMP SENSOR-SINGLE TRIP POINT, 1.50Cel, RECTANGULAR, SURFACE MOUNT
DIGITAL TEMP SENSOR-SERIAL, 8BIT(s), 3Cel, RECTANGULAR, SURFACE MOUNT
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	SKL13B 	1.0 AMP. Surface Mount Low VF Schottky Barrier Rectifiers
	Taiwan Semiconductor Company, Ltd

	CMSH1-20ML CMSH1-40ML CMSH1-20ML10 	SURFACE MOUNT LOW VF SILICON SCHOTTKY RECTIFIER 1 AMP, 20 AND 40 VOLTS
	Central Semiconductor Corp

	CMSH2-20L CMSH2-20L10 CMSH2-40L 	SURFACE MOUNT LOW VF SILICON SCHOTTKY RECTIFIER 2 AMP, 20 AND 40 VOLTS
	Central Semiconductor Corp

	DR331-2-152 DR331-2-105 DR331-2-102 DR331-2-222 DR	DR331-2 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 1.5&#181;H. Rated Current 2.8 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 6.60mm x 4.45mm x 2.92mm.
DR331-2 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 1000&#181;H. Rated Current 0.07 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 6.60mm x 4.45mm x 2.92mm.
DR331-2 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 1.0&#181;H. Rated Current 2.9 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 6.60mm x 4.45mm x 2.92mm.
DR331-2 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 2.2&#181;H. Rated Current 2.4 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 6.60mm x 4.45mm x 2.92mm.
DR331-2 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 22&#181;H. Rated Current 0.80 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 6.60mm x 4.45mm x 2.92mm.
1 ELEMENT, 10 uH, GENERAL PURPOSE INDUCTOR, SMD
	DATATRONIC DISTRIBUTION INC

	CRL1206-FU-R0107ELF CRL1206-FU-R0127ELF CRL1206-FU	RESISTOR, 0.25 W, 1 %, 600 ppm, 0.0107 ohm, SURFACE MOUNT, 1206 CHIP
RESISTOR, 0.25 W, 1 %, 600 ppm, 0.0127 ohm, SURFACE MOUNT, 1206 CHIP
RESISTOR, 0.25 W, 1 %, 600 ppm, 0.0147 ohm, SURFACE MOUNT, 1206 CHIP
RESISTOR, 0.25 W, 1 %, 600 ppm, 0.0178 ohm, SURFACE MOUNT, 1206 CHIP
RESISTOR, 0.25 W, 1 %, 600 ppm, 0.0187 ohm, SURFACE MOUNT, 1206 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0107 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0127 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0137 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0147 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0174 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 0.5 W, 1 %, 600 ppm, 0.0187 ohm, SURFACE MOUNT, 2010 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0107 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0127 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0137 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0147 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0174 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0178 ohm, SURFACE MOUNT, 2512 CHIP
RESISTOR, 1 W, 1 %, 600 ppm, 0.0187 ohm, SURFACE MOUNT, 2512 CHIP
SMD Chip Resistors 0.13ohm 1% RESISTOR, 0.25 W, 1 %, 200 ppm, 0.13 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.1 W, 1 %, 200 ppm, 0.13 ohm, SURFACE MOUNT, 0603
CHIP RESISTOR - Low Value RESISTOR, 1 W, 1 %, 200 ppm, 0.13 ohm, SURFACE MOUNT, 2512
CHIP RESISTOR - Low Value RESISTOR, 0.125 W, 1 %, 200 ppm, 0.13 ohm, SURFACE MOUNT, 0805
SMD Chip Resistors 6.2ohm 5% RESISTOR, 1 W, 5 %, 200 ppm, 6.2 ohm, SURFACE MOUNT, 2512
SMD Chip Resistors 0.13ohm 5% RESISTOR, 0.25 W, 5 %, 200 ppm, 0.13 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.5 W, 5 %, 200 ppm, 6.2 ohm, SURFACE MOUNT, 2010
SMD Chip Resistors 0.62ohm 1% 1/10watt RESISTOR, 0.1 W, 1 %, 200 ppm, 0.62 ohm, SURFACE MOUNT, 0603
CHIP RESISTOR - Low Value RESISTOR, 0.25 W, 5 %, 200 ppm, 0.056 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.25 W, 5 %, 200 ppm, 9.1 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.5 W, 1 %, 200 ppm, 0.62 ohm, SURFACE MOUNT, 2010
CHIP RESISTOR - Low Value RESISTOR, 0.1 W, 5 %, 200 ppm, 8.2 ohm, SURFACE MOUNT, 0603
CHIP RESISTOR - Low Value RESISTOR, 0.1 W, 5 %, 200 ppm, 0.11 ohm, SURFACE MOUNT, 0603
CHIP RESISTOR - Low Value RESISTOR, 0.25 W, 1 %, 200 ppm, 2.21 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.25 W, 5 %, 200 ppm, 0.36 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 1 W, 5 %, 200 ppm, 0.36 ohm, SURFACE MOUNT, 2512
CHIP RESISTOR - Low Value RESISTOR, 0.1 W, 5 %, 200 ppm, 4.3 ohm, SURFACE MOUNT, 0603
CHIP RESISTOR - Low Value RESISTOR, 0.25 W, 5 %, 200 ppm, 0.11 ohm, SURFACE MOUNT, 1206
SMD Chip Resistors 0.082ohm 5% RESISTOR, 0.25 W, 5 %, 200 ppm, 0.082 ohm, SURFACE MOUNT, 1206
CHIP RESISTOR - Low Value RESISTOR, 0.1 W, 1 %, 200 ppm, 0.11 ohm, SURFACE MOUNT, 0603
SMD Chip Resistors 0.11ohm 5% RESISTOR, 1 W, 5 %, 200 ppm, 0.11 ohm, SURFACE MOUNT, 2512
	Bourns, Inc.

	DR331-1-103 DR331-1-102 42-331-1-223 42-331-1-684 	DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 10&#181;H. Rated Current 3.9 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 1.0&#181;H. Rated Current 6.8 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 680 uH, GENERAL PURPOSE INDUCTOR, SMD
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 22&#181;H. Rated Current 2.7 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 15&#181;H. Rated Current 3.1 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 33&#181;H. Rated Current 2.1 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 100&#181;H. Rated Current 1.3 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
1 ELEMENT, 3.3 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 6.8 uH, GENERAL PURPOSE INDUCTOR, SMD
DR331-1 Series Unshielded SMD Inductor; Low Profile Surface Mount Design. Inductance 68&#181;H. Rated Current 1.5 Amps. Operating Temp. -40&#176;C to  85&#176;C. Size: 12.95mm x 9.40mm x 5.21mm.
	DATATRONIC DISTRIBUTION INC

	90814-3924 90814-3622 90814-0904 90814-3608 90814-	P&apos;FLEX SMT H&apos;R HI-TEMP W PEGS AU 24CKT 24 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P&apos;FLEX SMT H&apos;R HI-TEMP NO PEGS AU 22CKT 22 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
PICOFLEX SMT HEADER 4 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P&apos;FLEX SMT H&apos;R HI-TEMP NO PEGS AU 8 CKT 8 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P&apos;FLEX SMT H&apos;R HI-TEMP NO PEGS AU 26CKT 26 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P&apos;FLEX SMT H&apos;R HI-TEMP NO PEGS AU 10CKT 10 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P&apos;FLEX SMT H&apos;R HI-TEMP W PEGS AU 10CKT 10 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
P/FLEX SMT H/R W/O PEGS 26 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT
Header; Number of Contacts:8; Pitch Spacing:1.27mm; Number of Rows:1; Series:Picoflex; Connector Body Material:Nylon; Mounting Type:PC Board; Terminal Type:Surface Mount; External Width:8.89mm
Header; Number of Contacts:10; Pitch Spacing:1.27mm; Number of Rows:1; Series:Picoflex; Connector Body Material:Nylon; Mounting Type:PC Board; Terminal Type:Surface Mount; External Width:11.43mm
	Molex, Inc.
TE Connectivity, Ltd.
MOLEX INC

	SCD32-15 	3.0 AMP Surface Mount Schottky Barrier Rectifiers
VOLTAGE 20V ~ 60V 3.0 AMP Surface Mount Schottky Barrier Rectifiers
	SeCoS Halbleitertechnol...

	WSL1206R1000FEA18 WSL12061L000FTB18 VISHAYDALE-WSL	Metal Strip/Wire Resistor, RESISTOR, CURRENT SENSE, METAL STRIP, 0.5 W, 1 %, 75 ppm, 0.1 ohm, SURFACE MOUNT, 1206, CHIP, GREEN
RES METAL STRP 1206 1M OHM 1% 1/2W  275PPM/ C SMD - Tape and Reel
Power Metal Strip Resistors, High Power Low Value, Surface Mount
Power Metal Strip Resistors, High Power (2 x Standard WSL), Low Value (Down to 0.0005 Ohm), Surface Mount
Power Metal Strip? Resistors, High Power (2 x Standard WSL), Low Value (Down to 0.0005 ?, Surface Mount
Power Metal Strip? Resistors, High Power (2 x Standard WSL), Low Value (Down to 0.0005 Ohm), Surface Mount
Power Metal Strip? Resistors, High Power (2 x Standard WSL) Low Value Surface Mount
   Power Metal Strip Resistors, High Power Low Value, Surface Mount
	Vishay Dale
Vishay Siliconix

	FS3K FS3J FS3M FS3A FS3B FS3C FS3D FS3G 	SURFACE MOUNT SUPER FAST RECTIFERS
3 Amp. Surface Mounted Glass Passivated Rectifier
	List of Unclassifed Manufacturers
ETC[ETC]

	HSMF-A222-A00J1 HSMF-A331-A00J1 HSMF-A228-A00J1 HS	HSMF-A222-A00J1 · Surface Mount LED Indicator
HSMF-A331-A00J1 · Surface Mount LED Indicator
HSMF-A228-A00J1 · Surface Mount LED Indicator
HSMF-A205-A00J1 · Surface Mount LED Indicator
HSMF-A204-A00J1 · Surface Mount LED Indicator
HSMF-A201-A00J1 · Surface Mount LED Indicator
HSMF-A301-A00J1 · Surface Mount LED Indicator
HSMF-A202-A00J1 · Surface Mount LED Indicator
HSMF-A203-A00J1 · Surface Mount LED Indicator
HSMF-A211-A00J1 · Surface Mount LED Indicator
HSMF-A341-A00J1 · Surface Mount LED Indicator
HSMF-A212-A00J1 · Surface Mount LED Indicator
HSMF-A227-A00J1 · Surface Mount LED Indicator
HSMF-A332-A00J1 · Surface Mount LED Indicator
HSMF-A206-A00J1 · Surface Mount LED Indicator
HSMF-A342-A00J1 · Surface Mount LED Indicator
	Agilent (Hewlett-Packard)
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