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			 Related Part Number
	
					PART	Description	Maker
	RP60-483.3SE RP60-1205DE RP60-1205SE RP60-1212DE R	60 Watt Single, Dual & Positive Dual Output
D-Subminiature Connector; Gender:Male; No. of Contacts:51; Contact Termination:Solder; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Jackpost; Peak Reflow Compatible (260 C):No RoHS Compliant: No
60 Watt Single, Dual & Positive Dual Output
	RECOM Power Inc.
RECOM[Recom International Power]

	RY-0515SCP RY-0512SCP RY-0505SCP RY-2415SCP RY-050	ELECTRICAL OUTLET CONNECTOR RoHS Compliant: Yes 1瓦特SIP7
LOCKING MALE PLUG NEMA L6-15P RoHS Compliant: Yes 1瓦特SIP7
1 Watt SIP7 Single & Dual Output 1瓦特SIP7
CAP CER 680PF 25V 0402 LOW DIST
1 Watt SIP7 Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	REC7.5-483.3SRW_AM REC7.5-2405DRW_AM REC7.5-2405SR	7.5 Watt 7.5 Watt Single Dual Output 7.5瓦特7.5瓦双输出
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	R05P3.3S R05P3.3D_P R05P3.3S_P R09P3.3S R09P3.3D_P	1 Watt SIP 7 Single & Dual Output 1瓦特的SIP 7
1 Watt SIP 7 Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP75-482.5S RP75-483.3S RP75-481.8S RP75-4805S RP7	75 Watt Isolated Single &  Dual Output
75 Watt Isolated Single & Dual Output 75瓦特的隔离单
75 Watt Isolated Single &  Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP10-4815SEW RP10-2405DEW RP10-2405SEW RP10-2412DE	10 Watt 2inch x 1inch Package Single & Dual Output 10瓦特2寸x 1inch包单
10 Watt 2inch x 1inch Package Single & Dual Output
	RECOM Electronic GmbH
RECOM[Recom International Power]

	REC5-123.3SRWH4 REC5-483.3SRWZ_H6 REC5-1205SRW_H4 	5 Watt DIP24 / SMD Single & Dual Output 5瓦特DIP24 /贴片
COAXIAL TEST S RoHS Compliant: Yes 5瓦特DIP24 /贴片
Standoff; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
5 Watt DIP24 / SMD Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	FRD4812 FRD515 FRD512 FRD FRD1212 FRD1215 FRD2412 	2-OUTPUT 5 W DC-DC REG PWR SUPPLY MODULE
DUAL OUTPUT/ 5 WATT
DUAL OUTPUT, 5 WATT 双输出，5瓦特
	POWER-ONE INC
POWER-ONE[Power-One]
Switchcraft, Inc.

	RO-0515S RO-3.31.8SP RE-123.3S RE-3.33.3SP RE-0505	Low-Voltage Reference 1瓦特学校改善工程
Versatile Miniature Switch, High Performance 1瓦特学校改善工程
1 Watt SIP4 & SIP7 Single Output 1瓦特学校改善工程
16-Bit, 200 kSPS, Serial I/O A/D Converter; Package: SOIC - Wide; No of Pins: 20; Temperature Range: Industrial
Dual-Power MOSFET Driver (Inverting)
1 Watt SIP4 & SIP7 Single Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	PM534CE PM542CE PM545CE PM537CE PM597CE PM500CE PM	2-OUTPUT AC-DC REG PWR SUPPLY MODULE
Single, dual and triple output 1 to 10.5 Watt AC/DC encapsulated modules
	ARTESYN[Artesyn Technologies]

	REC5-123.3SRWH1AMSMD REC5-123.3DRWH3 REC5-123.3DRW	5 Watt DIP24 & SMD Single & Dual Output
5 Watt DIP24 & SMD Single & Dual Output 5瓦特DIP24
	RECOM Power Inc.
RECOM Electronic GmbH
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