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			 Related Part Number
	
					PART	Description	Maker
	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	ABC-20-R ABC-1-12-R ABC-1-R ABC-10-R ABC-10A ABC-1	Cartridge Fuse; Current Rating:20A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm; Packaging:Bulk; Series:ABC RoHS Compliant: Yes
1/4 x 1 1/4 Fast-Acting Ceramic Tube Fuses
	COOPER INDUSTRIES
Cooper Bussmann, Inc.

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	S506-3.15-R S500-100-R COOPERINDUSTRIES-S506-V-630	FUSE, ANTISURGE 3.15A TIME DELAY BLOW ELECTRIC FUSE, 3.15A, 250VAC, 35A (IR), INLINE/HOLDER
FUSE, QUICK BLOW 10
Cartridge Fuse; Current Rating:3.15A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
FAST BLOW ELECTRIC FUSE, 0.2A, 250VAC, 35A (IR), THROUGH HOLE
Cartridge Fuse; Current Rating:6.3A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S506
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	0154003.DR 0154.062DRL 0154.062DRTL 0154.080DRTL 0	NANO2? > 154 OMNI-BLOK? Fuse and Holder Combination
154/154T/154L/154TL Series OMNI-BLOK? Fuse and Holder Assembly
Easy fuse replacement Miniature size Wide operating temperature range
	Littelfuse

	STD4NA40 STD4NA40-T4 STD4NA40-1 	N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
TRANSISTOR | MOSFET | N-CHANNEL | 400V V(BR)DSS | 3.3A I(D) | TO-251
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	225125 225100 25508080001 239250P 250R120 229350 2	2AG Fast-Acting Fuse
Insulating Nuts for CF8 Fuse
5 x 20 mm Time Lag Fuse (Slo-Blo) Fuse
POLYFUSE Resettable PTCs Radial Leaded
2AG Slo-Blo Fuse
Battery Clamp for CF8 Fuse Rated 58V
SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY
	AZDISPLAYS
LITTELFUSE[Littelfuse]

	F0402G0R15FNTR F0402G0R10FNTR F0402G0R20FNTR F0402	ELECTRIC FUSE, 0.15A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.1A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.2A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.075A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.125A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.062A, 32VAC, 32VDC, SURFACE MOUNT
ELECTRIC FUSE, 0.05A, 32VAC, 32VDC, SURFACE MOUNT
PC Board Fuse; Current Rating:0.25A; Voltage Rating:63V; Fuse Terminals:SMT Caps; Leaded Process Compatible:No; Package/Case:1206; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Series:F1206; Voltage Rating:63V RoHS Compliant: No
PC Board Fuse; Current Rating:2A; Voltage Rating:63V; Fuse Terminals:SMT Caps; Leaded Process Compatible:No; Package/Case:1206; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Series:F1206; Voltage Rating:63V RoHS Compliant: No
	AVX, Corp.
AVX CORP

	STK13C68-C25 STK13C68-5S25 STK13C68-5S45 STK13C68-	FUSE 5A SLO-BLO PICO
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:200uA
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:50uA
PC Board Fuse; Current Rating:250mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PC Board Fuse; Current Rating:375mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Cartridge Fuse; Current Rating:0.062A; Voltage Rating:125V; Fuse Type:Very Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:125V RoHS Compliant: No
NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
	Microchip Technology, Inc.
Electronic Theatre Controls, Inc.

	TVSS-5 SS-5-1A-AP1 SS-5-2.5A-BK1 SS-5-2.5A-AP SS-5	TIME DELAY BLOW ELECTRIC FUSE, 1A, 250VAC, 35A (IR), THROUGH HOLE ROHS COMPLIANT
TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 250VAC, 35A (IR), THROUGH HOLE
PC Board Fuse; Current Rating:400mA-6.3A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Time Delay; Interrupting Current Max:35A; Packaging:Bulk; Voltage Rating:250V RoHS Compliant: Yes
Subminiature Fuses
Subminiature Fuses SS-5 Series, Time-Delay
	Cooper Bussmann, Inc.
COOPER INDUSTRIES
List of Unclassifed Man...

	Z85C30-10BUA Z85C30-10DC Z85C30-10BQA AM85C30-8/BQ	16MHZ, MLF, IND TEMP, GREEN(MCU AVR)
16MHZ, PDIP, IND TEMP, GREEN(MCU AVR)
16MHZ, MLF, IND TEMP, 5V(MCU AVR)
16MHZ, MLF, IND TEMP, GREEN, 5V(MCU AVR)
16MHZ, MLF, IND TEMP(MCU AVR)
16MHZ, TQFP, IND TEMP, GREEN, 5V(MCU AVR)
Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 RoHS Compliant: Yes
ATMEGA644V-10PU & AT86RF230-ZU(AVRZLINK)
Communications Controller 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:229 通信控制
Cartridge Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:225 通信控制
16MHZ, TQFP, IND TEMP, 5V(MCU AVR) 通信控制
16MHZ, TQFP, IND TEMP, GREEN(MCU AVR) 通信控制
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Electronic Theatre Controls, Inc.
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