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			 Related Part Number
	
					PART	Description	Maker
	V54C365164VD 	HIGH PERFORMANCE 225/200/166/143 MHz 3.3 VOLT 4M X 16 SYNCHRONOUS DRAM 4 BANKS X 1Mbit X 16
	Mosel Vitelic Corp

	ATF1508AS ATF1508AS-10AC100 ATF1508AS-10JC84 ATF15	High performance EE PLD, 100MHz
High Performance E2 PLD
High performance EE PLD, 166.7MHz
	ATMEL[ATMEL Corporation]

	EMS23CHA-166.000M 	OSCILLATORS 100PPM -20 70 3.3V 4 166.000MHZ TS CMOS 3.2X5 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 166 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.

	EC2725ETTTS-166.000M 	OSCILLATORS 25PPM -40 85 2.5V 4 166.000MHZ TS CMOS 5X7MM 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 166 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.

	EMS13CHA-166.000M 	OSCILLATORS 100PPM -20 70 3.3V 4 166.000MHZ TS CMOS 5X7 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 166 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.

	2N6071ATG 	Sensitive Gate Triacs 200 V, 4 A, 4 QUADRANT LOGIC LEVEL TRIAC, TO-225
	ON Semiconductor

	AMC-136SMA AM-136PIN 	High Performance Amplifier, 20 dB Gain, 10 - 200 MHz
10-200 MHz, high performance amplifier, 20 dB gain
	Tyco Electronics
MA-Com

	NHP-250 	High Pass Filter 50Ω 225 to 3000 MHz
High Pass Filter 50惟 225 to 3000 MHz
High Pass Filter 50ヘ 225 to 3000 MHz
	Mini-Circuits

	HLMA-QG00-S0011 HLMA-QG00-S0021 HLMA-QG00-TV000 HL	HLMA-QG00-S0011 · Subminiature High Performance AS AlInGaP Red LED Lamps, Gull Wing, 7 inch reel
HLMA-QG00-S0021 · Subminiature High Performance AS AlInGaP Red LED Lamps
HLMA-QG00-TV000 · Subminiature High Performance AS AlInGaP Red LED Lamps
HLMT-QG00-T0000 · Subminiature High Performance TS AlInGaP Red LED Lamps
HLMA-QH00-T0011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-UV000 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-UV011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QJ00-S0000 · Subminiature High Performance AS AlInGaP Orange LED Lamps
HLMA-PL00-PRR11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PL00-PRX11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-TU011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-TUK31 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PJ00-N0000 · Subminiature AlInGaP Lamps
HLMA-PL00-QRX11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-UVR11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PF00-N0000 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PG00-N0011 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PG00-P0000 · Subminiature High Performance TS AlInGaP Red LED Lamps
HLMT-PG00-P0031 · Subminiature High Performance TS AlInGaP Red LED Lamps
HLMA-QL00-S0011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-S0012 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-S0021 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-S0031 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-S0034 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-TVB11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-TVK11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QH00-S0011 · Subminiature High Performance AS AlInGaP Red Orange LED Lamps, Gull Wing, 7 inch Reel
HLMA-QH00-S0012 · Subminiature High Performance AS AlInGaP Red Orange LED Lamps, Gull Wing, Bulk
HLMA-QH00-S0021 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QH00-S0031 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QH00-UW011 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QH00-T0011 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QH00-T0021 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QH00-T0031 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QH00-WX000 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QH00-WX011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QL00-UWB11 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PH00-N0011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PH00-N0014 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PL00-N0011 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PL00-N0012 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PL00-N0021 · Subminiature High Performance AlInGaP LED Lamps
HLMA-PL00-N0031 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PH00-P0011 · Subminiature High Performance TS AlInGaP Red Orange LED Lamps
HLMT-PH00-P0012 · Subminiature High Performance TS AlInGaP Red Orange LED Lamps
HLMT-PH00-P0021 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PH00-P0022 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PL00-P0W11 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PL00-P0W12 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PL00-P0W22 · Subminiature High Performance AlInGaP LED Lamps
HLMT-PL00-P0W31 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QL00-T0011 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QL00-T0021 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QL00-T0024 · Subminiature High Performance AlInGaP LED Lamps
HLMT-QL00-T0031 · Subminiature High Performance AlInGaP LED Lamps
HLMA-QF00-S0000 · Subminiature High Performance AS AlInGaP Red LED Lamps
	Agilent (Hewlett-Packard)

	ATF1516AS-10UC192 ATF1516AS-15UC192 ATF1516ASL-20U	High performance EE-based CPDL, 70 MHz
High performance EE-based CPDL, 100 MHz
High Performance EE-Based CPLD EE PLD, 20 ns, PPGA192
High Performance EE-Based CPLD EE PLD, 20 ns, PQFP160
ER 4C 4#8 SKT RECP LINE
320 x 240 pixel format, LED or CFL Backlight
OSC 5V SMT 7X5 CMOS PROGRM
KVM INTERCONNECT MODULE CABLE
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]

	M38030F2L-XXXHP M38030F2L-XXXKP M38030F2L-XXXSP M3	256 Kbit (32K x 8) nvSRAM;  Organization:  32Kb x 8;  Vcc (V):  2.7 to 3.6 V;  Density:  256 Kb;  Package:  SOIC
3.3V Zero Delay Clock Buffer;  Voltage (V):  3.3 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  5;  Operating Range:  0 to 70 C
256K (32K x 8) Static RAM;  Density:  256 Kb;  Organization:  32Kb x 8;  Vcc (V):  4.50 to 5.50 V;
Three-PLL General Purpose FLASH Programmable Clock Generator;  Voltage (V):  3.3 V;  Input Range:  1 MHz to 166 MHz;  Output Range:  1 MHz to 200 MHz;  Outputs:  6
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  256;  Vcc (V):  3.3;  fMax (MHz):  66;  tPD (ns):  12
8-Mbit (512K x 16) Static RAM;  Density:  8 Mb;  Organization:  512Kb x 16;  Vcc (V):  2.20 to 3.60 V;
9-Mbit (256K x 36/512K x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  9 Mb;  Organization:  512Kb x 18;  Vcc (V):  3.1 to 3.6 V
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  9 Mb;  Organization:  512Kb x 18;  Vcc (V):  3.1 to 3.6 V
18-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  1.7 to 1.9 V
Four Output PCI-X and General Purpose Buffer;  Voltage (V):  3.3 V;  Frequency Range:  0 MHz to 140 MHz;  Outputs:  4;  Operating Range:  0 to 70 C
18-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  1.7 to 1.9 V
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  9 Mb;  Organization:  512Kb x 18;  Vcc (V):  3.1 to 3.6 V
9-Mbit (256K x 36/512K x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  9 Mb;  Organization:  512Kb x 18;  Vcc (V):  2.4 to 2.6 V
4-Mbit (512K x 8) Static RAM;  Density:  4 Mb;  Organization:  512Kb x 8;  Vcc (V):  4.50 to 5.50 V;
4-Mbit (256K x 16) Static RAM;  Density:  4 Mb;  Organization:  256Kb x 16;  Vcc (V):  2.20 to 3.60 V;
64K x 16 Static RAM;  Density:  1 Mb;  Organization:  64Kb x 16;  Vcc (V):  3.0 to 3.6 V;
1-Mbit (64K x 16) Static RAM;  Density:  1 Mb;  Organization:  64Kb x 16;  Vcc (V):  4.5 to 5.5 V;
9-Mbit (256K x 36/512K x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  3.1 to 3.6 V
1-Mbit (64K x 16) Static RAM;  Density:  1 Mb;  Organization:  64Kb x 16;  Vcc (V):  3.0 to 3.6 V;
4 Mbit (512K x 8/256K x 16) nvSRAM;  Organization:  512Kb x 8;  Vcc (V):  2.7 to 3.6 V;  Density:  4 Mb;  Package:  TSOP
4 Mbit (512K x 8/256K x 16) nvSRAM;  Organization:  256Kb x 16;  Vcc (V):  2.7 to 3.6 V;  Density:  4 Mb;  Package:  TSOP
16-Mbit (1M x 16 / 2M x 8) Static RAM;  Density:  16 Mb;  Organization:  1Mb x 16;  Vcc (V):  4.50 to 5.50 V;
4K x 16/18 and 8K x 16/18 Dual-Port Static RAM with SEM, INT, BUSY;  Density:  128 Kb;  Organization:  8Kb x 16;  Vcc (V):  4.5 to 5.5 V;  Speed:  35 ns
9-Mbit (256K x 36/512K x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  3.1 to 3.6 V
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  3.1 to 3.6 V
9-Mbit (256K x 36/512K x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  2.4 to 2.6 V
9-Mbit (256K x 36/512K x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  9 Mb;  Organization:  512Kb x 18;  Vcc (V):  3.1 to 3.6 V
8-Mbit (512K x 16) Static RAM;  Density:  8 Mb;  Organization:  512Kb x 16;  Vcc (V):  4.50 to 5.50 V;
9-Mbit (256K x 36/512K x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  3.1 to 3.6 V
256K x 16 Static RAM;  Density:  4 Mb;  Organization:  256Kb x 16;  Vcc (V):  4.5 to 5.5 V;
9-Mbit (256K x 36/512K x 18) Pipelined DCD Sync SRAM;  Architecture:  Standard Sync, Pipeline DCD;  Density:  9 Mb;  Organization:  256Kb x 36;  Vcc (V):  3.1 to 3.6 V
4-Mbit (256K x 16) Static RAM;  Density:  4 Mb;  Organization:  256Kb x 16;  Vcc (V):  3.0 to 3.6 V;
8-Mbit (1024K x 8) Static RAM;  Density:  8 Mb;  Organization:  1Mb x 8;  Vcc (V):  2.20 to 3.60 V;
18-Mbit (512K x 36/1M x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V
256K x 16 Static RAM;  Density:  4 Mb;  Organization:  256Kb x 16;  Vcc (V):  3.0 to 3.6 V;
8-Mbit (1M x 8) Static RAM;  Density:  8 Mb;  Organization:  1Mb x 8;  Vcc (V):  2.20 to 3.60 V;
3.3V Zero Delay Buffer;  Voltage (V):  3.3 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  8;  Operating Range:  -40 to 85 C
Programmable Skew Clock Buffer;  Voltage (V):  5.0 V;  Operating Frequency:  3.75 MHz to 80 MHz;  Outputs:  8;  Operating Range:  -40 to 85 C
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V
18-Mbit (512K x 36/1M x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
512K x 8 Static RAM;  Density:  4 Mb;  Organization:  512Kb x 8;  Vcc (V):  4.5 to 5.5 V;
18-Mbit (512K x 36/1M x 18) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  2.4 to 2.6 V
2.5V or 3.3V, 200-MHz, 1:12 Clock Distribution Buffer;  Voltage (V):  2.5/3.3 V;  Frequency Range:  0 MHz to 200 MHz;  Outputs:  12;  Operating Range:  -40 to 85 C
3.3V Zero Delay Clock Buffer;  Voltage (V):  3.3 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  5;  Operating Range:  -40 to 85 C
2M x 8 Static RAM;  Density:  16 Mb;  Organization:  2Mb x 8;  Vcc (V):  3.0 to 3.6 V;
16 Mbit (512K X 32) Static RAM;  Density:  16 Mb;  Organization:  512Kb x 32;  Vcc (V):  3.0 to 3.6 V;
3.3V Zero Delay Buffer;  Voltage (V):  3.3 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
8-Mbit (1M x 8) Static RAM;  Density:  8 Mb;  Organization:  1Mb x 8;  Vcc (V):  3.0 to 3.6 V;
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  64;  Vcc (V):  5;  fMax (MHz):  125;  tPD (ns):  6
2-Mbit (128K x 16) Static RAM;  Density:  2 Mb;  Organization:  128Kb x 16;  Vcc (V):  3.0 to 3.6 V;
16-Mbit (1M x 16) Static RAM;  Density:  16 Mb;  Organization:  1Mb x 16;  Vcc (V):  3.0 to 3.6 V;
4-Mbit (256K x 18) Pipelined DCD Sync SRAM;  Architecture:  Standard Sync, Pipeline DCD;  Density:  4 Mb;  Organization:  256Kb x 18;  Vcc (V):  3.1 to 3.6 V
512K (32K x 16) Static RAM;  Density:  512 Kb;  Organization:  32Kb x 16;  Vcc (V):  3.0 to 3.6 V;
4-Mbit (128K x 36) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  4 Mb;  Organization:  128Kb x 36;  Vcc (V):  3.1 to 3.6 V
1M x 16 Static RAM;  Density:  16 Mb;  Organization:  1Mb x 16;  Vcc (V):  3.0 to 3.6 V;
Programmable Skew Clock Buffer;  Voltage (V):  5.0 V;  Operating Frequency:  3.75 MHz to 80 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
3.3V Zero Delay Clock Buffer;  Voltage (V):  3.3 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  9;  Operating Range:  0 to 70 C
MoBL(R) 2 Mbit (128K x 16) Static RAM;  Density:  2 Mb;  Organization:  128Kb x 16;  Vcc (V):  2.20 to 3.60 V;
Rambus(R) XDR(TM) Clock Generator;  VDD:  2.5 V;  Input Frequency:  100 MHz to 133 MHz;  Output Frequency:  300 MHz to 800 MHz;  # Out:  4
2-Mbit (128K x 16) Static RAM;  Density:  2 Mb;  Organization:  128Kb x 16;  Vcc (V):  2.20 to 3.60 V;
4-Mbit (128K x 36) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  4 Mb;  Organization:  128Kb x 36;  Vcc (V):  3.1 to 3.6 V
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  128;  Vcc (V):  5;  fMax (MHz):  167;  tPD (ns):  7
2.5V or 3.3V, 200-MHz, 1:10 Clock Distribution Buffer;  Voltage (V):  2.5/3.3 V;  Frequency Range:  0 MHz to 200 MHz;  Outputs:  10;  Operating Range:  0 to 70 C
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  128;  Vcc (V):  5;  fMax (MHz):  100;  tPD (ns):  7
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  128;  Vcc (V):  5;  fMax (MHz):  125;  tPD (ns):  7
18-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  1.7 to 1.9 V
Low Voltage Programmable Skew Clock Buffer;  Voltage (V):  3.3 V;  Operating Frequency:  3.75 MHz to 80 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
Spread Spectrum Clock Generator;  Voltage(V):  3.3 V;  Input Frequency Range:  25 MHz to 100 MHz;  Output Frequency Range:  25 MHz to 100 MHz;  Operating Range:  0 to 70 C;  Package:  SOIC
Low Skew Clock Buffer;  Voltage (V):  5.0 V;  Operating Frequency:  3.75 MHz to 80 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
5V, 3.3V, ISR(TM) High-Performance CPLDs; # Macrocells: 64; Vcc (V): 3.3; fMax (MHz): 143; tPD (ns): 9 单芯位CMOS微机
5V, 3.3V, ISR(TM) High-Performance CPLDs; # Macrocells: 64; Vcc (V): 5; fMax (MHz): 154; tPD (ns): 6 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
5V, 3.3V, ISR(TM) High-Performance CPLDs; # Macrocells: 64; Vcc (V): 3.3; fMax (MHz): 100; tPD (ns): 9 单芯位CMOS微机
5V, 3.3V, ISR(TM) High-Performance CPLDs; # Macrocells: 128; Vcc (V): 3.3; fMax (MHz): 83; tPD (ns): 10 单芯位CMOS微机
5V, 3.3V, ISR(TM) High-Performance CPLDs; # Macrocells: 64; Vcc (V): 5; fMax (MHz): 125; tPD (ns): 6 单芯位CMOS微机
Three-PLL General-Purpose EPROM Programmable Clock Generator; Voltage (V): 3.3/5.0 V; Input Range: 1 MHz to 30 MHz; Output Range: .077 MHz to 100 MHz; Outputs: 6 单芯位CMOS微机
8-Mbit (512K x 16) MoBL(R) Static RAM; Density: 8 Mb; Organization: 512Kb x 16; Vcc (V): 2.20 to 3.60 V; 单芯位CMOS微机
High Speed Low Voltage Programmable Skew Clock Buffer; Voltage (V): 3.3 V; Operating Frequency: 3.75 MHz to 110 MHz; Outputs: 8; Operating Range: 0 to 70 C 单芯位CMOS微机
3.3V SDRAM Buffer for Mobile PCs with 4 SO-DIMMs; Voltage (V): 3.3 V; Frequency Range: 0 MHz to 100 MHz; Outputs: 10; Operating Range: 0 to 70 C 单芯位CMOS微机
3.3V Zero Delay Clock Buffer; Voltage (V): 3.3 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 9; Operating Range: -40 to 85 C 单芯位CMOS微机
Programmable Skew Clock Buffer; Voltage (V): 5.0 V; Operating Frequency: 3.75 MHz to 80 MHz; Outputs: 8; Operating Range: -40 to 85 C 单芯位CMOS微机
2-Mbit (128K x 16) Static RAM; Density: 2 Mb; Organization: 128Kb x 16; Vcc (V): 3.0 to 3.6 V; 单芯位CMOS微机
MoBL(R) 1 Mbit (128K x 8) Static RAM; Density: 1 Mb; Organization: 128Kb x 8; Vcc (V): 2.20 to 3.60 V; 单芯位CMOS微机
18-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
1-Mbit (128K x 8) Static RAM; Density: 1 Mb; Organization: 128Kb x 8; Vcc (V): 4.50 to 5.50 V; 单芯位CMOS微机
4-Mbit (256K x 18) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 4 Mb; Organization: 256Kb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
2-Mbit (64K x 32) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 2 Mb; Organization: 64Kb x 32; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
200-MHz Field Programmable Zero Delay Buffer; Voltage (V): 2.5/3.3 V; Frequency Range: 10 MHz to 200 MHz; Outputs: 12; Operating Range: -40 to 85 C 单芯位CMOS微机
2-Mbit (128K x 16) Static RAM; Density: 2 Mb; Organization: 128Kb x 16; Vcc (V): 2.20 to 3.60 V; 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
2-Mbit (256K x 8) Static RAM; Density: 2 Mb; Organization: 256Kb x 8; Vcc (V): 2.20 to 3.60 V; 单芯8位CMOS微机
Very Low Jitter Field and Factory Programmable Clock Generator; Voltage (V): 3.3 V; Input Range: 10 MHz to 133 MHz; Output Range: 20 MHz to 200 MHz; Outputs: 2 单芯位CMOS微机
3.3V Zero Delay Clock Buffer; Voltage (V): 3.3 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 5; Operating Range: 0 to 70 C 单芯位CMOS微机
3.3V Zero Delay Clock Buffer; Voltage (V): 3.3 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 5; Operating Range: -40 to 85 C 单芯位CMOS微机
Three-PLL General Purpose FLASH Programmable Clock Generator; Voltage (V): 3.3 V; Input Range: 1 MHz to 166 MHz; Output Range: 0 MHz to 200 MHz; Outputs: 3 单芯位CMOS微机
1:8 Clock Fanout Buffer; Voltage (V): 3.3 V; Frequency Range: 0 MHz to 350 MHz; Outputs: 8; Operating Range: -40 to 85 C 单芯位CMOS微机
Quad PLL Clock Generator with 2-Wire Serial Interface; Voltage (V): 2.5/3.3 V; Input Range: 27 MHz to 27 MHz; Output Range: 4.2 MHz to 166 MHz; Outputs: 5 单芯位CMOS微机
2.5V or 3.3V, 200-MHz, 1:12 Clock Distribution Buffer; Voltage (V): 2.5/3.3 V; Frequency Range: 0 MHz to 200 MHz; Outputs: 12; Operating Range: 0 to 70 C 单芯位CMOS微机
3.3V Zero Delay Clock Buffer; Voltage (V): 3.3 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 9; Operating Range: 0 to 70 C 单芯位CMOS微机
High Speed Multi-phase PLL Clock Buffer; Voltage (V): 3.3 V; Operating Frequency: 24 MHz to 200 MHz; Outputs: 11; Operating Range: 0 to 70 C 单芯位CMOS微机
2.5V or 3.3V, 200-MHz, 1:18 Clock Distribution Buffer; Voltage (V): 2.5/3.3 V; Frequency Range: 0 MHz to 200 MHz; Outputs: 18; Operating Range: -40 to 85 C 单芯位CMOS微机
-bit AVR Microcontroller with 8K Bytes In- System Programmable Flash 位AVR微控制器具有8K字节的系统内可编程闪
2.5V or 3.3V, 200-MHz, 1:12 Clock Distribution Buffer;  Voltage (V):  2.5/3.3 V;  Frequency Range:  0 MHz to 200 MHz;  Outputs:  12;  Operating Range:  0 to 70 C
1:8 Clock Fanout Buffer;  Voltage (V):  3.3 V;  Frequency Range:  0 MHz to 350 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
Spread Spectrum Clock Generator;  Voltage(V):  3.3 V;  Input Frequency Range:  4 MHz to 32 MHz;  Output Frequency Range:  4 MHz to 32 MHz;  Operating Range:  0 to 70 C;  Package:  SOIC
High Speed Low Voltage Programmable Skew Clock Buffer;  Voltage (V):  3.3 V;  Operating Frequency:  3.75 MHz to 110 MHz;  Outputs:  8;  Operating Range:  0 to 70 C
5V, 3.3V, ISR(TM) High-Performance CPLDs;  # Macrocells:  64;  Vcc (V):  3.3;  fMax (MHz):  100;  tPD (ns):  9
	Renesas Electronics Corporation.
Renesas Electronics, Corp.

	5962-9951901QYA 5962-9951902QYA 5962-9952001QYA 59	5V, ISR high-performance CPLDs, 64 macrocells, 125MHz
5V, ISR high-performance CPLDs, 64 macrocells, 154MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 128 macrocells, 83MHz
3.3V, ISR high-performance CPLDs, 256 macrocells, 66MHz
5V, ISR high-performance CPLDs, 512 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 512 macrocells, 66MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 143MHz
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