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			VTD3 - Voltage Controlled Temperature Compensated Crystal Oscillator TCVCXO, CLOCK, 13 MHz, CMOS OUTPUT TCVCXO, CLOCK, 12.8 MHz, CMOS OUTPUT TCVCXO, CLOCK, 11 MHz, CMOS OUTPUT TCVCXO, CLOCK, 16.8 MHz, CMOS OUTPUT TCVCXO, CLOCK, 14.31818 MHz, CMOS OUTPUT TCVCXO, CLOCK, 44.736 MHz, CMOS OUTPUT TCVCXO, CLOCK, 19.44 MHz, CMOS OUTPUT TCVCXO, CLOCK, 19.68 MHz, CMOS OUTPUT TCVCXO, CLOCK, 12.5 MHz, CMOS OUTPUT 
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	Part No.	VTD3 VTD3-H12D-13M00 VTD3-J21A-12M80 VTD3-H23C-11M00 VTD3-H23C-16M80 VTD3-H23C-14M31818 VTD3-J22E-44M736 VTD3-H22E-44M736 VTD3-H45A-12M80 VTD3-H45A-19M44 VTD3-H45A-19M68 VTD3-H42D-12M50 VTD3-H42D-13M00 VECTRONINTERNATIONAL-VTD3-H42D-20M00   

	Description	Voltage Controlled Temperature Compensated Crystal Oscillator 
 TCVCXO, CLOCK, 13 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 12.8 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 11 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 16.8 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 14.31818 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 44.736 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 19.44 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 19.68 MHz, CMOS OUTPUT
TCVCXO, CLOCK, 12.5 MHz, CMOS OUTPUT


	File Size	110.67K  / 
						6 Page	 
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						 Vectron International, Inc 
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: VT08
	Maker: National(国半)
	Pack: SOP
	Stock: 291
	Unit price 
									for :
	    
									50: $1.57
	  
									100: $1.49
	1000: 
									$1.41
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 			 Full text search : Voltage Controlled Temperature Compensated Crystal Oscillator TCVCXO, CLOCK, 13 MHz, CMOS OUTPUT TCVCXO, CLOCK, 12.8 MHz, CMOS OUTPUT TCVCXO, CLOCK, 11 MHz, CMOS OUTPUT TCVCXO, CLOCK, 16.8 MHz, CMOS OUTPUT TCVCXO, CLOCK, 14.31818 MHz, CMOS OUTPUT TCVCXO, CLOCK, 44.736 MHz, CMOS OUTPUT TCVCXO, CLOCK, 19.44 MHz, CMOS OUTPUT TCVCXO, CLOCK, 19.68 MHz, CMOS OUTPUT TCVCXO, CLOCK, 12.5 MHz, CMOS OUTPUT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	VS-502-DFF-GNN-983.0400 VS-502-DFF-GNN-696.4215 VS	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 983.04 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 696.4215 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 1000 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 640 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 930 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 1344.32 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 480 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 1330 MHz
	VECTRON INTERNATIONAL

	M685 M685-02-AB-AD M685-01-BA-BH M685-01-BB-BD M68	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 625 MHz
DUAL SAW, SELECTABLE FREQUENCY VCSO
From old datasheet system
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 161.1328 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 672.16 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 164.3555 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 155.52 MHz
	http://
ICST[Integrated Circuit Systems]
INTEGRATED DEVICE TECHNOLOGY INC

	XVT9011 	Voltage Controlled Temperature Compensated Crystal Oscillator
	RF Monolithics, Inc

	XVT9010 	Voltage Controlled Temperature Compensated Crystal Oscillator
	RF Monolithics, Inc

	XVT9008 	Voltage Controlled Temperature Compensated Crystal Oscillator
	RF Monolithics, Inc

	CFPT-125 	Surface mount temperature compensated voltage controlled oscillator
	List of Unclassifed Manufacturers
ETC

	VS-720-LPC-CBA-1000.000 VS-720-LPF-FBA-162.000 VS-	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 1000 MHz ROHS COMPLIANT, LEADLESS, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 162 MHz ROHS COMPLIANT, LEADLESS, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 300 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 635.04 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 640 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 260 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 637.5 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 268.8 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 901.12 MHz
	Vectron International, Inc.

	ASVTX-H08K 	32.768KHz VOLTAGE CONTROLLED TEMPERATURE COMPENSATED CRYSTAL OSCILLATOR 32.768kHz的压控温度补偿晶体振荡器
	Abracon, Corp.

	EPA230-TD-70 EPA230-TD-100 EPA230-TD-80 EPA230-TD-	Logarithmic Digitally Controlled Potentiometer (XDCP™), Terminal Voltage ±5V, 100 Taps, Log Taper; Temperature Range: -40°C to 85°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Logarithmic Digitally Controlled Potentiometer (XDCP™), Terminal Voltage ±5V, 100 Taps, Log Taper; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Delay Line 延迟
	Honeywell International, Inc.
NXP Semiconductors N.V.

	EPA209-30 EPA209-10 EPA209-100 EPA209-15 EPA209-2 	14 Pin DIP TTL Square-Wave Generator With Complimentary Output
Analog IC
Single Digitally-Controlled (XDCP™) Potentiometer (Push Button Controlled); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Single Digitally-Controlled (XDCP™) Potentiometer (Push Button Controlled); Temperature Range: -40°C to 85°C; Package: 8-PDIP
	PCA ELECTRONICS INC.
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