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			MAX97236 - Audio Amplifier with Jack Detection 25-Bump, 2.4mm x 2.3mm, 0.4mm Pitch WLP 
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	Part: MAX97236EWA+T
	Maker: Maxim Integrated Products
	Pack: ETC
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			 Related Part Number
	
					PART	Description	Maker
	BA3518F-T1 BA3528FP-T1 BA3506AFT1 BA3506AFE1 BA350	0.031 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO16 SOP-16
0.034 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO28 HSOP-28
0.069 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO18
0.04 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO18
5.4 W, 2 CHANNEL, AUDIO AMPLIFIER, PSFM12
5.2 W, 2 CHANNEL, AUDIO AMPLIFIER, PSFM10
	Intel, Corp.

	MAX9711 MAX9710 MAX9710-MAX9711 MAX9711ETC MAX9710	3W Mono/Stereo BTL Audio Power Amplifiers with Shutdown 3 W, 2 CHANNEL, AUDIO AMPLIFIER, QCC20
Synchronous 8-Bit Up/Down Counters 24-CDIP -55 to 125 3 W, 2 CHANNEL, AUDIO AMPLIFIER, QCC20
Mono 3W Audio BTL Amplifier
Stereo 3W Audio BTL Amplifier
From old datasheet system
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	010232FB 	MULTI-AUDIO JACK EAR-PHONE DC JACK WITH S/W
	SUYIN USA, INC.

	MAX9718GEBLTG45 MAX9719AEBET 	1.4 W, 1 CHANNEL, AUDIO AMPLIFIER, PBGA9 ROHS COMPLIANT, UCSP-9
Low-Cost, Mono/Stereo, 1.4W Differential Audio Power Amplifiers 1.4 W, 2 CHANNEL, AUDIO AMPLIFIER, PBGA16
	Maxim Integrated Products, Inc.

	MAX6326-22D MAX6326-22W MAX6326-23D MAX6326-23W MA	3-pin ultra-low power SC70/SOT microprocessor reset circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
BACKSHELL 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
CLAMP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
350-mW Stereo Class-AB Audio Amplifier 8-SOIC
CONNECTOR
350-mW Mono Class-AB Audio Amplifier 8-SOIC
9-W Stereo Class-D Audio Power Amplifier with Volume Control (TPA3002) 48-HTQFP -40 to 85
20-W Mono Class-D Audio Power Amplifier (TPA3001) 24-HTSSOP -40 to 85
40-W Mono Class-D Audio Power Amplifier (TPA3106) 32-HLQFP -40 to 85
10-W Stereo Class-D Audio Power Amplifier (TPA3101) 48-VQFN -40 to 85
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]
http://

	152B 	Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; No. of Contacts:3; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 6.3 MM AUDIO CONNECTOR, JACK
	Switchcraft, Inc.

	NJM2149 NJM2149RB1 	0.25 W, 1 CHANNEL, AUDIO AMPLIFIER, PDSO8
From old datasheet system
LOW VOLTAGE AUDIO POWER AMPLIFIER
	njr

	L11 13E 12B 	GENERAL PURPOSE AUDIO CONNECTOR, JACK
Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; Number of Contacts:3; Peak Reflow Compatible (260 C):Yes
	Switchcraft, Inc.
SWITCHCRAFT INC

	APA0710KI-TRL 	1.1W Mono Low-Voltage Audio Power Amplifier 0.9 W, 1 CHANNEL, AUDIO AMPLIFIER, PDSO8
	Anpec Electronics, Corp.
ANPEC ELECTRONICS CORP

	PA4819-S08-T PA4819-S08-R PA4819L-S08-R PA4819L-S0	350mW AUDIO POWER AMPLIFIER WITH SHUTDOWN MODE
0.35 W, 1 CHANNEL, AUDIO AMPLIFIER, PDSO8
	UNISONIC TECHNOLOGIES CO LTD

	NTE7000 	5.5 W, 1 CHANNEL, AUDIO AMPLIFIER, PDIP16
Integrated Circuit 5W Audio Amplifier with Muting
	NTE[NTE Electronics]
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