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			0471880000 - Neutral conductor modular terminal, 10 mm2, Busbar connection, PA 66, blue, TS 35 
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			 Related Part Number
	
					PART	Description	Maker
	0501470000 	Neutral conductor modular terminal, 6 mm2, Screw connection, PA 66, blue, TS 35
	Weidmuller

	1885180000 1885250000 1885590000 1884680000 188899	CONN TERM BLOCK 2POS 3.5MM PCB 17.5 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
CONN TERM BLOCK 9POS 3.5MM PCB 17.5 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
CONN TERM BLOCK 19POS 3.81MM PCB 17.5 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
CONN TERM BLOCK 12POS 5.0MM PCB 17.5 A, MODULAR TERMINAL BLOCK, 1 ROW, 1 DECK
	Weidmuller, Corp.

	FAR-M2DB-27M636-F100 FAR-M2DB FAR-M2DB-12M288-F100	Piezoelectric VCO (4 to 30 MHz) VCXO, CLOCK, 24.576 MHz, CMOS OUTPUT
TERM. F/O CABLE SC-SC/ DPLX/RISER/2M/ORANGE VCXO, CLOCK, 18.432 MHz, CMOS OUTPUT
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
PT 3C 3#16 PIN PLUG
TERM. F/O CABLE SC-SC/   DPLX/RISER/2M/ORANGE
SCR / Diode Modules up to 1400V SCR / Diode Phase Control
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.

	N230100 	Cat6 RJ45 Modular Connector Plug with Load Bar, Solid-Stranded Conductor Round Cat6 Wire, 100-pack
	Tripp Lite. All Rights ...

	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	28.121.0840.0 28.121.0540.0 	Precision, High-Side Current-Sense Amplifiers
TERM.BLOCK COV＇D 5 WAY TERM.BLOCK COV\u0026#39;D 5未来
	Advanced Power Technology, Ltd.

	BYX132G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	BYX133G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	NXP Semiconductors N.V.
Philips Semiconductors

	LT1634 LT1634ACS8-1.25 LT1634ACS8-2.5 LT1634ACS8-4	Micropower Precision Shunt Voltage Reference 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.5 V, PDSO8
Micropower Precision Shunt Voltage Reference 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.5 V, PBCY3
Micropower Precision Shunt Voltage Reference 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.25 V, PDSO8
16 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 4.096 V, PBCY3
Micropower Precision Shunt Voltage Reference 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 1.25 V, PBCY3
From old datasheet system
	Linear Technology, Corp.
Linear Technology Corporation
LINER[Linear Technology]

	FVNSB-XXXB 	Three-Phase   Neutral Line Filters
	Premo

	10-FZ06NRA041FS02-P965F68 	Neutral point clamped inverter
	Vincotech
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