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			 Related Part Number
	
					PART	Description	Maker
	XTSC1812-3.3NF 	Extreme Temperature Silicon Capacitor
	Micross Components

	XTSC0402-33NF 	Extreme Temperature Silicon Capacitor
	Micross Components

	XTSC0402-10NF 	Extreme Temperature Silicon Capacitor
	Micross Components

	KTY81 KTY81_110 KTY81_120 KTY81_121 KTY81_122 KTY8	TEMPERATURE SENSOR, PBCY2
KTY81 series Silicon temperature sensors
	NXP Semiconductors

	MPXV6115VC6U 	High Temperature Accuracy ntegrated Silicon Pressure Sensor On-Chip Signal Conditioned, Temperature Compensated and Calibrated
	FREESCALE[Freescale Semiconductor, Inc]

	CD6274CA CD6275 CD6302CA 1.5KCD6.8C CD6272CA CD628	Low Capacitance, 16 - Channel &#177;15 V/12 V iCMOS&trade; Multiplexer; Package: LFCSP (5x5x.85mm) w/2.7exposed pad; No of Pins: 32; Temperature Range: TBD 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Low Capacitance, 16 - Channel &#177;15 V/12 V iCMOS&trade; Multiplexer; Package: TSSOP (4.4mm); No of Pins: 28; Temperature Range: TBD 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
0.5 &Omega; CMOS 1.65 V TO 3.6 V 4-Channel Multiplexer; Package: MSOP; No of Pins: 10; Temperature Range: Automotive 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
CELLULAR DIE PACKAGE 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
480 MHz, Single Supply, Triple 2:1, Buffered (G=  2) Multiplexer; Package: EVALUATION BOARDS; No of Pins: -; Temperature Range: Industrial 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
16-Channel Multiplexer (Superior DG506A Replacement); Package: PLCC; No of Pins: 28; Temperature Range: Commercial 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
5 &Omega; Max Ron, 4 - /8 - Channel &#177;15 V /12 V /&#177; 5 V Multiplexers; Package: LFCSP (4x4mm, 2.50mm exposed pad); No of Pins: 16; Temperature Range: Industrial 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
CMOS Low Voltage, 3 O 4-Channel Multiplexer; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
0.28 O CMOS 1.65 V to 3.6 V Single SPST Switches in SC70 Open for a Logic 1 Input; Package: SC70; No of Pins: 6; Temperature Range: Industrial 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Low Capacitance, 8-Channel, &#177;15 V/ 12 V iCMOS&reg; Multiplexer; Package: TSSOP; No of Pins: 16; Temperature Range: Commercial 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
Low Capacitance, 8-Channel, &#177;15 V/ 12 V iCMOS&reg; Multiplexer; Package: LFCSP (4x4x.85mm, 2.10mm exposed pad); No of Pins: 16; Temperature Range: TBD 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Low Capacitance, 4-Channel, &#177;15 V/ 12 V iCMOS&trade; Multiplexer; Package: TSSOP; No of Pins: 16; Temperature Range: TBD 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
4 Channel Buffered, 250 MHz, 10 ns Switching Multiplexer w/Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Industrial
	Microsemi, Corp.
MICROSEMI CORP-SCOTTSDALE

	BAT60A 	Schottky Diodes - Silicon AF Schottky rectifier diode with extreme low V_F drop
	Infineon

	MPXH6300A MPXH6300A6T1 MPXH6300AC6T1 MPXH6300AC6U 	High Temperature Accuracy     Integrated Silicon Pressure Sensor
HIGH TEMPERATURE ACCURACY INTEGRATED SILICON PRESSURE SENSOR ABSOLUTE, PEIZORESISTIVE PRESSURE SENSOR, 2.9-44.09Psi, 1.5%, 0.30-4.91V, SQUARE, SURFACE MOUNT
	MOTOROLA[Motorola, Inc]
Motorola Mobility Holdings, Inc.

	CR80-040 CR150-100 CR80-020LEADFREE CENTRALSEMICON	 2.5V to 5.5V, 230&#181;A Dual Rail-to-Rail Voltage Output 10-Bit DAC with Parallel Interface in 24-lead TSSOP 80 A, 400 V, SILICON, RECTIFIER DIODE, DO-5
150 A, 1000 V, SILICON, RECTIFIER DIODE, DO-8
80 A, 200 V, SILICON, RECTIFIER DIODE, DO-5
60 A, 200 V, SILICON, RECTIFIER DIODE, DO-5
60 A, 600 V, SILICON, RECTIFIER DIODE, DO-5
60 A, 800 V, SILICON, RECTIFIER DIODE, DO-5
60 A, 400 V, SILICON, RECTIFIER DIODE, DO-5
60 A, 1200 V, SILICON, RECTIFIER DIODE, DO-5
True Bipolar Input, Dual 12-Bit, 2-Channel, Simultaneous Sampling SAR ADC; Package: TSSOP; No of Pins: 24; Temperature Range: Industrial
80 A, 800 V, SILICON, RECTIFIER DIODE, DO-5
	Central Semiconductor, Corp.
CENTRAL SEMICONDUCTOR CORP

	W4NRD0X-0000 W4NRD8C-U000 W4NXD8C-0000 W4NXD8C-L00	Diameter: 50.8mm; LCW substrates; silicon carbide substrates. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; ultra-low mircopipe density; silicon carbide substrates. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; standatd mircopipe density; silicon carbide substrates. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; low mircopipe density; silicon carbide substrates. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; select mircopipe density; silicon carbide substrates. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 76.2mm; LCW type; 6H-silicon carbide. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; LCW type; 6H-silicon carbide. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
Diameter: 50.8mm; lsemi-insulating (prototype); 6H-silicon carbide. For high frequency power devices, high power devices, high temperature devices, optoelectronic devices, III-V nitride deposition
	CREE POWER

	KTY83_110 KTY83_120 KTY83_151 KT83A KT83C KT83D KT	Silicon temperature sensors
	NXP Semiconductors
PHILIPS[Philips Semiconductors]
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