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			 Related Part Number
	
					PART	Description	Maker
	MM158 	Battery Bypass Module
	Microsemi

	MX086-4 	Battery Bypass Charge Diode
	Microsemi

	SEN-4717 	SCHOTTKY BATTERY DISCHARGE BYPASS DIODE
	http://
Sensitron

	HDMP-0421 	1.0625-1.25 GBd单端口旁路电路wirh的CDR的光纤通道/存储和千兆以太网的应
Port Bypass Circuits for Fibre Channel Arbitrated Loop Standard and its Extensions(应用于光纤通道和判优环路及其扩展的端口旁路电路)
HDMP-0421 · 1.0625-1.25 GBd Single Port Bypass Circuit wirh CDR for Fibre Channel/Storage and GbE Applications
	Agilent(Hewlett-Packard)
Agilent (Hewlett-Packard)

	9901-0024 9901-3060 9980-3000 9944-3000-00 9901-30	AC MODULE AC模块
LED MODULE LED模块
RELAISFASSUNG MODUL DIODE LED
INDUSTRIERELAIS LED ANZEIGE
RELAISFASSUNG MODULE RC SERIES
RELAISFASSUNG MODUL LED
RELAISFASSUNG VARISTOR
INDUSTRIERELAIS LED MODUL 24V
DIODE   LED MODULE
DIODE MODULE
INDUSTRIERELAIS DIODENMODUL
RELAISFASSUNG DIODE
INDUSTRIERELAIS LED/DIODE 25-60V
INDUSTRIERELAIS LED-MODUL 24V
	SIEMENS AG
N/A

	MGA-725M4 MGA725M4 MGA-725M4-BLK MGA-725M4-TR1 MGA	MGA-725M4 · 3V LNA with Bypass Switch,  2 to  14dBm Adjustable IIP3, MiniPak Package
DEMO-MGA-725M4 · Demonstration circuit board for MGA-725M4 (2 GHz)
Low Noise Amplifier with Bypass Switch In Miniature Leadless Package
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	HTZ150C6K HTZ150C7K HTZ150C8K HTZ150C9K 	6000V high voltage diode rectifier module
7200V high voltage diode rectifier module
8400V high voltage diode rectifier module
9600V high voltage diode rectifier module
	IXYS

	PSKD30E PSKD30E-06 PSKD30E04 PSKD30E06 	Fast Recovery Epitaxial Diode (FRED) Module
Fast RecoveryEpitaxial Diode Module
	Powersem GmbH
Meder Electronic

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	OL395N-80 OL395N-P20 OL395N-100 OL395N-20 OL395N-4	1.3 ?? High-Power Laser-Diode Coaxial Module
FIBER OPTIC TRANSMITTER 光纤变送器
1.3 m High-Power Laser-Diode Coaxial Module
1.3 レm High-Power Laser-Diode Coaxial Module
1.3 μm High-Power Laser-Diode Coaxial Module
	OKI electronic components
OKI SEMICONDUCTOR CO., LTD.
OKI[OKI electronic componets]

	NX8563LF646-BA NX8563LB646-BA NX8563LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1559.78 nm. Frequency 192.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1538.07 nm. Frequency 194.80 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1597.18 nm. Frequency 187.70 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1572.88 nm. Frequency 190.60 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode floating.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. FC-PC connector. Anode ground.
CW InGaAsP MQW DFB laser diode module for DWDM applications (10 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. FC-PC connector. Anode floating.
	NEC
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