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			G41301A-DC12-SBM - Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in. 
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	Part No.	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM G41301AA-DC12-SM G41301C-DC6-SBM G41302A-DC24-SM G41302A-DC24-SBM G41302A-DC12-SM G41302A-DC12-SBM G41301C-DC6-SM G41301C-DC24-SM G41301C-DC24-SBM G41301C-DC12-SM G41301C-DC12-SBM G41301AA-DC6-SM G41301AA-DC6-SBM G41301AA-DC24-SM G41301AA-DC24-SBM G41301AA-DC12-SBM G41301A-DC6-SM G41301A-DC6-SBM G41301A-DC12-SM G41601AA-DC6-M G41601AA-DC6-SM G41602AA-DC12-B G41602AA-DC12-BM G41601AA-DC12-B G41601AA-DC12-BM G41601AA-DC12-M G41601AA-DC12-NIL G41601AA-DC12-P  

	Description	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. 
 Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
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 			 Full text search : Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB. Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket. Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket. Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket. Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket. Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM 	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
	Global Components & Controls

	S89R11APP1-120 S89R11DBD1-12 S89R5DBD1-12 S89R11AB	Bistable, Impulse Relay 15 and 20 Amp Industrial Rating Continuous Coil Rating
	Tyco Electronics

	ZXMN6A25DN8 ZXMN6A25DN8TA ZXMN6A25DN8TC 	N Channel MOSFET
DUAL 60V N-CHANNEL ENHANCEMENT MODE MOSFET
Line Filter; Current Rating:30A; Voltage Rating:250V; Features:High Attenuation; Peak Reflow Compatible (260 C):No; Terminal Type:Screw; Series:MXB
	ZETEX[Zetex Semiconductors]

	HE2AN-S-DC6V HE2AN-SW-DC12C HE1AN-SW-DC12C HE1AN-P	POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.321A (COIL), 6VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.04A (COIL), 48VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
TV-15, 30 AMP (1 Form A) Power Relay
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.018A (COIL), 100VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.08A (COIL), 24VDC (COIL), 1920mW (COIL), 30A (CONTACT), 30VDC (CONTACT), PANEL MOUNT
From old datasheet system
	Amphenol, Corp.
Panasonic, Corp.
PANASONIC ELECTRIC WORKS CORP OF AMERICA

	LAA127 LAA127STR LAA127P LAA127PTR LAA127S 	Ground Fault Circuit Interrupter Receptacle; Current Rating:20A; Voltage Rating:125V; Electrical Outlet Style:NEMA 5-20R  ; Mounting Type:Screw; Body Material:Thermoplastic; Color:Red; Operating Temp. Min:-35 C; Pack Quantity:1 RoHS Compliant: Yes
DUAL POLE OptoMOS Relay
	CLARE[Clare, Inc.]

	FBR562ND06-W1 FBR562ND12-W FBR562ND09-W1 	HIGH POWER TWIN RELAY 1 POLE x 2-30A (FOR AUTOMOTIVE APPLICATIONS)
	Fujitsu Component Limited.

	STP30NE06 STP30NE06FP 6114 	N - CHANNEL 60V - 0.042 Ohms - 30A - TO-220/TO-220FP STripFET POWER MOSFET
From old datasheet system
N - CHANNEL 60V - 0.042 - 30A - TO-220/TO-220FP STripFET TM POWER MOSFET
N - CHANNEL 60V - 0.042 ohm - 30A - TO-220/TO-220FP STripFET  POWER MOSFET
Niobium Oxide Capacitor; Capacitor Type:Low ESR; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:47uF; Capacitance
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	HCS32011 	KEELOQ? Code Hopping Encoder Automatic code word completion
	Microchip Technology

	AQW214A AQW215 AQW217 AQW212A AQW214 AQW210 AQW217	PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 40 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 100 V, load current 300 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tape and reel packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 60 V, load current 350 mA. Through hole terminal. Tube packing style.
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 350 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style.
GU (General Use) Type [2-Channel (Form A) Type]
PhotoMOS relay, GU (general use), 2-channel (form A) type. AC/DC type. Output rating: load voltage 450 V, load current 100 mA. Surface-mount terminal. Tape and reel packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
2-Channel (Form A) Type

	SI-7230M SI-7230 	Time-Delay Relay; Contacts:DPDT; Time Range:1 sec. to 10 sec.; Mounting Type:Plug In; Relay Mounting:Plug-In; Supply Current:10A; Voltage Rating:120V; No. of Pins:12; Operating Temp. Min:-10 C
Bipolar Driver IC 
	Sanken Electric Co.,Ltd.
SANKEN[Sanken electric]

	STP30NE03L STP30NE03LFP 6672 	Niobium Oxide Capacitor; Capacitor Type:Low ESR; Voltage Rating:4VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:47uF; Capacitance
N - CHANNEL 30V - 0.028 ohm - 30A TO-220/TO-220FP STripFET  POWER MOSFET
N - CHANNEL 30V - 0.028 - 30A TO-220/TO-220FP STripFET TM POWER MOSFET
From old datasheet system
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	AQV217AZ AQV210 AQV210A AQV210AX AQV210AZ AQV212 A	PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 600V, load current 50 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 100V, load current 320 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
GU (General Use) Type [1-Channel (Form A) Type]
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]
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